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1. Introduction

In RAN #84 meeting, the Rel-16 WID on NR performance requirement enhancement was approved in [1]. This WI targets to define some important UE/BS demodulation and CSI reporting requirements that have been discussed but not introduced in Rel-15.
This contribution discusses the necessity of introducing CA CQI and FR1 PUSCH 256QAM requirements in the WI.

2. Discussion
CA CQI requirements
In LTE, CA CQI requirements are introduced to verify that UE can perform independent CQI calculation in each component carrier. It is seen as necessary for NR to introduce CA CQI requirements as well.

Proposal 1: Introduce CA CQI requirements in Rel-16 NR performance requirement enhancement WI.

FR1 PUSCH 256QAM requirements

PUSCH with 256QAM is quite helpful for increasing uplink throughput. In NR Rel-15, the RF requirements for FR1 256QAM has been introduced, but the PUSCH demodulation requirements are still absent. So it is proposed to introduce PUSCH demodulation requirements for FR1 256QAM in Rel-16.
Proposal 2: Introduce PUSCH demodulation requirements for FR1 256QAM in Rel-16 NR performance requirement enhancement WI.

3. Conclusion
This contribution discussed the scope of Rel-16 demodulation and CSI requirements, with the following proposals:

Proposal 1: Introduce CA CQI requirements in Rel-16 NR performance requirement enhancement WI.

Proposal 2: Introduce PUSCH demodulation requirements for FR1 256QAM in Rel-16 NR performance requirement enhancement WI.
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