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1
Introduction
It’s approved to define the frequency range of n259 from 39.5 GHz to 43.5 GHz [1].

2
Discussion
After considering UE implementation components performance difference between n260 and n259 as Table 1. n259 PC3 requirements are calculated and proposed.

	Band
	n260
	n259

	Frequency Range (GHz)
	37 ~ 40
	39.5 ~ 43.5

	mmWave Chip Tx/Rx Performance (dB) [A]
	As Reference Line
	-0.0

	Routing Performance (dB) [B]
	As Reference Line
	-0.2

	Antenna Performance @Peak (dB) [C]
	As Reference Line
	-0.2

	Antenna Performance @50%-tile (dB) [D]
	As Reference Line
	-0.3


Table 1. UE implementation component performance difference

# Peak Tx/Rx performance calculation: [A] + [B] + [C]
# 50%-tile Tx/Rx performance calculation: [A] + [B] + [D]
3
Conclusion
n259 PC3 single-band requirements proposals:
Proposal1: n259 PC3 UE minimum peak EIRP requirement is 0.4 dB loose than n260.

Proposal2: n259 PC3 UE reference sensitivity requirement is 0.4 dB loose than n260.
Proposal3: n259 PC3 UE minimum EIRP at 50%-tile CDF requirement is 0.5 dB loose than n260.

Proposal4: n259 PC3 UE EIS at 50%-tile CCDF requirement is 0.5 dB loose than n260.
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