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	Reason for change:
	Equation for relation of NTA_new and NTA_old in the comment column of Table A.4.4.3.1.2-2 is valid for SCS15kHz, but not for SCS30kHz.
According to 4.2 of TS 38.213, 
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. Hence, NTA_new = NTA_old  + 4096*Tc for=1(SCS30kHz).
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	Table A.4.4.3.1.2-2 : Added equation for relation of NTA_new and NTA_old for SCS30KHz.
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<< Unchaged sections skipped >>
A.4.4.3.1
EN-DC FR1 timing advance adjustment accuracy

A.4.4.3.1.1
Test Purpose and Environment

The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.

A.4.4.3.1.2
Test Parameters

Supported test configurations are shown in table A.4.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.4.4.3.1.2-2, A.4.4.3.1.2-3 and A.4.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in section A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.4.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.

During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to clause 4.2 in TS 38.213 [3] results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.

During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.4.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.

As specified in clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.

The UE Time Alignment Timer, described in clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.

Table A.4.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:
The UE is only required to be tested in one of the supported test configurations


Table A.4.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1

Cell 2: 2
	1 for E-UTRAN PCell

2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA_new = NTA_old  + 8192*Tc for 15kHz SCS;

NTA_new = NTA_old  + 4096*Tc for 30 kHz SCS (based on equation in clause 4.2 of TS 38.213 [3])

	T1
	s
	5
	

	T2
	s
	5
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