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>>>>>Start of Change 1<<<<<
[bookmark: _Toc535476145]A.4.3	RRC_CONNECTED state mobility
[bookmark: _Toc535476146]A.4.3.1	Void
[bookmark: _Toc535476147]A.4.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476148]A.4.3.2.1	Void
[bookmark: _Toc535476149][bookmark: _Toc535476152]A.4.3.2.2	Random Access
[bookmark: _Toc535476150]A.4.3.2.2.1	Contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
Table A.4.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is setto be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4, the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission..
A.4.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.4.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.4.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476151]A.4.3.2.2.2	Non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.4.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.1.1 FDD
	As defined in  A.3.1.4

	
	Config 3,4
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	FDD
	

	
	Config 3,4
	
	TDD
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.1.2
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	-98
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2.. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.

A.4.3.2.3	Void
>>>>>End of Change 1<<<<<
>>>>>Start of Change 2<<<<<
[bookmark: _Toc535476321]A.5.3	RRC_CONNECTED state mobility
[bookmark: _Toc535476322]A.5.3.1	Void
[bookmark: _Toc535476323]A.5.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476324]A.5.3.2.1	Void
[bookmark: _Toc535476325][bookmark: _Toc535476328]A.5.3.2.2	Random Access
[bookmark: _Toc535476326][bookmark: _Toc535476327]A.5.3.2.2.1	Contention based random access test in FR2 for PSCell/SCell in EN-DC
A.5.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.1.1-1. UE capble of EN-DC with PSCell or SCell in FR2 needs to be tested by using the parameters in Table A.5.3.2.2.1.1-2 and Table A.5.3.2.2.1.1-3.
Table A.5.3.2.2.1.1-1: Supported test configurations for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.5.3.2.2.1.1-2: General test parameters for contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.5.3.2.2.1.1-3: OTA-related test parameters for contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	AoA setup
	
	Setup 2b
	As defined in A.3.15.2.2.

	
SSB with index 0
	

	dB
	4
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	[10] dB larger than SSB_RP for SSB index 1
	

	
SSB with index 1
	

	dB
	-6
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	
	FR2 PRACH configuration 1
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	void.
Note 2:	void.


A.5.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.5.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2.. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
[bookmark: _GoBack]The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.4	Receiving a  an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4 the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission.
A.5.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.5.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.5.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
A.5.3.2.2.2	Non-contention based random access test in FR2 for PSCell/SCell in EN-DC
A.5.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.2.1-1. UE capble of EN-DC withPSCell or SCell in FR2 needs to be tested by using the parameters in Table A.5.3.2.2.2.1-2 and Table A.5.3.2.2.2.1-3 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.5.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.5.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	SSB pattern 1 in FR2
	As defined in A.3.10, except of Number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.3.1 TDD
	As defined in A.3.1.4

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.5.3.2.2.2.1-3: OTA-related test parameters for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1

	Test-2
	Comments

	AoA setup
	
	Setup 2b
	Setup 2b
	As defined in A.3.15.2.2.

	
SSB with index 0
	

	dB
	4
	4
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	[10] dB larger than SSB_RP for SSB index 1
	[10] dB larger than SSB_RP for SSB index 1
	

	
SSB with index 1
	

	dB
	-6
	-6
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	-
	FR2 PRACH configuration 2
	FR2 PRACH configuration 3
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	void.
Note 2:	void.



A.5.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.5.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.3	Void
>>>>>End of Change 2<<<<<
>>>>>Start of Change 3<<<<<
[bookmark: _Toc535476478]A.6.1	SA: RRC_IDLE state mobility
[bookmark: _Toc535476469]A.6.1.1	Cell re-selection to NR
[bookmark: _Toc535476470][bookmark: _Toc535476471]A.6.1.1.1	Cell reselection to FR1 intra-frequency NR case 
A.6.1.1.1.1	Test Purpose and Environment
This test is to verify the requirement for the intra frequency NR cell reselection requirements specified in clause 4.2.2.3.
[bookmark: _Toc535476472]A.6.1.1.1.2	Test Parameters
The test scenario comprises of 1 NR carrier and 2 cells as given in tables A.6.1.1.1.2-1, A.6.1.1.1.2-2 and A.6.1.1.1.2-3. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. Only cell 1 is already identified by the UE prior to the start of the test. Cell 1 and cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing cell 2.
Table A.6.1.1.1.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.1.1.2-2: General test parameters for intra frequency NR cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	T2 end condition
	Active cell
	
	1, 2, 3
	Cell2
	

	
	Neighbour cells
	
	1, 2, 3
	Cell1
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell1
	

	RF Channel Number
	
	1, 2, 3
	1
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	1.28
	The value shall be used for all cells in the test.

	PRACH configuration index
	
	1, 2, 3
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	rangeToBestCell
	
	1, 2, 3
	Not configured
	

	T1
	s
	1, 2, 3
	>7
	During T1, Cell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that Cell 2 has not been detected by the UE prior to the start of period T2

	T2
	s
	1, 2, 3
	40
	T2 needs to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	1, 2, 3
	15
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.6.1.1.1.2-3: Cell specific test parameters for intra frequency NR cell re-selection test case in AWGN
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2
	-140
	-140

	
	
	3
	-137
	-137

	Pcompensation
	dB
	1, 2, 3
	0
	0

	Qhysts
	dB
	1, 2, 3
	0
	0

	Qoffsets, n
	dB
	1, 2, 3
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2, 3
	SS-RSRP
	SS-RSRP

	

	dB
	1
	16
	-3.11
	2.79
	-infinity
	2.79
	-3.11

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	16
	13
	16
	-infinity
	16
	13

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-82
	-85
	-82
	-infinity 
	-82
	-85

	
	
	2
	-82
	-85
	-82
	-infinity 
	-82
	-85

	
	
	3
	-79
	-82
	-79
	-infinity 
	-79
	-82

	Io
	dBm/9.36 MHz
	1
	-53.94
	-52.21
	-52.21
	pecified in Cell 1 columns-

	
	dBm/9.36 MHz
	2
	-53.94
	-52.21
	-52.21
	

	
	dBm/38.16 MHz
	3
	-47.85
	-46.12
	-46.12
	

	Treselection
	s
	1, 2, 3
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	1, 2, 3
	N50
	N50

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476473]A.6.1.1.1.3	Test Requirements
The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.
The cell re-selection delay to a newly detectable cell shall be less than 34 s.
The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on cell 1, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 1.
The cell re-selection delay to an already detected cell shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a newly detectable cell can be expressed as: Tdetect, NR_Intra + TSI-NR, and to an already detected cell can be expressed as: Tevaluate, NR_ intra + TSI-NR,
Where:
Tdetect, NR_Intra	See Table 4.2.2.3-1 in clause 4.2.2.3
Tevaluate, NR_ intra	See Table 4.2.2.3-1 in clause 4.2.2.3
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280ms is assumed in this test case.
This gives a total of 33.28 s, allow 34 s for the cell re-selection delay to a newly detectable cell and 7.68 s for the cell re-selection delay to an already detected cell in the test case, which we allow 8 s.
[bookmark: _Toc535476474]A.6.1.1.2	Cell reselection to FR1 inter-frequency NR case
[bookmark: _Toc535476475]A.6.1.1.2.1	Test Purpose and Environment
This test is to verify the requirement for the inter frequency NR cell reselection requirements specified in clause 4.2.2.4.
[bookmark: _Toc535476476]A.6.1.1.2.2	Test Parameters
The test scenario comprises of 2 cells on 2 different NR carriers respectively as given in tables A.6.1.1.2.2-1, A.6.1.1.2.2-2 and A.6.1.1.2.2-3. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. Both cell 1 and cell 2 are already identified by the UE prior to the start of the test. Cell 1 and cell 2 belong to different tracking areas and cell 2 is of higher priority than cell 1. 
Table A.6.1.1.2.2-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.1.2.2-2: General test parameters for FR1 inter frequency NR cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell2
	The UE camps on cell 2 in the initial phase and during T1 period the UE reselects to cell 1

	T1 end condition
	Active cell
	
	1, 2, 3
	Cell1
	The UE shall perform reselection to cell 1 during T1

	
	Neighbour cells
	
	1, 2, 3
	Cell2
	

	T3 end condition
	Active cell
	
	1, 2, 3
	Cell2
	The UE shall perform reselection to cell 2 with higher priority during T3

	RF Channel Number
	
	1, 2, 3
	1, 2
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	1.28
	The value shall be used for all cells in the test.

	PRACH configuration index
	
	1, 2, 3
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	rangeToBestCell
	
	1, 2, 3
	Not configured
	

	T1
	s
	1, 2, 3
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3
	>7
	During T2, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3.

	T3
	s
	1, 2, 3
	75
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.6.1.1.2.2-3: Cell specific test parameters for FR1 inter frequency NR cell re-selection test case in AWGN
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2
	-140
	-140

	
	
	3
	-137
	-137

	Pcompensation
	dB
	1, 2, 3
	0
	0

	Qhysts
	dB
	1, 2, 3
	0
	0

	Qoffsets, n
	dB
	1, 2, 3
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2, 3
	SS-RSRP
	SS-RSRP

	

	dB
	1
	14
	14
	14
	-4
	-infinity
	12

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	14
	14
	14
	-4
	-infinity
	12

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-84
	-84
	-84
	-102
	-infinity
	-86

	
	
	2
	-84
	-84
	-84
	-102
	-infinity
	-86

	
	
	3
	-81
	-81
	-81
	-99
	-infinity
	-83

	Io
	dBm/9.36 MHz
	1
	-55.88
	-55.88
	-55.88
	-68.60
	-infinity
	-57.78

	
	dBm/9.36 MHz
	2
	-55.88
	-55.88
	-55.88
	-68.60
	-infinity
	-57.78

	
	dBm/38.16 MHz
	3
	-49.79
	-49.79
	-49.79
	-62.50
	-infinity
	-51.69

	Treselection
	s
	1, 2, 3
	0
	0
	0
	0
	0
	0

	Snonintrasearch
	dB
	1, 2, 3
	50
	Not sent

	Threshx, high
	dB
	1, 2, 3
	48
	48

	Threshserving, low
	dB
	1, 2, 3
	44
	44

	Threshx, low  
	dB
	1, 2, 3
	50
	50

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476477]A.6.1.1.2.3	Test Requirements
The cell reselection delay to a higher priority cell is defined as the time from the beginning of time period T3, to the moment when the UE camps again on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a higher priority cell shall be less than 68 s.
The cell reselection delay to a lower priority cell is defined as the time from the beginning of time period T1, to the moment when the UE camps on cell 1, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 1.
The cell re-selection delay to a lower priority cell shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a higher priority cell can be expressed as: Thigher_priority_search + Tevaluate, NR_ inter + TSI-NR, and to a lower priority cell can be expressed as: Tevaluate, NR_ inter + TSI-NR,
Where:
Thigher_priority_search	See clause 4.2.2.7
Tevaluate, NR_ inter	See Table 4.2.2.4-1 in clause 4.2.2.4
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 67.68 s, allow 68 s for the cell re-selection delay to a higher priority cell and 7.68 s for the cell re-selection delay to a lower priority cell in the test case, which we allow 8 s.
A.6.1.2	Inter-RAT E-UTRAN cell re-selection
[bookmark: _Toc535476479]A.6.1.2.1	Cell reselection to higher priority E-UTRAN
[bookmark: _Toc535476480]A.6.1.2.1.1	Test Purpose and Environment
This test is to verify the requirement for the NR to E-UTRAN inter-RAT cell reselection requirements specified in clause 4.2.2.5 when the E-UTRAN cell is of higher priority.
[bookmark: _Toc535476481]A.6.1.2.1.2	Test Parameters
The test scenario comprises of one NR cell and one E-UTRAN cell as given in tables A.6.1.2.1.2-1, A.6.1.2.1.2-2, A.6.1.2.1.2-3 and A.6.1.2.1.2-4. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. NR cell 1 is already identified by the UE prior to the start of the test. E-UTRAN cell 2 is of higher priority than cell 1.
Table A.6.1.2.1.2-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.2.1.2-2: General test parameters for NR to E-UTRAN cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase and during T2 period the UE reselects to cell 2.

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T2.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T3 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T3 for iteration of the tests.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	1.28
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	E-UTRAN PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	4
	As specified in table 5.7.1-2 in TS 36.211 [23]

	T1
	s
	1, 2, 3, 4, 5, 6
	>7
	During T1, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	1, 2, 3, 4, 5, 6
	15
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.6.1.2.1.2-3: Cell specific test parameters for NR cell 1
	Parameter
	Unit
	Test configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH parameters
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET parameters
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	Dedicated CORESET parameters
	
	1, 4
	CCR.1.1 FDD

	
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	SSB parameters
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	NR SMTC parameters
	
	1, 4
	SMTC pattern 2

	
	
	2, 5
	SMTC pattern 1

	
	
	3, 6
	SMTC pattern 1

	OCNG Pattern
	
	1, 2, 3, 4, 5, 6
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	

	dBm/SCS
	1, 4
	-98

	
	
	2, 5
	-98

	
	
	3, 6
	-95

	

	dBm/15 kHz
	1, 2, 3, 4, 5, 6
	-98

	SS-RSRP
	dBm/SCS
	1, 4
	-84
	-84
	-84

	
	
	2, 5
	-84
	-84
	-84

	
	
	3, 6
	-81
	-81
	-81

	

	dB
	1, 4
	14
	14
	14

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	

	dB
	1, 4
	14
	14
	14

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	Io
	dBm/9.36 MHz
	1, 4
	-55.88
	-55.88
	-55.88

	
	dBm/9.36 MHz
	2, 5
	-55.88
	-55.88
	-55.88

	
	dBm/38.16 MHz
	3, 6
	-49.79
	-49.79
	-49.79

	Treselection
	S
	1, 2, 3, 4, 5, 6
	0

	Snonintrasearch
	dB
	1, 2, 3, 4, 5, 6
	50

	Threshx, high (Note 2)
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, low
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, low
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in NR system information, and is a threshold for the E-UTRA target cell



Table A.6.1.2.1.2-4: Cell specific test parameters for E-UTRA cell 2
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 [15] clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	





0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	

	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-infinity
	-86
	-102 

	

	dB
	-infinity 
	12
	-4

	

	dB
	-infinity 
	12
	-4

	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	Not sent

	Threshx, high (Note 2)
	dB
	48

	Threshserving, low
	dB
	44

	Threshx, low  
	dB
	50

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the NR target cell



[bookmark: _Toc535476482]A.6.1.2.1.3	Test Requirements
The cell reselection delay to a higher priority E-UTRAN cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a higher priority cell shall be less than 68 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a higher priority cell can be expressed as: Thigher_priority_search + Tevaluate, E-UTRAN + TSI-E-UTRA,
Where:
Thigher_priority_search	See clause 4.2.2.7
Tevaluate, E-UTRAN	See Table 4.2.2.5-1 in clause 4.2.2.5
TSI-E-UTRA	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 67.68 s, allow 68 s for the cell re-selection delay to a higher priority E-UTRAN cell.
[bookmark: _Toc535476483]A.6.1.2.2	Cell reselection to lower priority E-UTRAN
[bookmark: _Toc535476484]A.6.1.2.2.1	Test Purpose and Environment
This test is to verify the requirement for the NR to E-UTRAN inter-RAT cell reselection requirements specified in clause 4.2.2.5 when the E-UTRAN cell is of lower priority.
[bookmark: _Toc535476485]A.6.1.2.2.2	Test Parameters
The test scenario comprises of one NR cell and one E-UTRAN cell as given in tables A.6.1.2.2.2-1, A.6.1.2.2.2-2, A.6.1.2.2.2-3 and A.6.1.2.2.2-4. The test consists of three successive time periods, with time duration of T1 and T2 respectively. Both NR cell 1 and E-UTRAN cell 2 are already identified by the UE prior to the start of the test. E-UTRAN cell 2 is of lower priority than cell 1.
Table A.6.1.2.2.2-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.2.2.2-2: General test parameters for NR to E-UTRAN cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE camps on cell 1 in the initial phase.

	T1 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T1.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T2 for iteration of the tests.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	1.28
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	E-UTRAN PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	4
	As specified in table 5.7.1-2 in TS 36.211 [23]

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.6.1.2.2.2-3: Cell specific test parameters for NR cell 1
	Parameter
	Unit
	Test configuration
	Cell 1

	
	
	
	T1
	T2

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH RMC configuration
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET RMC configuration
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1, 4
	CCR.1.1 FDD

	
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	SSB configuration
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	SMTC configuration
	
	1, 4
	SMTC pattern 2

	
	
	2, 5
	SMTC pattern 1

	
	
	3, 6
	SMTC pattern 1

	OCNG Pattern
	
	1, 2, 3, 4, 5, 6
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	

	dBm/SCS
	1, 4
	-98

	
	
	2, 5
	-98

	
	
	3, 6
	-95

	

	dBm/15 kHz
	1, 2, 3, 4, 5, 6
	-98

	SS-RSRP
	dBm/SCS
	1, 4
	-102
	-86

	
	
	2, 5
	-102
	-86

	
	
	3, 6
	-99
	-83

	

	dB
	1, 4
	-4
	12

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	

	dB
	1, 4
	-4
	12

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	Io
	dBm/9.36 MHz
	1, 4
	-68.60
	-57.78

	
	dBm/9.36 MHz
	2, 5
	-68.60
	-57.78

	
	dBm/38.16 MHz
	3, 6
	-62.50
	-51.69

	Treselection
	S
	1, 2, 3, 4, 5, 6
	0

	Snonintrasearch
	dB
	1, 2, 3, 4, 5, 6
	50

	Threshx, high (Note 2)
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, low
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, low
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in NR system information, and is a threshold for the E-UTRA target cell



Table A.6.1.2.2.2-4: Cell specific test parameters for E-UTRA cell 2
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 [15] clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	





0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	

	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-84
	-84

	

	dB
	14
	14

	

	dB
	14
	14

	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	Not sent

	Threshx, high (Note 2)
	dB
	48

	Threshserving, low
	dB
	44

	Threshx, low  
	dB
	50

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the NR target cell



[bookmark: _Toc535476486]A.6.1.2.2.3	Test Requirements
The cell reselection delay to a lower priority E-UTRAN cell is defined as the time from the beginning of time period T1, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a lower priority cell shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a lower priority cell can be expressed as: Tevaluate, E-UTRAN + TSI-E-UTRA,
Where:
Tevaluate, E-UTRAN	See Table 4.2.2.5-1 in clause 4.2.2.5
TSI-E-UTRA	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 7.68 s, allow 8 s for the cell re-selection delay to a lower priority E-UTRAN cell.
[bookmark: _Toc535476487]A.6.2	SA: RRC_INACTIVE state mobility
[bookmark: _Toc535476488]A.6.3	RRC_CONNECTED state mobility
[bookmark: _Toc526331883][bookmark: _Toc535476508]A.6.3.1	Handover
[bookmark: _Toc383691087]A.6.3.1.1	Intra-frequency handover from FR1 to FR1; known target cell
A.6.3.1.1.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR1-NR FR1 intra frequency handover requirements specified in clause 6.1.1.2.
A.6.3.1.1.2	Test Parameters
Supported test configurations are shown in table A.6.3.1.1.2-1. Both handover delay and interruption length are tested by using the parameters in table A.6.3.1.1.2-2, and A.6.3.1.1.2-3.
The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.
NR shall send a RRC message implying handover to cell 2. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. T3 is defined as the end of the last TTI containing the RRC message implying handover.
Table A.6.3.1.1.2-1: Intra-frequency handover from FR1 to FR1 test configurations
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.1.1.2-2: General test parameters Intra-frequency handover from FR1 to FR1
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	FR1 PRACH configuration 1
	As specified in table Table 6.3.3.2-3 in TS 38.211 [6]

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	s
	1
	



Table A.6.3.1.1.2-3: Cell specific test parameters for NR FR1-FR1 Intra frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	NR RF Channel Number
	
	1
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1

	SMTC SSB configurationConfiguration
	Config 1,2
	
	SSBSMTC.1 FR1

	
	Config 3
	
	SSBSMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	8
	-3.3
	-3.3
	-Infinity
	2.36
	2.36

	

	dB
	8
	8
	8
	-Infinity
	11
	11

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-64.7
	-60.87
	-60.87
	-64.7
	-60.87
	-60.87

	
	Config 3
	dBm/
38.16MHz
	-60.55
	-57.36
	-57.36
	-60.55
	-57.36
	-57.36

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc383691088]A.6.3.1.1.3 Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [220] ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [10] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [210] ms in the test. Tinterrupt is defined in clause 6.1.1.2.2.
This gives a total of [220] ms.
A.6.3.1.2	Intra-frequency handover from FR1 to FR1; unknown target cell
A.6.3.1.2.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR1-NR FR1 intra frequency handover requirements specified in clause 6.1.1.2.
A.6.3.1.2.2	Test Parameters
Supported test configurations are shown in table A.6.3.1.2.2-1. Both handover delay and interruption length are tested by using the parameters in table A.6.3.1.2.2-2, and A.6.3.1.2.2-3.
The test scenario comprises of two carriers and one cell on each carrier. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.6.3.1.2.2-1: Intra-frequency handover from FR1 to FR1 test configurations
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.1.2.2-2: General test parameters Intra-frequency handover from FR1 to FR1
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	FR1 PRACH configuration 1
	As specified in table Table 6.3.3.2-3 in TS 38.211 [6]

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	



Table A.6.3.1.2.2-3: Cell specific test parameters for NR FR1-FR1 Intra frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf. 2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1

	SMTC SSB configurationConfiguration
	Config 1,2
	
	SSBSMTC.1 FR1

	
	Config 3
	
	SSBSMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	8
	-0.64
	-Infinity
	-0.64

	

	dB
	8
	8
	-Infinity
	8

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-64.7
	-62.37
	-64.7
	-62.37

	
	Config 3
	dBm/
38.16MHz
	-60.55
	-58.66
	-60.55
	-58.66

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.1.2.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [282] ms from the beginning of time period T2.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [50] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [232] ms in the test. Tinterrupt is defined in clause 6.1.1.2.2.
This gives a total of [282] ms.
A.6.3.1.3	Inter-frequency handover from FR1 to FR1; unknown target cell
A.6.3.1.3.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR1-NR FR1 inter frequency handover requirements specified in clause 6.1.1.2.
A.6.3.1.3.2	Test Parameters
Supported test configurations are shown in table A.6.3.1.3.2-1. Both handover delay and interruption length are tested by using the parameters in table A.6.3.1.3.2-2, and A.6.3.1.3.2-3.
The test scenario comprises of two carriers and one cell on each carrier. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.6.3.1.3.2-1: Inter-frequency handover from FR1 to FR1 test configurations
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.1.3.2-2: General test parameters Inter-frequency handover from FR1 to FR1
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	T1
	s
	5
	

	T2
	s
	5
	



Table A.6.3.1.3.2-3: Cell specific test parameters for NR FR1-FR1 Inter frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1

	SMTC SSB configurationConfiguration
	Config 1,2
	
	SSBSMTC.1 FR1

	
	Config 3
	
	SSBSMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	4
	4
	-Infinity
	5

	

	dB
	4
	4
	-Infinity
	5

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-67.11
	-67.11
	-70.05
	-66.59

	
	Config 3
	dBm/
38.16MHz
	-62.27
	-62.27
	-63.96
	-61.92

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.1.3.3 Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [282] ms from the beginning of time period T2.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [10] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [272] ms in the test. Tinterrupt is defined in clause 6.1.1.2.2.
This gives a total of [282] ms.
A.6.3.1.4	 SA NR - E-UTRAN handover
A.6.3.1.4.1	Test Purpose and Environment
The purpose of this set of tests is to verify that the UE can make correct inter-RAT E-UTRAN handover when operating in standalone (SA) operation with PCell in FR1. This test shall verify the NR to E-UTRAN handover requirements as specified in clause 6.1.2.1.
The test comprises of one NR carrier and one E-UTRA carrier. There are two cells and one cell on each carrier. Cell 1 is the NR PCell and Cell 2 is an inter-RAT E-UTRAN neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #0 as specified in Table 9.1.2-1 is configured before T2 begins to enable inter-RAT frequency monitoring.
A RRC message implying handover shall be sent to the UE during period T2 after the UE has reported Event B2. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. The handover message shall contain Cell 2 as the target cell.
Supported test configurations are shown in table A.6.3.1.4-1. General test parameters are provided in Table A.6.3.1.4-2. Cell specific test parameters for Cell 1 and Cell 2 are provided in Tables A.6.3.1.4-3 and A.6.3.1.4-4 respectively.
Table A.6.3.1.4-1: Supported test configurations for SA inter-RAT E-UTRAN handover tests
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.1.4-2: General test parameters for SA inter-RAT E-UTRAN handover
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	1 NR carrier frequency is used in the test

	LTE RF Channel Number
	
	2
	1 E-UTRAN carrier frequency is used in the test

	Initial conditions
	Active cell
	
	Cell 1
	NR cell

	
	Neighbouring cell
	
	Cell 2
	E-UTRAN cell

	Final condition
	Active cell
	
	Cell 2
	

	NR measurement quantity	
	
	SS-RSRP
	

	E-UTRAN measurement quantity
	
	RSRP
	

	b2-Threshold1
	dBm
	As specified in Table A.6.3.1.4-3
	Absolute NR SS-RSRP threshold for event B2

	b2-Threshold2EUTRAN
	dBm
	-98
	Absolute E-UTRAN RSRP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Gap pattern configuration Id
	
	0
	As specified in Table 9.1.2-1 started before T2 starts

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	s
	1
	



Table A.6.3.1.4-3: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2, 4, 5
	-96

	
	
	3, 6
	-93

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-100

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-100

	
	
	3, 6
	-97

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	012
	0-4
	0-4

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	012
	0-4
	0-4

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-88
	-104
	-104

	
	
	3, 6
	-85
	-101
	-101

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-59.78
	-70.59
	-70.59

	
	dBm/38.16 MHz
	3, 6
	-53.68
	-64.49
	-64.49

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.3.1.4-4: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PRACH ConfigurationNote2
	
	1, 2, 3
	4

	
	
	4, 5, 6
	53

	PDSCH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote3
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote4
	
	
	

	OCNG_RBNote4
	
	
	

	NocNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	8
	78

	Ês/IotNote6
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	78
	78

	RSRPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-90
	-90

	SCH_RPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-90
	-90

	IoNote6
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-67.21
+10log(NRB,c/100)
	-58.57
+10log(NRB,c/100) 
	-58.57
+10log(NRB,c/100) 

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix Note7
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	PRACH configurations are specified in table 5.7.1-2 and table 5.7.1-3 in TS 36.211 [23].
Note 3:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 4:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 5:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 6:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 7:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



A.6.3.1.4.2	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than 85 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
	RRC procedure delay = 50 ms and is specified in clause 6.1.2.1.
	Tinterrupt = 35 ms in the test; Tinterrupt is defined in clause 6.1.2.1.
This gives a total of 85 ms.
A.6.3.1.5	SA NR - E-UTRAN handover with unknown target cell
A.6.3.1.5.1	Test Purpose and Environment
The purpose of this set of tests is to verify that the UE can make correct inter-RAT E-UTRAN handover when operating in standalone (SA) operation with PCell in FR1. This test shall verify the NR to E-UTRAN handover requirements for the case when the target E-UTRAN cell is unknown as specified in clause 6.1.2.1.
The test comprises of one NR carrier and one E-UTRA carrier. There are two cells and one cell on each carrier. Cell 1 is the NR PCell and Cell 2 is an inter-RAT E-UTRAN neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable. No Gap pattern shall be configured.
A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. The handover message shall contain Cell 2 as the target cell.
Supported test configurations are shown in table A.6.3.1.5-1. General test parameters are provided in Table A.6.3.1.5-2. Cell specific test parameters for Cell 1 and Cell 2 are provided in Tables A.6.3.1.5-3 and A.6.3.1.5-4 respectively.
Table A.6.3.1.5-1: Supported test configurations for SA inter-RAT E-UTRAN handover tests
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.1.5-2: General test parameters for SA inter-RAT E-UTRAN handover
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	1 NR carrier frequency is used in the test

	LTE RF Channel Number
	
	2
	1 E-UTRAN carrier frequency is used in the test

	Initial conditions
	Active cell
	
	Cell 1
	NR cell

	
	Neighbouring cell
	
	Cell 2
	E-UTRAN cell

	Final condition
	Active cell
	
	Cell 2
	

	NR measurement quantity	
	
	SS-RSRP
	

	E-UTRAN measurement quantity
	
	RSRP
	

	b2-Threshold1
	dBm
	As specified in Table A.6.3.1.5-3
	Absolute NR SS-RSRP threshold for event B2

	b2-Threshold2EUTRAN
	dBm
	-98
	Absolute E-UTRAN RSRP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	1
	



Table A.6.3.1.5-3: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2, 4, 5
	-90

	
	
	3, 6
	-87

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-98

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	0
	0

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	0
	0

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-98
	-98

	
	
	3, 6
	-95
	-95

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-67.04
	-67.04

	
	dBm/38.16 MHz
	3, 6
	-60.94
	-60.94

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.3.1.5-4: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PRACH ConfigurationNote2
	
	1, 2, 3
	4

	
	
	4, 5, 6
	53

	PDSCH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote3
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote4
	
	
	

	OCNG_RBNote4
	
	
	

	NocNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	Ês/IotNote6
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	RSRPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-91

	SCH_RPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-91

	IoNote6
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-70.22
	-62.43

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix Note7
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	PRACH configurations are specified in table 5.7.1-2 and table 5.7.1-3 in TS 36.211 [23].
Note 3:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 4:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 5:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 6:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 7:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



A.6.3.1.5.2	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than 165 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
	RRC procedure delay = 50 ms and is specified in clause 6.1.2.1.
	Tinterrupt = 115 ms in the test; Tinterrupt is defined in clause 6.1.2.1.
This gives a total of 165 ms.
A.6.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476509][bookmark: _Toc535476510][bookmark: _Toc535476513]A.6.3.2.1	SA: RRC Re-establishment
A.6.3.2.1.1	Intra-frequency RRC Re-establishment in FR1
A.6.3.2.1.1.1	Test Purpose and Environment
The purpose is to verify that the NR intra-frequency RRC re-establishment delay in FR1 with known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.6.3.2.1.1.1-1, table A.6.3.2.1.1.1-2 and table A.6.3.2.1.1.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.6.3.2.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.3.2.1.1.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	N310
	-
	1, 2, 3
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1, 2, 3
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1, 2, 3
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	1, 2, 3
	3000
	RRC re-establishment timer

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	OFF
	

	PRACH configuration index
	
	1, 2, 3
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3
	5
	

	T2
	ms
	1, 2, 3
	200
	Time for the UE to detect RLF

	T3
	s
	1, 2, 3
	2
	



Table A.6.3.2.1.1.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	TRS configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	Active DL BWP confgiuration
	
	1, 2, 3
	DLBWP.1.1
	N/A
	N/A
	N/A
	N/A
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A
	N/A
	N/A
	N/A
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	

	dB
	1
	1.54
	-infinity
	-infinity
	-3.79
	4
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	7
	-infinity
	-infinity
	4
	4
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-91
	-infinity
	-infinity
	-94
	-94
	-94

	
	
	2
	-91
	-infinity
	-infinity
	-94
	-94
	-94

	
	
	3
	-88
	-infinity
	-infinity
	-91
	-91
	-91

	Io
	dBm/9.36 MHz
	1
	-60.74
	-64.59
	-64.59
	-60.74
	-64.59
	-64.59

	
	dBm/9.36 MHz
	2
	-60.74
	-64.59
	-64.59
	-60.74
	-64.59
	-64.59

	
	dBm/38.16 MHz
	3
	-54.65
	-58.50
	-58.50
	-54.65
	-58.50
	-58.50

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.2.1.1.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to a known NR intra frequency cell shall be less than [1.6] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.
	
Nfreq = 1
Tidentify_intra_NR = 200 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target intra-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [1545] ms, allow [1.6] s in the test case.
A.6.3.2.1.2	Inter-frequency RRC Re-establishment in FR1
A.6.3.2.1.2.1	Test Purpose and Environment
The purpose is to verify that the NR inter-frequency RRC re-establishment delay in FR1 without known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.6.3.2.1.2.1-1, table A.6.3.2.1.2.1-2 and table A.6.3.2.1.2.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, becomes inactive. The time period T3 starts after the occurrence of the radio link failure. During T1, the UE shall be configured with the carrier frequency of cell 2 (with RF Channel Number #2) to ensure that the UE has the context of the carrier frequency of cell 2 by the end of T1.
Table A.6.3.2.1.2.1-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.3.2.1.2.1-2: General test parameters for NR inter-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1, 2
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	N310
	-
	1, 2, 3
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1, 2, 3
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1, 2, 3
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	1, 2, 3
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	OFF
	

	PRACH configuration index
	
	1, 2, 3
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3
	5
	

	T2
	ms
	1, 2, 3
	200
	Time for the UE to detect RLF

	T3
	s
	1, 2, 3
	5
	



Table A.6.3.2.1.2.1-3: Cell specific test parameters for NR inter-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	RF Channel Number
	
	1, 2, 3
	1
	2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	TRS configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0
	DLBWP.0

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0
	ULBWP.0

	Active DL BWP confgiuration
	
	1, 2, 3
	DLBWP.1.1
	N/A
	N/A
	N/A
	N/A
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A
	N/A
	N/A
	N/A
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	7

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	7

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	
	
	2
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	
	
	3
	-91
	-infinity
	-infinity
	-infinity
	-infinity
	-88

	Io
	dBm/9.36 MHz
	1
	-64.59
	-70.048
	-70.048
	-70.048
	-70.048
	-62.26

	
	dBm/9.36 MHz
	2
	-64.59
	-70.048
	-70.048
	-70.048
	-infinity
	-62.26

	
	dBm/38.16 MHz
	3
	-58.50
	-66.955
	-66.955
	-66.955
	-infinity
	-57.17

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.2.1.2.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR inter frequency cell shall be less than [3] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

Nfreq = 2
Tidentify_intra_NR = 800 ms
Tidentify_inter_NR = 800 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target inter-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [2945] ms, allow [3] s in the test case.
A.6.3.2.1.3	Intra-frequency RRC Re-establishment in FR1 without serving cell timing
A.6.3.2.1.3.1	Test Purpose and Environment
The purpose is to verify that the NR intra-frequency RRC re-establishment delay in FR1 without serving cell timing is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.6.3.2.1.3.1-1, table A.6.3.2.1.3.1-2 and table A.6.3.2.1.3.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.6.3.2.1.3.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.3.2.1.3.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	N310
	-
	1, 2, 3
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1, 2, 3
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1, 2, 3
	6000
	Radio link failure timer configured by RLF-TimersAndConstants

	T311
	ms
	1, 2, 3
	3000
	RRC re-establishment timer

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	OFF
	

	PRACH configuration index
	
	1, 2, 3
	87
	The detailed configuration is specified in clause 6.3.3.2 of TS 38.211 [6]

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	6
	Time for the UE to detect RLF

	T3
	s
	1, 2, 3
	3
	



Table A.6.3.2.1.3.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-94

	
	
	2
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-94

	
	
	3
	-91
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.59
	-infinity
	-infinity
	-infinity
	-infinity
	-64.59

	
	dBm/9.36 MHz
	2
	-64.59
	-infinity
	-infinity
	-infinity
	-infinity
	-64.59

	
	dBm/38.16 MHz
	3
	-58.50
	-infinity
	-infinity
	-infinity
	-infinity
	-58.50

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.2.1.3.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR intra frequency cell without serving cell timing shall be less than [2.2] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

Nfreq = 1
Tidentify_intra_NR = 800 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 [2] for the target intra-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [2145] ms, allow [2.2] s in the test case.
A.6.3.2.2	Random Access
[bookmark: _Toc535476511]A.6.3.2.2.1	Contention based random access test in FR1 for NR standalone
A.6.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.1.1-1. UE capble of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.1.1-2.
Table A.6.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.6.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.x.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.6.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.6.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4 the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission.
A.6.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.4.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.6.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476512]A.6.3.2.2.2	Non-Contention based random access test in FR1 for NR standalone
A.6.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.2.1-1. UE capble of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.6.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.6.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1
	
	N/A
	CSI-RS.1.1 FDD
	As defined in A.3.1.4

	
	Config 2
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 2
	Config 1
	
	FDD
	FDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	
SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	-98
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	
SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.6.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.6.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.6.3.2.3	SA: RRC Connection Release with Redirection
A.6.3.2.3.1	Redirection from NR in FR1 to NR in FR1
A.6.3.2.3.1.1	Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to NR requirements specified in clause 6.2.3.2.1.
A.6.3.2.3.1.2	Test Parameters
Supported test configurations are shown in table A.6.3.2.3.1.2-1. The time delay is tested by using the parameters in table A.6.3.2.3.1.2-2, and A.6.3.2.3.1.2-3. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The RRCRelease“RRCConnectionRelease” message containing the relevant system information of Cell 2 shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2.
Table A.6.3.2.3.1.2-1: Redirection from NR to NR test configurations 
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: OLE_LINK2][bookmark: OLE_LINK3]Table A.6.3.2.3.1.2-2: General test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	1
	



Table A.6.3.2.3.1.2-3: Cell specific test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	4
	4
	-infinity
	4

	

	dB
	4
	4
	-infinity
	4

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-67.11
	-67.11
	-70.05
	-67.11

	
	Config 3
	dBm/
38.16MHz
	-62.27
	-62.27
	-63.96
	-62.27

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.2.3.1.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [960] ms from the beginning of time period T2.
The rate of correct RRC connection release redirection to NR observed during repeated tests shall be at least 90%.
NOTE:	The redirection delay can be expressed as:
	Tconnection_release_redirect_NR = TRRC_procedure_delay + Tidentify-NR + TSI-NR + TRACH,
where:
TRRC_procedure_delay = [110] ms and is specified in clause 12 in TS 38.331 [2].
Tidentify-NR = [680] ms in the test.
TSI-NR = 0 ms is assumed, since the UE is provided with the SI (including MIB and all relevant SIBs) of the target NR cell before the RRC connection is released by the old NR cell.
TRACH = [170] ms in the test.
This gives a total of [960] ms. 
A.6.3.2.3.2	Redirection from NR in FR1 to E-UTRAN
A.6.3.2.3.2.1	Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to E-UTRAN requirements specified in clause 6.2.3.2.2.
A.6.3.2.3.2.2	Test Parameters
Supported test configurations are shown in table A.6.3.2.3.2.2-1. The time delay is tested by using the parameters in table A.6.3.2.3.2.2-2, A.6.3.2.3.2.2-3 and A.6.3.2.3.2.2-4. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The RRCRelease“RRCConnectionRelease” message containing the relevant system information of Cell 2 shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2.
Table A.6.3.2.3.2.2-1: Redirection from NR to E-UTRAN test configurations 
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.2.3.2.2-2: General test parameters for Redirection from NR to E-UTRAN test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	1
	



Table A.6.3.2.3.2.2-3: Cell specific test parameters for Redirection from NR to E-UTRAN (cell 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	4
	4

	

	dB
	4
	4

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-67.11
	-67.11

	
	Config 3
	dBm/
38.16MHz
	-62.27
	-62.27

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.3.2.3.2.2-4: Cell specific test parameters for Redirection from NR to E-UTRAN (cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PRACH ConfigurationNote2
	
	1, 2, 3
	4

	
	
	4, 5, 6
	53

	PDSCH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote3
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote4
	
	
	

	OCNG_RBNote4
	
	
	

	NocNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	4

	Ês/IotNote6
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	4

	RSRPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-94

	SCH_RPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-94

	IoNote6
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-70.22
	-64.76

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	PRACH configurations are specified in table 5.7.1-2 and table 5.7.1-3 in TS 36.211 [23].
Note 3:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 4:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 5:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 6:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 7:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



A.6.3.2.3.2.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [925] ms from the beginning of time period T2.
The rate of correct RRC connection release redirection to E-UTRAN observed during repeated tests shall be at least 90%.
NOTE:	The redirection delay can be expressed as:
Tconnection_release_redirect_E-UTRA = TRRC_procedure_delay + Tidentify-E-UTRA + TSI-E-UTRA + TRACH,
where:
TRRC_procedure_delay = [110] ms and is specified in clause 12 in TS 38.331 [2].
Tidentify-NR = [800] ms in the test.
TSI-NR = 0 ms is assumed, since the UE is provided with the SI (including MIB and all relevant SIBs) of the target E-UTRAN cell before the RRC connection is released by the old NR cell.
TRACH = [15] ms in the test.
This gives a total of [925] ms. 
>>>>>End of Change 3<<<<<
>>>>>Start of Change 4<<<<<
[bookmark: _Toc535476652][bookmark: _Toc535476662]A.7.1	SA: RRC_IDLE state mobility
[bookmark: _Toc535476653]A.7.1.1	Cell re-selection to NR
[bookmark: _Toc535476654]A.7.1.1.1	Cell reselection to FR2 intra-frequency NR case
[bookmark: _Toc535476655]A.7.1.1.1.1	Test Purpose and Environment
This test is to verify the requirement for the intra frequency NR cell reselection requirements specified in clause 4.2.2.3.
[bookmark: _Toc535476656]A.7.1.1.1.2	Test Parameters
The test scenario comprises of 1 NR carrier and 2 cells as given in tables A.7.1.1.1.2-1, A.7.1.1.1.2-2 and A.7.1.1.1.2-3. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. Only cell 1 is already identified by the UE prior to the start of the test. Cell 1 and cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing cell 2.
Table A.7.1.1.1.2-1: Supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.7.1.1.1.2-2: General test parameters for intra frequency NR cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2
	Cell1
	

	
	Neighbour cells
	
	1, 2
	Cell2 
	

	T2 end condition
	Active cell
	
	1, 2
	Cell2
	

	
	Neighbour cells
	
	1, 2
	Cell1
	

	Final condition
	Visited cell 
	
	1, 2
	Cell1
	

	RF Channel Number
	
	1, 2
	1
	

	Time offset between cells
	
	1, 2
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	
	
	2
	SSB.2 FR2
	

	SMTC configuration
	
	1, 2
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2
	1.28
	The value shall be used for all cells in the test.

	PRACH configuration index
	
	1, 2
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	rangeToBestCell
	
	1, 2
	Not configured
	

	T1
	s
	1, 2
	>7
	During T1, Cell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that Cell 2 has not been detected by the UE prior to the start of period T2

	T2
	s
	1, 2
	135
	T2 needs to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	1, 2
	35
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.7.1.1.1.2-3: Cell specific test parameters for intra frequency NR cell re-selection test case in AWGN
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1
	SR.3.1 TDD
	N/A

	
	
	2
	SR.3.1 TDD
	

	RMSI CORESET RMC configuration 
	
	1
	CR.3.1 TDD
	CR.3.1 TDD

	
	
	2
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET RMC configuration 
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	
	2
	CCR.3.1 TDD
	CCR.3.1 TDD

	OCNG Pattern
	
	1, 2
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1
	-140
	-140

	
	
	2
	-137
	-137

	Pcompensation
	dB
	1, 2
	0
	0

	Qhysts
	dB
	1, 2
	0
	0

	Qoffsets, n
	dB
	1, 2
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2
	SS-RSRP
	SS-RSRP

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.15.1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	17
	-3.09
	2.83
	-infinity
	2.83
	-3.09

	
	
	2
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-95

	
 Note2
	dBm/15 kHz
	1
	-107

	
	
	2
	

	

	dB
	1
	17
	14
	17
	-infinity
	17
	14

	
	
	2
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-81
	-84
	-81
	-infinity 
	-81
	-84

	
	
	2
	-78
	-81
	-78
	-infinity 
	-78
	-81

	Io
	dBm/95.04 MHz
	1
	-51.93
	-50.19
	-50.19
	-51.93
	-50.19
	-50.19

	
	
	2
	-51.93
	-50.19
	-50.19
	-51.93
	-50.19
	-50.19

	Treselection
	s
	1, 2
	0
	0
	0
	0
	0
	0

	SintrasearchP
	dB
	1, 2
	50
	50

	Propagation Condition 
	
	1, 2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476657]A.7.1.1.1.3	Test Requirements
The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.
The cell re-selection delay to a newly detectable cell shall be less than 130 s.
The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on cell 1, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 1.
The cell re-selection delay to an already detected cell shall be less than 27 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a newly detectable cell can be expressed as: Tdetect, NR_Intra + TSI-NR, and to an already detected cell can be expressed as: Tevaluate, NR_ intra + TSI-NR,
Where:
Tdetect, NR_Intra	See Table 4.2.2.3-1 in clause 4.2.2.3
Tevaluate, NR_ intra	See Table 4.2.2.3-1 in clause 4.2.2.3
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 129.28 s, allow 130 s for the cell re-selection delay to a newly detectable cell and 26.88 s for the cell re-selection delay to an already detected cell in the test case, which we allow 27 s.
[bookmark: _Toc535476658]A.7.1.1.2	Cell reselection to FR2 inter-frequency NR case
[bookmark: _Toc535476659]A.7.1.1.2.1	Test Purpose and Environment
This test is to verify the requirement for the inter frequency NR cell reselection requirements specified in clause 4.2.2.4.
[bookmark: _Toc535476660]A.7.1.1.2.2	Test Parameters
The test scenario comprises of 2 cells on 2 different NR carriers respectively as given in tables A.7.1.1.2.2-1, A.7.1.1.2.2-2 and A.7.1.1.2.2-3. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. Both cell 1 and cell 2 are already identified by the UE prior to the start of the test. Cell 1 and cell 2 belong to different tracking areas and cell 2 is of higher priority than cell 1. Furthermore, UE has not registered with network for the tracking area containing cell 2.
Table A.7.1.1.2.2-1: Supported test configurations
	Configuration
	Description for serving cell
	Description for target cell

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.7.1.1.2.2-2: General test parameters for FR2 inter frequency NR cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2
	Cell2
	The UE camps on cell 2 in the initial phase and during T1 period the UE reselects to cell 1

	T1 end condition
	Active cell
	
	1, 2
	Cell1
	The UE shall perform reselection to cell 1 during T1

	
	Neighbour cells
	
	1, 2
	Cell2
	

	T3 end condition
	Active cell
	
	1, 2
	Cell2
	The UE shall perform reselection to cell 2 with higher priority during T3

	RF Channel Number
	
	1, 2
	1, 2
	

	Time offset between cells
	
	1, 2
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	
	
	2
	SSB.2 FR2
	

	SMTC configuration
	
	1, 2
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2
	1.28
	The value shall be used for all cells in the test.

	PRACH configuration index
	
	1, 2
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	rangeToBestCell
	
	1, 2
	Not configured
	

	T1
	s
	1, 2
	35
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2
	>7
	During T2, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3.

	T3
	s
	1, 2
	95
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.7.1.1.2.2-3: Cell specific test parameters for FR2 inter frequency NR cell re-selection test case in AWGN
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1, 2
	SR.3.1 TDD
	N/A

	RMSI CORESET parameters
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD

	RMSI CORESET RMC configuration 
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD

	OCNG Pattern
	
	1, 2
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1
	-140
	-140

	
	
	2
	-137
	-137

	Pcompensation
	dB
	1, 2
	0
	0

	Qhysts
	dB
	1, 2
	0
	0

	Qoffsets, n
	dB
	1, 2
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2
	SS-RSRP
	SS-RSRP

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.15.1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	15
	15
	15
	-3
	-infinity
	13

	
	
	2
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-95

	
 Note2
	dBm/15 kHz
	1
	-107

	
	
	2
	

	

	dB
	1
	15
	15
	15
	-3
	-infinity
	13

	
	
	2
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-83
	-83
	-83
	-101
	-infinity
	-85

	
	
	2
	-80
	-80
	-80
	-98
	-infinity
	-82

	Io
	dBm/95.04 MHz
	1
	-53.88
	-53.88
	-53.88
	-67.25
	-infinity
	-55.80

	
	
	2
	-53.88
	-53.88
	-53.88
	-67.25
	-infinity
	-55.80

	Treselection
	s
	1, 2
	0
	0
	0
	0
	0
	0

	SnonintrasearchP
	dB
	1, 2
	50
	Not sent

	Threshx, high
	dB
	1, 2
	48
	48

	Threshserving, low
	dB
	1, 2
	44
	44

	Threshx, low  
	dB
	1, 2
	50
	50

	Propagation Condition 
	
	1, 2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476661]A.7.1.1.2.3	Test Requirements
The cell reselection delay to a higher priority cell is defined as the time from the beginning of time period T3, to the moment when the UE camps again on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a higher priority cell shall be less than 87 s.
The cell reselection delay to a lower priority cell is defined as the time from the beginning of time period T1, to the moment when the UE camps on cell 1, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 1.
The cell re-selection delay to a lower priority cell shall be less than 27 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a higher priority cell can be expressed as: Thigher_priority_search + Tevaluate, NR_ inter + TSI-NR, and to a lower priority cell can be expressed as: Tevaluate, NR_ inter + TSI-NR,
Where:
Thigher_priority_search	See clause 4.2.2.7
Tevaluate, NR_ inter	See Table 4.2.2.4-1 in clause 4.2.2.4
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 86.88 s, allow 87 s for the cell re-selection delay to a higher priority cell and 26.88 s for the cell re-selection delay to a lower priority cell in the test case, which we allow 27 s.
A.7.2	SA: RRC_INACTIVE state mobility
[bookmark: _Toc535476663]A.7.3	RRC_CONNECTED state mobility
[bookmark: _Toc526331913][bookmark: _Toc535476677]A.7.3.1	Handover
A.7.3.1.1	Inter-frequency handover from FR1 to FR2; unknown target cell
A.7.3.1.1.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR1-NR FR2 inter frequency handover requirements specified in clause 6.1.1.5.
A.7.3.1.1.2	Test Parameters
Supported test configurations are shown in table A.7.3.1.2.2-1. Both handover delay and interruption length are tested by using the parameters in table A.7.3.1.1.2-2, and A.7.3.1.1.2-3.
The test scenario comprises of two carriers and one cell on each carrier. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.7.3.1.1.2-1: Inter-frequency handover from FR1 to FR2 test configurations
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.7.3.1.1.2-2: General test parameters Inter-frequency handover from FR1 to FR2
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A4-Offset
	dBm
	[-120]
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	10
	



Table A.7.3.1.1.2-3: Cell specific test parameters for NR FR1-FR2 Inter frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	Config 1
	
	FDD
	TDD

	
	Config 2,3
	
	TDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	TDDConf.3.1

	
	Config 2
	
	TDDConf.1.1
	TDDConf.3.1

	
	Config 3
	
	TDDConf.2.1
	TDDConf.3.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2
	
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 3
	
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2
	
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 3
	
	40: NRB,c = 106 
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	SR3.1 TDD

	
	Config 2
	
	SR.1.1 TDD
	SR3.1 TDD

	
	Config 3
	
	SR2.1 TDD
	SR3.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	CR3.1 TDD

	
	Config 2
	
	CR.1.1 TDD
	CR3.1 TDD

	
	Config 3
	
	CR2.1 TDD
	CR3.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1
	SMTC pattern 1

	SSBSMTC configurationConfiguration
	Config 1,2
	
	SMTCSSB.1 FR1
	SMTCSSB.1 FR2

	
	Config 3
	
	SMTCSSB.2 FR1
	SMTCSSB.1 FR2

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz
	120 kHz

	
	Config 3
	
	30 kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz
	120 kHz

	
	Config 3
	
	30 kHz
	120 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1
	FR2 PRACH configuration 1

	TRS configuration
	Config 1
	
	N/A
	TRS.2.1 TDD

	
	Config 2
	
	N/A
	TRS.2.1 TDD

	
	Config 3
	
	N/A
	TRS.2.1 TDD

	TCI configuration
	
	N/A
	CSI-RS.Config.0

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	TBD
	TBD

	
Note2
	Config 1,2
	dBm/SCS
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	-Infinity
	TBD

	

	dB
	TBD
	TBD
	-Infinity
	TBD

	IoNote3
	Config 1,2
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone




A.7.3.1.1.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [722] ms from the beginning of time period T2.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [10] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [712] ms in the test. Tinterrupt is defined in clause 6.1.1.5.2.
This gives a total of [722] ms.
A.7.3.1.2	Intra-frequency handover from FR2 to FR2; unknown target cell
A.7.3.1.2.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR2-NR FR2 intra frequency handover requirements specified in clause 6.1.1.4.
A.7.3.1.2.2	Test Parameters
Supported test configurations are shown in table A.7.3.1.2.2-1. Both handover delay and interruption length are tested by using the parameters in table A.7.3.1.2.2-2, and A.7.3.1.2.2-3.
The test scenario comprises of carriers and one cell on each carrier. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.7.3.1.2.2-1: Intra-frequency handover from FR2 to FR2 test configurations
	Config
	Description

	1
	Source cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.3.1.2.2-2: General test parameters Intra-frequency handover from FR2 to FR2
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A4-Offset
	dBm
	[-120]
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	10
	



Table A.7.3.1.2.2-3: Cell specific test parameters for NR FR2-FR2 Intra frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	1

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR3.1 TDD

	CORESET Reference Channel
	
	CR3.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1

	SMTC SSB configurationConfiguration
	
	SMTCSSB.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	PRACH configuration 
	
	FR2 PRACH configuration 1

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	TBD
	TBD

	
Note2
	Config 1,2
	dBm/SCS
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	IoNote3
	Config 1,2
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone



A.7.3.1.2.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [382] ms from the beginning of time period T2.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [10] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [372] ms in the test. Tinterrupt is defined in clause 6.1.1.4.2.
This gives a total of [382] ms.
A.7.3.1.3	Inter-frequency handover from FR2 to FR2; unknown target cell
A.7.3.1.3.1	Test Purpose and Environment
This test is to verify the requirement for the NR FR2-NR FR2 inter frequency handover requirements specified in clause 6.1.1.4.
A.7.3.1.3.2	Test Parameters
Supported test configurations are shown in table A.7.3.1.3.2-1. Both handover delay and interruption length are tested by using the parameters in table A.7.3.1.3.2-2, and A.7.3.1.3.2-3.
The test scenario comprises of carriers and one cell on each carrier. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.7.3.1.3.2-1: Inter-frequency handover from FR2 to FR2 test configurations
	Config
	Description

	1
	Source cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.3.1.3.2-2: General test parameters Inter-frequency handover from FR2 to FR2
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	A4-Offset
	dB
	[-120]
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	10
	



Table A.7.3.1.3.2-3: Cell specific test parameters for NR FR2-FR2 Inter frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR3.1 TDD

	CORESET Reference Channel
	
	CR3.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC Configuration
	
	SMTC pattern 1

	SMTC SSB configurationConfiguration
	
	SMTCSSB.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	PRACH configuration 
	
	FR2 PRACH configuration 1

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	TBD
	TBD

	
Note2
	Config 1,2
	dBm/SCS
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	IoNote3
	Config 1,2
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone



A.7.3.1.3.3 Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [702] ms from the beginning of time period T2.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = [10] ms and is specified in clause 12 in TS 38.331 [2].
Tinterrupt = [692] ms in the test. Tinterrupt is defined in clause 6.1.1.4.2.
This gives a total of [702] ms.
A.7.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476678][bookmark: _Toc535476679]A.7.3.2.1	SA: RRC Re-establishment
[bookmark: _Toc383691175]A.7.3.2.1.1	Intra-frequency RRC Re-establishment in FR2
[bookmark: _Toc383691176]A.7.3.2.1.1.1	Test Purpose and Environment
The purpose is to verify that the NR intra-frequency RRC re-establishment delay in FR2 without known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.7.3.2.1.1.1-1, table A.7.3.2.1.1.1-2 and table A.7.3.2.1.1.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, becomes inactive. The time period T3 starts after the occurrence of the radio link failure.
Table A.7.3.2.1.1.1-1: Supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.7.3.2.1.1.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1
	Cell1
	

	
	Neighbour cells
	
	1
	Cell2 
	

	Final condition
	Active cell
	
	1
	Cell2
	

	RF Channel Number
	
	1
	1
	

	Time offset between cells
	
	1
	3 s
	Synchronous cells

	N310
	-
	1
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	1
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	SMTC configuration
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	PRACH configuration index
	
	1
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1
	5
	

	T2
	ms
	1
	1600
	Time for the UE to detect RLF

	T3
	s
	1
	3
	



Table A.7.3.2.1.1.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1
	SR.3.1 TDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD

	TRS configuration
	
	1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2
	N/A

	OCNG Pattern
	
	1
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB
	SSB

	AoA setup
	
	1
	Setup 1 defined in A.3.15.1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	-3.07
	-infinity
	-infinity
	-5.07
	2
	2

	
 Note2
	dBm/15 kHz
	1
	-98

	
 Note2
	dBm/SCS
	1
	-89

	

	dB
	1
	4
	-infinity
	-infinity
	2
	2
	2

	SS-RSRP Note3
	dBm/SCS
	1
	-85
	-infinity
	-infinity
	-87
	-87
	-87

	Io
	dBm/95.04 MHz
	1
	-52.94
	-55.89
	-55.89
	-52.94
	-55.89
	-55.89

	Propagation Condition 
	
	1
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc383691177]A.7.3.2.1.1.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR intra frequency cell shall be less than [3] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

Nfreq = 1
Tidentify_intra_NR = 1600 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target intra-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [2945] ms, allow [3] s in the test case.
A.7.3.2.1.2	Inter-frequency RRC Re-establishment in FR2
A.7.3.2.1.2.1	Test Purpose and Environment
The purpose is to verify that the NR inter-frequency RRC re-establishment delay in FR2 without known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.7.3.2.1.2.1-1, table A.7.3.2.1.2.1-2 and table A.7.3.2.1.2.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, becomes inactive. The time period T3 starts after the occurrence of the radio link failure. During T1, the UE shall be configured with the carrier frequency of cell 2 (with RF Channel Number #2) to ensure that the UE has the context of the carrier frequency of cell 2 by the end of T1.
Table A.7.3.2.1.2.1-1: Supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.7.3.2.1.2.1-2: General test parameters for NR inter-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1
	Cell1
	

	
	Neighbour cells
	
	1
	Cell2 
	

	Final condition
	Active cell
	
	1
	Cell2
	

	RF Channel Number
	
	1
	1, 2
	

	Time offset between cells
	
	1
	3 s
	Synchronous cells

	N310
	-
	1
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	1
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	PRACH configuration index
	
	1
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1
	5
	

	T2
	ms
	1
	1600
	Time for the UE to detect RLF

	T3
	s
	1
	6
	



Table A.7.3.2.1.2.1-3: Cell specific test parameters for NR inter-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1
	SR.3.1 TDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD

	TRS configuration
	
	1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2
	N/A

	OCNG Pattern
	
	1
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB
	SSB

	AoA setup
	
	1
	Setup 3 defined in A.3.15.3
	Setup 3 defined in A.3.15.3

	

	dB
	1
	5
	-infinity
	-infinity
	-infinity
	-infinity
	8

	
 Note2
	dBm/15 kHz
	1
	-98

	
 Note2
	dBm/SCS
	1
	-89

	

	dB
	1
	5
	-infinity
	-infinity
	-infinity
	-infinity
	8

	SS-RSRP Note3
	dBm/SCS
	1
	-84
	-infinity
	-infinity
	-infinity
	-infinity
	-81

	Io
	dBm/95.04 MHz
	1
	-53.82
	-infinity
	-infinity
	-infinity
	-infinity
	-51.37

	Propagation Condition 
	
	1
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.7.3.2.1.2.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR inter frequency cell shall be less than [6] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

Nfreq = 2
Tidentify_intra_NR = 1600 ms
Tidentify_inter_NR = 2080 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target inter-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [5025] ms, allow [6] s in the test case.
A.7.3.2.1.3	Intra-frequency RRC Re-establishment in FR2 without serving cell timing
A.7.3.2.1.3.1	Test Purpose and Environment
The purpose is to verify that the NR intra-frequency RRC re-establishment delay in FR2 without serving cell timing is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.7.3.2.1.3.1-1, table A.7.3.2.1.3.1-2 and table A.7.3.2.1.3.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.7.3.2.1.3.1-1: Supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.7.3.2.1.3.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1
	Cell1
	

	
	Neighbour cells
	
	1
	Cell2 
	

	Final condition
	Active cell
	
	1
	Cell2
	

	RF Channel Number
	
	1
	1
	

	Time offset between cells
	
	1
	3 s
	Synchronous cells

	N310
	-
	1
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1
	6000
	Radio link failure timer configured by RLF-TimersAndConstants

	T311
	ms
	1
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	SMTC configuration
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	PRACH configuration index
	
	1
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1
	5
	

	T2
	s
	1
	6
	Time for the UE to detect RLF

	T3
	s
	1
	5
	



Table A.7.3.2.1.3.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	TDDConf.3.1
	TDDConf.3.1

	
	
	1
	SR.3.1 TDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 FDD
	CR.3.1 FDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 FDD
	CCR.3.1 FDD

	TRS configuration
	
	1
	TRS.2.1 TDD
	N/A

	TCI state
	
	1
	CSI-RS.Config.0
	N/A

	OCNG Pattern
	
	1
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB
	SSB

	AoA setup
	
	1
	Setup 1 defined in A.3.15.1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	5
	-infinity
	-infinity
	-infinity
	-infinity
	5

	
 Note2
	dBm/SCS
	1
	-98

	
 Note2
	dBm/15 kHz
	1
	-89

	

	dB
	1
	5
	-infinity
	-infinity
	-infinity
	-infinity
	5

	SS-RSRP Note3
	dBm/SCS
	1
	-93
	-infinity
	-infinity
	-infinity
	-infinity
	-93

	Io
	dBm/95.04 MHz
	1
	-62.82
	-infinity
	-infinity
	-infinity
	-infinity
	-62.82

	Propagation Condition 
	
	1
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.7.3.2.1.3.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR intra frequency cell without serving cell timing shall be less than [5] s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
	TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

Nfreq = 1
Tidentify_intra_NR = 3520 ms
TSI = [1280] ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 [2] for the target intra-frequency NR cell.
TPRACH = [15] ms; it is the additional delay caused by the random access procedure.
This gives a total of [4865] ms, allow [5] s in the test case.
[bookmark: _Toc535476682]A.7.3.2.2	Random Access
[bookmark: _Toc535476680]A.7.3.2.2.1	Contention based random access test in FR2 for NR Standalone
A.7.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used, with the configuration of Cell 1 configured as PCell or SCell in FR2. Supported test parameters are shown in Table A.7.3.2.2.1.1-1. UE capble of SA with PCell or SCell in FR2 needs to be tested by using the parameters in Table A.7.3.2.2.1.1-2 and Table A.7.3.2.2.1.1-3.
Table A.7.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR2 for NR Standalone
	Config
	Description

	1
	NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.7.3.2.2.1.1-2: General test parameters for contention based random access test in FR2 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	As defined in A.3.10, except for for number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.7.3.2.2.1.1-3: OTA-related test parameters for contention based random access test in FR2 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	AoA setup
	
	Setup 2b
	As defined in A.3.15.2.2.

	
SSB with index 0
	

	dB
	4
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	[10] dB larger than SSB_RP for SSB index 1
	

	
SSB with index 1
	

	dB
	-6
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	
	FR2 PRACH configuration 1
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	void.
Note 2:	void.



A.7.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.7.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4 the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission.
A.7.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.7.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.7.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476681]A.7.3.2.2.2	Non-contention based random access test in FR2 for NR Standalone
A.7.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used, with the configuration of Cell 1 configured as PCell or SCell in FR2. Supported test parameters are shown in Table A.7.3.2.2.2.1-1. UE capble of SA with PCell or SCell in FR2 needs to be tested by using the parameters in Table A.7.3.2.2.2.1-2 and Table A.7.3.2.2.2.1-3 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.7.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR2 for NR Standalone
	Config
	Description

	1
	NR PSCell/SCell 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.7.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR2 for NR Standalone
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	SSB pattern 1 in FR2
	As defined in A.3.10, except of Number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.3.1 TDD
	As defined in A.3.1.4

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.7.3.2.2.2.1-3: OTA-related test parameters for non-contention based random access test in FR2 for NR Standalone
	Parameter
	Unit
	Test-1

	Test-2
	Comments

	AoA setup
	
	Setup 2b
	Setup 2b
	As defined in A.3.15.2.2.

	
SSB with index 0
	

	dB
	4
	4
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	[10] dB larger than SSB_RP for SSB index 1
	[10] dB larger than SSB_RP for SSB index 1
	

	
SSB with index 1
	

	dB
	-6
	-6
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	SSB_RP
	dB
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	Minimum SSB_RP value is dependent on band and power class as specified for spherical coverage AoA in Table B.2.2-2
	

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	-
	FR2 PRACH configuration 2
	FR2 PRACH configuration 3
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	void.
Note 2:	void.



A.7.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.7.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.7.3.2.3	SA: RRC Connection Release with Redirection
A.7.3.2.3.1	Redirection from NR in FR2 to NR in FR2
A.7.3.2.3.1.1	Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to NR requirements specified in clause 6.2.3.2.1.
A.7.3.2.3.1.2	Test Parameters
Supported test configurations are shown in table A.7.3.2.3.1.2-1. The time delay is tested by using the parameters in table A.7.3.2.3.1.2-2, and A.7.3.2.3.1.2-3. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The RRCRelease“RRCConnectionRelease” message containing the relevant system information of Cell 2 shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2.
Table A.7.3.2.3.1.2-1: Redirection from NR to NR test configurations 
	Config
	Description

	1
	Source cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode
Target cell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.3.2.3.1.2-2: General test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	3
	



Table A.7.3.2.3.1.2-3: Cell specific test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR3.1 TDD

	CORESET Reference Channel
	
	CR3.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	PRACH configuration 
	
	FR2 PRACH configuration 1

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	TBD
	TBD

	
Note2
	Config 1,2
	
dBm/SCS
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD

	IoNote3
	Config 1,2
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	dBm/
BW
	TBD
	TBD
	TBD
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone




A.7.3.2.3.1.3	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [2040] ms from the beginning of time period T2.
The rate of correct RRC connection release redirection to NR observed during repeated tests shall be at least 90%.
NOTE:	The redirection delay can be expressed as:
Tconnection_release_redirect_NR = TRRC_procedure_delay + Tidentify-NR + TSI-NR + TRACH,
where:
TRRC_procedure_delay = [110] ms and is specified in clause 12 in TS 38.331 [2].
Tidentify-NR = [1760] ms in the test.
TSI-NR = 0 ms is assumed, since the UE is provided with the SI (including MIB and all relevant SIBs) of the target NR cell before the RRC connection is released by the old NR cell.
TRACH = [170] ms in the test.
This gives a total of [2040] ms.
>>>>>End of Change 4<<<<<
>>>>>Start of Change 5<<<<<
A.8.2	RRC_IDLE state mobility
A.8.2.1	Inter-RAT NR Cell re-selection
A.8.2.1.1	E-UTRA Cell reselection to higher priority NR target Cell in FR1
A.8.2.1.1.1	Test Purpose and Environment
This test is to verify the requirement for the E-UTRAN to NR inter-RAT cell reselection requirements specified in clause 4.2.2.5.6 in TS 36.133 [15].
The test scenario comprises of 1 E-UTRA cell and 1 NR cell as given in tables A.8.2.1.1.1-1, A.8.2.1.1.1-2, A.8.2.1.1.1-3 and A.8.2.1.1.1-4. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. E-UTRA cell 1 is already identified by the UE prior to the start of the test. Cell 2 is of higher priority than cell 1.
Table A.8.2.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.8.2.1.1.1-2: General test parameters for E-UTRA cell re-selection FR1 NR cell test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase and during T3 period the UE reselects to cell 2

	T3 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T3

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1, 2
	E-UTRAN radio channel (1) and NR radio channel (2) are used for this test

	Time offset between cells
	
	1, 4
	3 ms
	Asynchronous cells

	
	
	2, 5
	3 s
	Synchronous cells

	
	
	3, 6
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	1.28
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	>7
	During T2, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3.

	T3
	s
	1, 2, 3, 4, 5, 6
	75
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.8.2.1.1.1-3: Cell specific test parameters for NR cell 2
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2
	T3

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH Reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	RMC CORESET Reference Channel
	
	1, 4
	CCR.1.1 FDD

	
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	Pcompensation
	dB
	1, 2, 3, 4, 5, 6
	0

	Qhysts
	dB
	1, 2, 3, 4, 5, 6
	0

	Qoffsets, n
	dB
	1, 2, 3, 4, 5, 6
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2, 3, 4, 5, 6
	SS-RSRP

	

	dB
	1, 4
	-4
	-infinity
	12

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	
 Note2
	dBm/SCS
	1, 4
	-98

	
	
	2, 5
	-98

	
	
	3, 6
	-95

	
 Note2
	dBm/15 kHz
	1, 4
	-98

	
	
	2, 5
	

	
	
	3, 6
	

	

	dB
	1, 4
	-4
	-infinity
	12

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1, 4
	-102
	-infinity
	-86

	
	
	2, 5
	-102
	-infinity
	-86

	
	
	3, 6
	-99
	-infinity
	-83

	Io
	dBm/9.36 MHz
	1, 4
	-68.60
	-infinity
	-57.78

	
	dBm/9.36 MHz
	2, 5
	-68.60
	-infinity
	-57.78

	
	dBm/38.16 MHz
	3, 6
	-62.50
	-infinity
	-51.69

	Treselection
	s
	1, 2, 3, 4, 5, 6
	0
	0
	0

	Snonintrasearch
	dB
	1, 2, 3, 4, 5, 6
	Not sent

	Threshx, high
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, low
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, low  
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.





Table A.8.2.1.1.1-4: Cell specific test parameters for E-UTRA cell 1
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 [15] clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	





0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	
 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-84
	-84
	-84 

	

	dB
	14 
	14
	14

	

	dB
	14 
	14
	14

	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	50

	Threshx, high
	dB
	48

	Threshserving, low
	dB
	44

	Threshx, low  
	dB
	50

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.8.2.1.1.2	Test Requirements
The cell reselection delay to a higher priority NR cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequestRRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a higher priority cell shall be less than 68 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a higher priority cell can be expressed as: Thigher_priority_search + Tevaluate, NR + TSI-NR, and to a lower priority cell can be expressed as: Tevaluate, NR + TSI-NR,
Where:
Thigher_priority_search	See clause 4.2.2 in TS 36.133 [15]
Tevaluate, NR	See Table 4.2.2.5.6-1 in clause 4.2.2.5.6 in TS 36.133 [15]
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 67.68 s, allow 68 s for the cell re-selection delay to a higher priority NR cell and 7.68 s for the cell re-selection delay to a lower priority cell in the test case, which we allow 8 s.
A.8.3	RRC_CONNECTED state mobility
A.8.3.1	Handover
A.8.3.1.1	E-UTRAN - NR handover in FR1
A.8.3.1.1.1	Test Purpose and Environment
This test shall verify the E-UTRAN to NR FR1 handover requirements as specified in clause 6.1.2.1 specified in clause 5.3.4 in TS 36.133 [15].
The test comprises of one E-UTRA carrier and one NR carrier. There are two cells and one cell on each carrier. Cell 1 is the E-UTRAN and Cell 2 is an inter-RAT NR neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #0 as specified in Table 8.1.2.1-1 of TS 36.133 [15] is configured before T2 begins to enable inter-RAT frequency monitoring.
A RRC message implying handover shall be sent to the UE during period T2 after the UE has reported Event B2. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. The handover message shall contain Cell 2 as the target cell.
Supported test configurations are shown in table A.8.3.1.1-1. General test parameters are provided in Table A.8.3.1.1-2. Cell specific test parameters for Cell 1 and Cell 2 are provided in Tables A.8.3.1.1-3 and A.8.3.1.1-4 respectively.
Table A.8.3.1.1-1: Supported test configurations for E-UTRAN inter-RAT NR handover
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.8.3.1.1-2: General test parameters for E-UTRAN inter-RAT NR handover
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	1 NR carrier frequency is used in the test

	LTE RF Channel Number
	
	2
	1 E-UTRAN carrier frequency is used in the test

	Initial conditions
	Active cell
	
	Cell 1
	E-UTRAN cell

	
	Neighbouring cell
	
	Cell 2
	NR cell

	Final condition
	Active cell
	
	Cell 2
	

	NR measurement quantity	
	
	SS-RSRP
	

	E-UTRAN measurement quantity
	
	RSRP
	

	b2-Threshold1
	dBm
	-84
	Absolute E-UTRAN RSRP threshold for event B2

	b2-Threshold2NR
	dBm
	As specified in Table A.8.3.1.1-4
	Absolute NR SS-RSRP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Gap pattern configuration Id
	
	0
	As specified in Table 8.1.2.1-1 started before T2 starts [15]

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	s
	1
	



Table A.8.3.1.1-3: Cell specific test parameters for E-UTRAN inter-RAT NR handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PRACH ConfigurationNote2
	
	1, 2, 3
	4

	
	
	4, 5, 6
	53

	PDSCH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote3
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote4
	
	
	

	OCNG_RBNote4
	
	
	

	NocNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	7
	7
	7

	Ês/IotNote6
	dB
	1, 2, 3, 4, 5, 6
	7
	7
	7

	RSRPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-91
	-91
	-91

	SCH_RPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-91
	-91
	-91

	IoNote6
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-62.43
	-62.43
	-62.43

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix Note7
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	PRACH configurations are specified in table 5.7.1-2 and table 5.7.1-3 in TS 36.211 [23].
Note 3:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 4:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 5:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 6:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 7:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



Table A.8.3.1.1-4: Cell specific test parameters E-UTRAN inter-RAT NR handover (Cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold2NR
	dBm
	1, 2, 4, 5
	-105

	
	
	3, 6
	-103

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-98

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-inifinit
	0
	0

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	-inifinit
	0
	0

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-inifinit
	-98
	-98

	
	
	3, 6
	-inifinit
	-95
	-95

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-70.05
	-67.04
	-67.04

	
	dBm/38.16 MHz
	3, 6
	-63.96
	-60.94
	-60.94

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.8.3.1.1.2	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than 85 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
	RRC procedure delay = [50] ms and is specified in TS36.331.
	Tinterrupt = [210] ms in the test; Tinterrupt is defined in TS36.133 clause 5.3.4.3.
This gives a total of [260] ms.
>>>>>End of Change 5<<<<<
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