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1. Overall Description:
RAN4 would like to thank RAN2 for the LS on measurements for SRVCC from 5G to 3G (R2-1908472). After discussion in RAN4, the answers to RAN2 questions are as followings,
1. Whether existing per-UE or FR1 gap patterns can be reused for measuring on UTRA FDD cells or whether any new gap pattern or measurement requirements need to be defined? 
[RAN4]: yes, existing measurement gap pattern #0 and #1 (configured as per-UE or FR1 gap patterns) can be reused for measuring on UTRA FDD cells for SRVCC. 

2. Whether there is extra restriction for gap configuration for UE configured with both UTRA FDD measurement and E-UTRAN measurement?
[RAN4]: No, as long as UTRAN FDD measurement is configured in NR-SA/NR-DC/NE-DC modes for SRVCC, only MG pattern #0 and #1 is applicable.

3. Whether there is any extra work to support NR-DC and NE-DC in case of SRVCC, from a measurement point of view?
[RAN4]: RAN4 didn’t see any extra work to support NR-DC and NE-DC in case of SRVCC, and RAN4 will define the corresponding requirement for UTRAN FDD measurement and handover of SRVCC. 

2. Actions:
To RAN WG2 group.
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account in their future work. 

3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN4 #92bis			14th – 18th Oct 2019    Chongqing, China
TSG-RAN4 #93			18th – 22nd Nov 2019    Reno, Nevada, US
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