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	Reason for change:
	-Correct channel bandwidth for NS_40, NS_41, and NS_42 spurious emission requirement based on Table 6.2.3.1-1.
[bookmark: _GoBack]-Correct titles of Table 6.5.3.3.10-1 and Table 6.5.3.3.11-1 to the have the correct frequency range for NR channels as used in A-MPR tables 6.2.3.11-1 and 6.2.3.12-1of NS_41 and NS_42 respectively and as agreed in R4-1805727.

	
	

	Summary of change:
	-In Table 6.5.3.3.9-1, NS_40 channel bandwidth is corrected to 5MHz
-In title of Table 6.5.3.3.10-1, frequency range for NR channels is corrected to 1432-1517 MHz.
-In Table 6.5.3.3.10-1, NS_41 channel bandwidth is corrected to 5, 10, 15, 20, 40, 50, 60MHz.
-In title of Table 6.5.3.3.11-1, frequency range for NR channels is corrected to 1432-1517 MHz.
-In Table 6.5.3.3.11-1, NS_42 channel bandwidth is corrected to 5, 10, 15, 20, 40, 50, 60MHz.
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< start of changes >
[bookmark: _Toc13117505]6.5.3.3.9	Requirement for network signalled value "NS_40"
When "NS_40" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.9-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.9-1: Additional requirements for NR channels assigned within 1427-1452MHz for "NS_40"
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	27 5 MHz
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



[bookmark: _Toc13117506]6.5.3.3.10	Requirement for network signalled value “NS_41”
When "NS_41" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.10-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.10-1: Additional requirements for NR channels assigned within 14271432-1452 1517 MHz for “NS_41”
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 6027 MHz
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



[bookmark: _Toc13117507]6.5.3.3.11	Requirement for network signalled value "NS_42"
When "NS_42" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.11-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.11-1: Additional requirements for NR channels assigned within 14921432-1517 MHz for "NS_42"
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 601 MHz
	

	1518 ≤ f ≤ 1520
	-0.8
	1 MHz

	1520 < f ≤ 1559
	-30
	1 MHz



< end of changes >
