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< start of changes >
6.6.3.3.31	Minimum requirement (network signalled value “NS_40” and “NS_41”)
When "NS_40" or "NS_41" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 1427-1432MHz (B51) and 1432-1452MHz (B50) shall not exceed the levels specified in Table 6.6.3.3.31-1. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.31-1: Additional requirements for E-UTRA channels assigned within 1427-1452MHz
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	3, 5, 10, 15,
2027 MHz
	

	1400  ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



6.6.3.3.32	Minimum requirement (network signalled value “NS_42”)
When "NS_42" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 1492-1517 MHz (B50) shall not exceed the levels specified in Table 6.6.3.3.32-1. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.32-1: Additional requirements for E-UTRA channels assigned within 1492-1517 MHz
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	3, 5, 10, 15,
201 MHz
	

	1518  ≤ f ≤ 1559
	-30
	1 MHz



< end of changes >
