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<< Start of Change #1>>
[bookmark: _Toc535475967]8.2.1.2.8		Interruptions due to one shot timing adjustment
When UE needs to adjust its transmission timing in one shot timing adjustment defined in section 7.1.2.2, the UE is allowed an interruption of up to [1] slot on the serving cell and any other activated serving cells belongs to the same FR2 band.
The interruption is for both uplink and downlink of the active serving cell(s).
<< End of Change #1>>

<< Start of Change #2>>
8.2.2.2.7		Interruptions due to one shot timing adjustment
When UE needs to adjust its transmission timing in one shot timing adjustment defined in section 7.1.2.2, the UE is allowed an interruption on the serving cell and any other activated serving cells belongs to the same FR2 band as defined in section 8.2.1.2.8.
<< End of Change #2>>

<< Start of Change #3>>
8.2.3.2.8		Interruptions due to one shot timing adjustment
When UE needs to adjust its transmission timing in one shot timing adjustment defined in section 7.1.2.2, the UE is allowed an interruption on the serving cell and any other activated serving cells belongs to the same FR2 band as defined in section 8.2.1.2.8.
<< End of Change #3>>

<< Start of Change #4>>
8.2.4.2.6		Interruptions due to one shot timing adjustment
When UE needs to adjust its transmission timing in one shot timing adjustment defined in section 7.1.2.2, the UE is allowed an interruption on the serving cell and any other activated serving cells belongs to the same FR2 band as defined in section 8.2.1.2.8.
<< End of Change #4>>

