	
3GPP TSG-RAN WG4 Meeting #91	R4-1908432
Ljubljana, SI, 26th – 30th August, 2019

	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.101-1
	CR
	
	rev
	[bookmark: _GoBack]
	Current version:
	15.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Further correction of RefSens exceptions due to UL harmonic interference for NR CA and SUL for 38.101-1

	
	

	Source to WG:
	vivo

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-8-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The UL harmonics have been discussed in R4-1905506 and a WF R4-1905509 and CR R4-1907481 for 38.101-1 had been agreed in RAN4#91.

However, it has been pointed out that impacted uplink configurations are not consistent between different combinations. This may bring difficulties for future extention and it is proposed to align them with single carrier UL restriction when applied. 
E.g. n3 UL configurion for CA_n3-n77 and CA_n3-n78 did not satisfiy single carrier restriction for band width larger than 40MHz;

In addition, similar UL harmonics problems also exists for SUL in 7.3C.2	but no changes have been made. The only key difference is UL configurations would not be impacted by single carrier Refsense since no such requirments exists for SUL.

	
	

	Summary of change:
	1. Revise part of n3 UL configurion for CA_n3-n77 and CA_n3-n78 combination to be aligned with single carrier requirments UL restriction. To align with other simialr cases.

2. Made corrections to SUL section 7.3C.2 for SUL_n78-n80 and SUL_n78-n86 according to agreed WF R4-1905509 and CR R4-1907481. The only difference is UL configurations would not be impacted by single carrier Refsense since no such requirments exists for SUL. So NOTE 2 in Table 7.3C.2-2 is revised accordingly.

	
	

	Consequences if not approved:
	1. The UL configuration for CA_n3-n77 and CA_n3-n78 is not quite well aligned with other combinations with simiar harmonic problem and may cause confusion for future extention.

2. The Refsens requirements in SUL section is not aligned with agreed WF.
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<Start of change >
Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n3
	n77
	
	25
	36
	50
	
	
	50100
	50128
	50160
	50160
	50160
	50160

	n3
	n78
	
	25
	36
	50
	
	
	50100
	50128
	50160
	50160
	50160
	50160

	n8
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n8
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	
	25

	n28
	n75
	12
	25
	36
	50
	
	
	
	
	
	
	
	

	n28
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	NOTE 1:	15 kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.



<Next change >
[bookmark: _Hlk515991283]Table 7.3C.2-2: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n80
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	0
	0
	0
	0
	0
	0

	n82
	n784,5
	
	10.8
	9.1
	8
	
	
	6
	4.0
	3.2
	2.0
	1.5
	1.0

	n81
	n784,5
	
	10.8
	9.1
	8
	
	
	5.1
	4.2
	3.5
	2.3
	1.5
	1.4

	n83
	n786,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	n86
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	0
	0
	0
	0
	0

	n81
	n796,7
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	
	4.4

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for SUL_n78-n80, SUL_n78-n86.


NOTE 2:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 5:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 7:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



Table 7.3C.2-3: Supplementary uplink configuration (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz (NRB)
	10 MHz (NRB)
	15 MHz (NRB)
	20 MHz (NRB)
	25 MHz (NRB)
	30 MHz (NRB)
	40 MHz (NRB)
	50 MHz (NRB)
	60 MHz (NRB)
	80 MHz (NRB)
	90 MHz (NRB)
	100 MHz (NRB)

	n80
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n81
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n81
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	
	25

	n82
	n78
	
	16
	20
	20
	
	
	20
	20
	20
	20
	20
	20

	n83
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n86
	n78
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	NOTE 1:	15 kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 3:   Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.



<End of change >
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