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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
As the TS 38.141-2 specifications stabilize, a review of the mapping of test uncertainties to the test procedures showed a mismatch. This contribution identities the mismatches and provides the appropriate corrections. An accompanying draft CR [1] captures the changes.
Discussion
[bookmark: _Ref129681832]In subclause 4.1.2.2 of 38.141-2, tables 4.1.2.2-1 and 4.1.2.2-2 map the test names and sections. However, there is a mismatch in the mapping. The following tables provide a suggested mapping. Gray indicates a removal. Note for FR1, there is a requirement for RE power control dynamic range but it is measured via EVM. Note for FR2, there is no requirement for RE power control dynamic range.
Table 1. Suggested mapping for table 4.1.2.2-1. Blue indicates mismatch
	Test name
	Current Mapping
	Suggested mapping

	Radiated transmit power
	6.2
	

	OTA base station output power
	6.3
	

	OTA RE power control dynamic range
	6.4.2
	

	OTA total power dynamic range
	6.4.3
	

	OTA transmitter OFF power
	6.5.2
	6.5.1

	OTA transmitter transient period
	6.5.3
	6.5.2

	OTA frequency error
	6.6.1
	6.6.2

	OTA modulation quality
	6.6.2
	6.6.3

	OTA time alignment error
	6.6.3
	6.6.4

	OTA occupied bandwidth
	6.7.2
	

	OTA ACLR/CACLR
	6.7.3
	

	OTA operating band unwanted emissions
	6.7.4
	

	OTA transmitter spurious emissions, mandatory requirements
	6.7.5.2.2
	6.7.5.2

	OTA transmitter spurious emissions, protection of BS receiver
	6.7.5.2.3
	6.7.5.3

	OTA transmitter spurious emissions, additional spurious emissions requirements
	6.7.5.2.4
	6.7.5.4

	OTA transmitter spurious emissions, co-location
	6.7.5.2.5
	6.7.5.5

	OTA transmitter intermodulation
	6.8
	



Table 2. Suggested mapping for table 4.1.2.2-2. Blue indicates mismatch. Gray indicates unneeded test.
	Test name
	Current Mapping
	Suggested mapping

	Radiated transmit power
	6.2
	

	OTA base station output power
	6.3
	

	OTA RE power control dynamic range
	6.4.2
	

	OTA total power dynamic range 
	6.4.3
	

	OTA transmitter OFF power
	6.5.2
	6.5.1

	OTA transmitter transient period
	6.5.3
	6.5.2

	OTA frequency error
	6.6.1
	6.6.2

	OTA modulation quality
	6.6.2
	6.6.3

	OTA time alignment error
	6.6.3
	6.6.4

	OTA occupied bandwidth
	6.7.2
	

	OTA ACLR
	6.7.3
	

	OTA operating band unwanted emissions
	6.7.4
	

	OTA transmitter spurious emissions, mandatory requirements
	6.7.5.3.2
	6.7.5.2

	OTA transmitter spurious emissions, additional spurious emissions requirements
	6.7.5.3.3
	6.7.5.4



Table 3. Suggested mapping for table C.1-1 (Blue change; Gray delete, Green add)
	Test name
	Current Mapping
	Suggested mapping
	38.104 subclause
	Suggested 38.104 mapping 

	Radiated transmit power
	6.2
	
	9.2
	

	OTA base station output power
	6.3
	
	9.3
	

	OTA output power dynamics
	6.4
	
	9.4
	

	OTA total power dynamic range
	
	6.4.3
	
	9.4.3

	OTA transmitter OFF power
	6.5.1
	
	9.5.2
	

	OTA frequency error
	6.6.1
	6.6.2
	9.6.1
	

	OTA modulation quality
	6.6.2
	6.6.3
	9.6.2
	

	OTA time alignment error
	6.6.3
	6.6.4
	9.6.3
	

	OTA occupied bandwidth
	6.7.2
	
	9.7.2
	

	OTA ACLR/CACLR
	6.7.3
	
	9.7.3
	

	OTA operating band unwanted emissions
	6.7.4
	
	9.7.4
	

	General transmitter spurious emissions, requirements Category A
	6.7.5
	6.7.5.2
	9.7.5.2.2
	

	General transmitter spurious emissions, requirements Category B
	6.7.5.2.1
	6.7.5.2
	9.7.5.2.2
	

	Protection of BS receiver of own or different BS
	6.7.5.2.2
	6.7.5.3
	9.7.5.2.2.3
	9.7.5.2.3

	Additional spurious emissions requirements
	6.7.5.2.3
	6.7.5.4
	9.7.5.2.2.4
	9.7.5.2.4

	co-location with other base stations
	6.7.5.2.3
	6.7.5.5
	9.7.5.2.2.5
	9.7.5.2.5

	OTA transmitter intermodulation
	6.8
	
	9.8
	



Table 4. Suggested mapping for table C.1-2 (Blue change; Gray delete, Green add)
	Test name
	Current Mapping
	Suggested mapping
	38.104 subclause
	Suggested 38.104 mapping 

	Radiated transmit power
	6.2
	
	9.2
	

	OTA base station output power
	6.3
	
	9.3 
	

	OTA output power dynamics total power dynamic range 
	6.4
	6.4.3
	9.4
	9.4.3

	OTA transmitter OFF power
	6.5.1
	
	9.5.2
	

	OTA frequency error
	6.6.1
	6.6.2
	9.6.1
	

	OTA modulation quality
	6.6.2
	6.6.3
	9.6.2
	

	OTA time alignment error
	6.6.3
	6.6.4
	9.6.3
	

	OTA occupied bandwidth
	6.7.2
	
	9.7.2
	

	OTA ACLR
	6.7.3
	
	9.7.3
	

	OTA operating band unwanted emissions
	6.7.4
	
	9.7.4
	

	General transmitter spurious emissions requirements Category A
	6.7.5.3.1
	6.7.5.2
	9.7.5.3.2
	

	General transmitter spurious emissions requirements Category B
	6.7.5.3.1
	6.7.5.2
	9.7.5.3.2
	

	OTA transmitter spurious emissions, additional spurious emissions requirements
	6.7.5.2.3
	6.7.5.4
	9.7.5.3.3
	



Other comments:
· In table 4.1.2.2-2, there should be no “OTA RE power control dynamic range: listed for FR2. It should be removed.
· In table C.1-1, the test “OTA total power dynamic range” should replace “OTA output power dynamics”
Proposal 1: Capture the suggesting section numbers in tables 4.1.2.2-1 and 4.1.2.2-2 of 38.141-2.
Proposal 2: Change “output power dynamics” to “total power dynamic range”.
Conclusions
The contribution examines the test references in several tables of 38.141-2. There are several incorrect references for the transmitter tests.
Proposal 1: Capture the suggesting section numbers in tables 4.1.2.2-1 and 4.1.2.2-2 of 38.141-2.
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Proposal 2: Change “output power dynamics” to “total power dynamic range”.
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