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[bookmark: _Toc13082284][bookmark: historyclause]8.3.2.2.5	Test Requirement
[bookmark: _Toc13082285]8.3.2.12.5.1	Test Requirement for BS type 1-O
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of correctly detected ACK bits shall be larger than 99% for the SNR listed in tables 8.3.2.2.5-1 and table 8.3.2.2.5-2.
Table 8.3.2.2.5.1-1: Required SNR for PUCCH format 1 with 15 kHz SCS
	Number of TX antennas
	Number of Demodulation Branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (annex J)
	Channel bandwidth / SNR (dB)

	
	
	
	
	5 MHz
	10 MHz
	20 MHz

	1
	2
	Normal
	TDLC300-100 Low
	[-4.4]
	[-3.7]
	[-4.4]



Table 8.3.2.2.5.1-2: Required SNR for PUCCH format 1 with 30 kHz SCS
	Number of TX antennas
	Number of Demodulation Branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (annex J)
	Channel bandwidth / SNR (dB)

	
	
	
	
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	1
	2
	Normal
	TDLC300-100 Low
	[-3.3]
	[-3.8]
	[-3.8]
	[-3.8]
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