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6.2A.4.2.3 ΔTIB,c for Inter-band CA 
The ΔTIB,c for CA_n29A-66A is given in table 6.2A.4.2.3-1
Table 6.2A.4.2.3-1 ΔTIB,C for CA_n29A-n66A

	Inter-band CA Configuration
	NR band
	ΔTIB,c [dB]

	CA_n29A-66A
	66
	[0.3]


7.3A.2.4
Reference sensitivity for SDL bands
The reference sensitivity for CA_n29A-66A is given in table 7.3A.2-1.
Table 7.3A.2.4-1: Reference sensitity for SDL bands
	NR CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz

	CA_n29A-n66A
	n29
	15
	[-97.5]
	[-94.5]
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	[-94.8]
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n66
	15
	[-99.5]
	[-96.3]
	[-94.5]
	[-93.3]
	
	
	[-90.1]
	
	
	
	
	

	
	
	30
	
	[-96.6]
	[-94.6]
	[-93.5]
	
	
	[-90.2]
	
	
	
	
	

	
	
	60
	
	[-97]
	[-94.9]
	[-93.7]
	
	
	[-90.4]
	
	
	
	
	


7.3A.3.2.1
ΔRIB,c for two bands 
The ΔRIB,c for CA_n29A-66A is given in table 7.3A.3.2.1-1

Table 7.3A.3.2.1-1 ΔRIB,c for CA_n29A-n66A

	Inter-band CA Configuration
	NR band
	ΔRIB,c [dB]

	CA_n29A-66A
	29
	0

	
	66
	0


