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[bookmark: _Toc5268493][bookmark: _Toc535317095]<Unchanged sections are omitted>
[bookmark: _Toc13127654]6.2B.1.4	Inter-band EN-DC including FR2
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.2 and 6.2.2A of [4] and for NR single carrier and CA operation specified in subclause 6.2.1, and 6.2A.1, and 6.2D.1 of [3] apply.
[bookmark: _Toc13127655]6.2B.1.5	Inter-band EN-DC including both FR1 and FR2
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.2 and 6.2.2A of [4] and for NR single carrier and CA operation specified in subclause 6.2.1 of [2] and subclause 6.2.1, and 6.2A.1, and 6.2D.1 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127666]6.2B.2.4	Inter-band EN-DC including FR2
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.3 and 6.2.3A of [4] and for NR single carrier and CA operation specified in subclause 6.2.2, and 6.2A.2, and 6.2D.2 of [3] apply.
[bookmark: _Toc13127667]6.2B.2.5	Inter-band EN-DC including both FR1 and FR2
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.3 and 6.2.3A of [4] and for NR single carrier and CA operation specified in subclause 6.2.2 of [2] and subclause 6.2.2, and 6.2A.2, and 6.2D.2 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127677]6.2B.3.4	Inter-band EN-DC including FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.4 and 6.2.4A of [4] and for NR single carrier and CA operation specified in subclause 6.2.3, and 6.2A.3, and 6.2D.3 of [3] apply.
[bookmark: _Toc13127678]6.2B.3.5	Inter-band EN-DC including both FR1 and FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.4 and 6.2.4A of [4] and for NR single carrier and CA operation specified in subclause 6.2.3 of [2] and subclause 6.2.3, and 6.2A.3, and 6.2D.3 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127713]6.3B	Output power dynamics for DC
[bookmark: _Toc13127714]6.3B.0	General
The E-UTRA and NR switching time mask defines the observation period between E-UTRA subframe and NR slot/mini-slot boundary. Both E-UTRA subframe and NR slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA subframe or NR slot/mini-slot having OFF power transmission, the general time mask for E-UTRA or NR shall apply.
For inter-band EN-DC, output power dynamics requirement for E-UTRA single carrier and CA operation specified in subclauses 6.3 of [4] and for NR single carrier and CA operation specified in subclause 6.3 of [2] and subclause 6.3, and 6.3A, and 6.3D. of [3] apply.
<Unchanged sections are omitted>
6.4B.1.4	Frequency error for inter-band EN-DC including FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in subclauses 6.5.1 and 6.5.1A of [4] and for NR single carrier and CA operation specified in subclause 6.4.1, and 6.4A.1, and 6.4D.1 of [3] apply.
6.4B.1.5		Frequency error for inter-band EN-DC including both FR1 and FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in subclauses 6.5.1 and 6.5.1A of [4] and for NR single carrier and CA operation specified in subclause 6.4.1 of [2] and subclause 6.4.1, and 6.4A.1, and 6.4D.1 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127735]6.4B.2.4	Transmit modulation quality for Inter-band EN-DC including FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in subclauses 6.5.2 and 6.5.2A of [4] and for NR single carrier and CA operation specified in subclause 6.4.2, and 6.4A.2, and 6.4D.2 of [3] apply. 
[bookmark: _Toc13127736]6.4B.2.5	Transmit modulation quality for inter-band EN-DC including both FR1 and FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in subclauses 6.5.2 and 6.5.2A of [4] and for NR single carrier and CA operation specified in subclause 6.4.2 of [2] and subclause 6.4.2, and 6.4A.2, and 6.4D.2 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127746]6.5B.1.4	Inter-band EN-DC including FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.1 and 6.6.1A of [4] and for NR single carrier and CA operation specified in subclause 6.5.1, and 6.5A.1, and 6.5D.1 of [3] apply.
[bookmark: _Toc13127747]6.5B.1.5	Inter-band EN-DC including both FR1 and FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.1 and 6.6.1A of [4] and for NR single carrier and CA operation specified in subclause 6.5.1 of [2] and subclause 6.5.1, and 6.5A.1, and 6.5D.1 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127761]6.5B.2.4	Inter-band EN-DC including FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.2 of [4] and for NR single carrier and CA operation specified in subclause 6.5.2, and 6.5A.2, and 6.5D.2 of [3] apply.
[bookmark: _Toc13127762]6.5B.2.5	Inter-band EN-DC including both FR1 and FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.2 of [4] and for NR single carrier and CA operation specified in subclause 6.5.2 of [2] and subclause 6.5.2, and 6.5A.2, and 6.5D.2 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc13127775]6.5B.3.4	Inter-band EN-DC including FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.3.1 and 6.6.3.1A of [4] and for NR single carrier and CA operation specified in subclause 6.5.3, and 6.5A.3, and 6.5D.3 of [3] apply.
[bookmark: _Toc13127776]6.5B.3.4.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.5.1-1, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements specified in TS 36.101 [4] are applied to the constituent E-UTRA bands for the EN-DC configuration.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.3.2 and 6.6.3.2A of [4] and for NR single carrier and CA operation specified in subclause 6.5.3.1, and 6.5A.3.1, and 6.5D.3.1 of [3] apply.
Table 6.5B.3.4.1-1: Void
[bookmark: _Toc13127777]6.5B.3.5	Inter-band EN-DC including both FR1 and FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.3.1 and 6.6.3.1A of [4] and for NR single carrier and CA operation specified in subclause 6.5.3.1 of [2] and subclause 6.5.3, and 6.5A.3, and 6.5D.3 of [3] apply.
[bookmark: _Toc13127778]6.5B.3.5.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in section 5.2B.6, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements for constituent E-UTRA and FR1 NR bands for the inter-band EN-DC are the same as those for the corresponding EN-DC configuration without the FR2 bands specified in 6.5B.3.2.2.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in subclauses 6.6.3.2 and 6.6.3.2A of [4] and for NR single carrier and CA operation specified in subclause 6.5.3.2 of [2] and subclause 6.5.3.1, and 6.5A.3.1, and 6.5D.3.1 of [3] apply.
Table 6.5B.3.5.1-1: Void
<Unchanged sections are omitted>
[bookmark: _Toc13085720]6.6B	Beam correspondence for DC
[bookmark: _Toc13127783]6.5B.5.1	Void
[bookmark: _Toc13127784]6.5B.5.2	Void
[bookmark: _Toc13127785]6.5B.5.3	Void
[bookmark: _Toc13127786]6.5B.5.3a	Void
6.5B.5.4	Inter-band EN-DC including FR2
Beam correspondence requirements specified in subclause 6.6 and 6.6A of [3] apply for each component carrier in NR FR2 bands.
6.5B.5.5	Inter-band EN-DC including both FR1 and FR2
Beam correspondence requirements specified in subclause 6.6 and 6.6A of [3] apply for each component carrier in NR FR2 bands.
<Unchanged sections are omitted>
[bookmark: _Toc13127799]7.3B	Reference sensitivity level for DC
[bookmark: _Toc13127800]7.3B.1	General
For EN-DC, E-UTRA and NR single carrier, CA , and MIMO operation of REFSENS requirements defined in [2], [3] and [4] apply to all downlink bands of EN-DC configurations listed in  clause 5.5B, unless sensitivity degradation exception is allowed in this clause of this specification, section 7.3 in TS 38.101-1 [2] or section 7.3 in TS 36.101 [4]. Allowed exceptions specified in this clause also apply to any higher order EN-DC configuration combination containing one of the band combinations that exception is allowed for. Reference sensitivity exeptions are specified by applying maximum sensitivity degradation (MSD) into applicaple REFSENS requirement. EN-DC REFSENS requirements shall be met for NR uplink transmissions using QPSK DFT-s-OFDM waveforms as defined in clause 7.3.2 [2]. Unless otherwise specified UL allocation uses the lowest SCS allowable for a given channel BW.
In case of interband EN-DC the receiver REFSENS requirements in this clause do not apply for 1.4 and 3 MHz E-UTRA carriers. For the case of inter-band EN-DC with a single carrier per cell group and multi carrier per cell group, in addition to the E-UTRA and NR single carrier, CA, and MIMO operation of  REFSENS requirements defined in [2], [3], and [4], the REFSENS requirements specified therein also apply with both downlink carriers and both uplink carriers active unless sensitivity exceptions are allowed in this clause of this specification, section 7.3 in TS 38.101-1 [2] or section 7.3 in TS 36.101 [4].  Limits on configured maximum output power for the uplink according to subclause 6.2B.4 shall apply.
NOTE:	For inter-band EN-DC, the reference sensitivity requirement with both uplink carriers active is allowed to be verified for only a single inter-band EN-DC configuration per NR band.
<Unchanged sections are omitted>
7.4B.4	Inter-band EN-DC including FR2
Maximum input level requirement for E-UTRA single carrier and CA operation specified in subclauses 7.4.1 and 7.4.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.4, and 7.4A, and 7.4B of [3] apply.
7.4B.5	Inter-band EN-DC including both FR1 and FR2
Maximum input level requirement for E-UTRA single carrier and CA operation specified in subclauses 7.4.1 and 7.4.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.4, and 7.4A, and 7.4B of [2] and [3] apply.
<Unchanged sections are omitted>
7.5B.4	Inter-band EN-DC including FR2
Adjacent channel selectivity requirement for E-UTRA single carrier and CA operation specified in subclauses 7.5.1 and 7.5.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.5, and 7.5A, and 7.5B of [3] apply.
7.5B.5	Inter-band EN-DC including both FR1 and FR2
Adjacent channel selectivity requirement for E-UTRA single carrier and CA operation specified in subclauses 7.5.1 and 7.5.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.5, and 7.5A, and 7.5B of [2] and [3] apply.
<Unchanged sections are omitted>
7.6B.2.4	Inter-band EN-DC including FR2
Inband blocking requirement for E-UTRA single carrier and CA operation specified in subclauses 7.6.1.1 and 7.6.1.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.6.2, and 7.6A.2, and 7.6B.2 of [3] apply.
7.6B.2.5	Inter-band EN-DC including both FR1 and FR2
Inband blocking requirement for E-UTRA single carrier and CA operation specified in subclauses 7.6.1.1 and 7.6.1.1A of [4] and for NR single carrier and CA operation specified in subclauses 7.6.2, and 7.6A.2, and 7.6B.2 of [2] and [3] apply.
<Unchanged sections are omitted>

