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Start of Change #1

7.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
For UE which supports mandatory UE features with capability signalling the additional performance requirements from Table 7.1.1.4-1 should be applied.
Table 7.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR2 TDD
	PDSCH
	7.2.2.2.1 Minimum requirements for PDSCH Mapping Type-A  (Test 2-1 to 2-6)
	

	Support of 1 port PTRS (onePortsPTRS)
	FR2 TDD
	PDSCH
	All test cases
	



End of Change #1



Start of Change #2

[bookmark: _Toc13090804]8.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
For UE which supports mandatory UE features with capability signalling the additional performance requirements from Table 8.1.1.4-1 should be applied.
Table 8.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR2 TDD
	PDSCH
	8.2.2.2.1.1 Minimum requirement for periodic CQI reporting

8.4.2.2 (Test 1 – 3)
	

	[bookmark: _GoBack]Support of 1 port PTRS (onePortsPTRS)
	FR2 TDD
	PDSCH
	All test cases
	




End of Change #2

