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1	Introduction
2B NR CA of CA_n28-n257 was approved in RAN#84[1]. This TP is to capture the basic aspects for the CA. 

2	Combination proposed
Combinations proposed in [1] are as below. 

Table 2-1: CA band combination of band n28 + n257
	NR CA Band
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n28-n257
	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n257
	26500 MHz
	–
	29500 MHz
	26500 MHz
	–
	29500 MHz
	TDD



Table 2-2: Supported bandwidths per CA band combination of CA_n28-n257
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n28A-n257A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	[bookmark: OLE_LINK25]Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	60
	
	
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n28A-n257D
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257G
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257G in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257H
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257H in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257I
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257I in Table 5.5A.1-2 in TS 38.101-2
	

	
	
	n257
	See CA_n257I in Table 5.5A.1-2 in TS 38.101-2
	



3.  Co-existence
UL harmonics for CA_n28-n257 are as below. 

Table 3-1: Band n28 and Band n257 UL harmonics products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	79500
	88500

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2812
	2992
	106000
	118000

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3515
	3740
	132500
	147500

	6th harmonics frequency limits
	6*fx_low
	6*fx_high
	6* fy_low
	6* fy_high

	6th harmonics frequency limits (MHz)
	4218
	4488
	159000
	177000

	7th harmonics frequency limits
	7*fx_low
	7*fx_high
	7* fy_low
	7* fy_high

	7th harmonics frequency limits (MHz)
	4921
	5236
	185500
	206500



4. Delta Tib/Rib
From delta Tib/Rib of DC_28_n257, the proposal for CA_n28-n257 is:
Table 4-1: ΔTIB of constituent 2 band combo.
	Inter-band EN-DC configuration
	NR Band
	ΔTIB,c (dB)

	CA_n28-n257
	n28
	0

	
	n257
	0



Table 4-2: ΔRIB of constituent 2 band combo.
	Inter-band EN-DC configuration
	NR Band
	ΔRIB,c (dB)

	CA_n28-n257
	n28
	0

	
	n257
	0




5.  REFSENS
As mentioned in section 3, REFSENSE due to harmonic is not expected. 
6.  Conclusion
This paper proposes study results of CA_n28-n257. 
TP is shown in Annex.

7.  Reference
[1]  RP-191565  Revised WI: Rel-16 NR inter-band CA/DC for 2 bands DL with up to 2 bands UL; rapporteur: ZTE



Annex.   Proposed text for TR38.716-02-00: NR 2B CA/DC
[Unchanged Parts Skipped]

8.x			CA_n28-n257
[bookmark: _Toc520972130]8.x.1		Common for 1 band UL and 2 bands UL CA
8.x.1.1		Operating bands for CA
Table 8.x.1.1-1: CA band combination of band n28+n257
	NR CA Band
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n28-n257
	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n257
	26500 MHz
	–
	29500 MHz
	26500 MHz
	–
	29500 MHz
	TDD



[bookmark: _Toc507677572][bookmark: _Toc500344698][bookmark: _Toc494295349][bookmark: _Toc512349350][bookmark: _Toc492044186][bookmark: _Toc492043932][bookmark: _Toc495923446]8.x.1.2		Channel bandwidths per operating band for CA
Table 8.x.1.2-1: Supported bandwidths per CA band combination of band n28+n257
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n28A-n257A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	60
	
	
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n28A-n257D
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257G
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257G in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257H
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257H in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n28A-n257I
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	See CA_n257I in Table 5.5A.1-2 in TS 38.101-2
	

	
	
	n257
	See CA_n257I in Table 5.5A.1-2 in TS 38.101-2
	



[bookmark: _Toc492044187][bookmark: _Toc500344699][bookmark: _Toc494295350][bookmark: _Toc507677573][bookmark: _Toc495923447][bookmark: _Toc512349351][bookmark: _Toc492043933]8.x.1.3		Co-existence studies
Table 8.x.1.3-1 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n28-n257.
Table 8.x.1.3-1: Impact of UL/DL Harmonic 
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	79500
	88500

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2812
	2992
	106000
	118000

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3515
	3740
	132500
	147500

	6th harmonics frequency limits
	6*fx_low
	6*fx_high
	6* fy_low
	6* fy_high

	6th harmonics frequency limits (MHz)
	4218
	4488
	159000
	177000

	7th harmonics frequency limits
	7*fx_low
	7*fx_high
	7* fy_low
	7* fy_high

	7th harmonics frequency limits (MHz)
	4921
	5236
	185500
	206500



[bookmark: _Toc495923448][bookmark: _Toc494295351][bookmark: _Toc512349352][bookmark: _Toc507677574][bookmark: _Toc492044188][bookmark: _Toc500344700][bookmark: _Toc492043935]8.x.1.4		∆TIB and ∆RIB values
For CA_n-n257, the TIB,c and RIB,c values for UEs not supporting simultaneous Rx/Tx are given in the tables below.
Table 8.x.1.4-1: ΔTIB,c
	Inter-band EN-DC configuration
	NR Band
	ΔTIB,c (dB)

	CA_n28-n257
	n28
	0

	
	n257
	0



Table 8.x.1.4-2: ΔRIB,c
	Inter-band EN-DC configuration
	NR Band
	ΔRIB,c (dB)

	CA_n28-n257
	n28
	0

	
	n257
	0




8.x.1.5		REFSEN requirements
As mentioned in section 8.x.1.3, REFSENSE due to harmonic is not expected. 


[Unchanged Parts Skipped]
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