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<START OF  CHANGE>
[bookmark: _Toc13079579]4.4	Base station classes
[bookmark: _Hlk487019015][bookmark: _Hlk497643052]The requirements in this specification apply to Wide Area Base Stations, Medium Range Base Stations and Local Area Base Stations unless otherwise stated. The associated deployment scenarios for each class are exactly the same for BS with and without connectors.
For BS type 1-O and 2-O, BS classes are defined as indicated below:
-	Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum distance along the ground equal to 35 m.
-	Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum distance along the ground equal to 5 m.
-	Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum distance along the ground equal to 2 m.
For BS type 1-C and 1-H, BS classes are defined as indicated below:
-	Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equal to 70 dB.
-	Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum coupling loss equals to 53 dB.
-	Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equal to 45 dB.
<END OF CHANGE>

<START OF CHANGE>
[bookmark: _Toc13079895]10.8.3	Minimum requirem15.6.0ent for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals applies to all supported polarizations, under the assumption of polarization match.
Throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted signal at the assigned channel frequency and two OTA interfering signals provided at the RIB using the parameters in tables 10.8.3-1 and 10.8.3-2. All of the OTA test signals arrive from the same direction, and the requirement is valid if the signals arrive from any direction within the OTA REFSENS RoAoA. The reference measurement channel for the wanted signal is identified in table 10.3.3-1 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The subcarrier spacing for the modulated interfering signal shall be the same as the subcarrier spacing for the wanted signal.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges.
Table 10.8.3-1: General intermodulation requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	50, 100, 200, 400
	EISREFSENS + 6
	EISREFSENS_50M + 25 + ΔFR2_REFSENS
	See Table 10.8.3-2

	NOTE:	EISREFSENS and EISREFSENS_50M are given in subclause 10.3.3.



Table 10.8.3-2: Interfering signals for intermodulation requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal

	50 MHz
	±7.5
	CW

	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	100 MHz

	±6.88
	CW

	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	200 MHz

	±5.64
	CW

	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	400 MHz
	±6.02
	CW

	
	±45
	50MHz DFT-s-OFDM NR signal
(Note 1)

	NOTE 1: Number of RBs is 64 for the 60 kHz subcarrier spacing, 32 for the 120 kHz subcarrier spacing



<END OF CHANGE>
