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1. Introduction

In RAN#84 meeting, the revised WID on Rel-16 NR intra band Carrier Aggregation for xCC DL/yCC UL including contiguous and non-contiguous spectrum (x>=y)  was approved [1], in which the latest NR intra band Carrier Aggregation was attached. In this contribution, a text proposal is provided for CA_2DL_n1B_1UL _n1A in TR 38.716-01-01.
2. Text proposal
----- < Unchanged sections omitted > -----

5.X
CA_2DL_n1B_ 1UL_n1A
5.X.1 Operating band for CA
Table 5.X.1-1: intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n1
	n1


5.X.2 Channel bandwidths per operating band for CA 
Table 5.X.2-1: Supported bandwidth combinations for CA_2DL_n1B_1UL _n1A

	NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier

[MHz]
	Channel bandwidths for carrier

[MHz]
	Aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	40
	0

	
	
	15
	15,20
	
	

	
	
	20
	20
	
	


5.X.3 Co-existence studies
There are no co-existence issues for this combination.
----- < End of changes >-----
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