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1 Introduction
The WID for NR DC was updated in RAN #84 meeting. This contribution provides a TP for TR 37.716-21-11 to finish the UE RF requirements for the band combination. 
2 Discussion
This inter-band ENDC combination is subjected to the 3rd order IM issues. The frequency points related to the MSD test conditions are summarized as the following table.
Table 1 MSD test conditions for DC_7-40_n1_2UL_40_n1
	ENDC
	UL band
	IMD
	UL Fc [MHz]
	UL BW [MHz]
	UL  [RB]
	DL Band
	IMD center [MHz]
	DL BW [MHz]

	DC_7A-40A_n1A
	n1
	IMD3
	|2*fB40 – fn1|
	1970
	5
	25
	B7
	2650
	5

	
	B40
	
	
	2310
	5
	25
	
	
	


We use main/diversity antenna topology as RF front-end architecture in our analysis, as shown in figure 1. The component linearity assumptions are listed in table 2, and the component attenuation and isolation values are listed in table 3.
Table 2 General linearity parameters

	Component
	IP3(dBm)

	Antenna switch
	68

	Diplexer
	86

	Duplexer
	74

	PA forward mixing
	32

	PA reverse mixing
	30

	LNA
	-6
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Figure 1 main/diversity antenna topology
Table 3 Attenuation and isolation values
	Attenuation and Isolation Parameter
	Value (dB)
	Comment

	Antenna ISO
	10
	Main antenna to diversity antenna

	PA gain
	25
	

	PCB isolation Paout-Pain
	60
	PCB isolation (PA forward mixing)

	Band7 Duplexer at n1 Tx
	40
	

	Band7 Duplexer at B40 Tx
	45
	


In general understanding, the MSD requirements due to the IMD3 issue was dominated by the PA forward mixing interference. According to dual uplink of Band n1 + Band 40, the IMD3 issue was dominated by B7 LNA IMD interference via filters.The key path is through the filter coupling path by which the Band7 Duplexer at n1 Tx and B40 Tx shall be considered during the calculation. According to RF front-end architecture, MSD calculation for victim Rx of band 7 is based on the IMD3 interference.Table 4 and Table 5 summarize the MSD analysis results for DC_7-40_n1 with UL band 40 and n1.

Table 4 MSD calculation for victim Rx of band 7
	Component
	IMD3(dBm)

	
	Main_@Antenna
	Div_@Antenna

	B40 PA Forward mixing interference
	-70.9
	

	n1 PA Forward mixing interference
	-103.8
	

	B40 PA Reserve mixing interference
	-77
	

	n1 PA Reserve mixing interference
	-127
	

	Diplexer (H-H)
	-117.5
	

	B40 SAW
	-93.5
	

	B7 LNA via filters
	-59.4
	

	B7 LNA via PCB coupling
	-88.9
	

	Diplexer (L-H)
	-110.5
	-141.5

	Antenna switch
	-83
	-106

	interference From main path
	
	-69

	Total
	-59
	-69


Table 5 MSD requirements for DC_7-40_n1 with UL band 40 and n1
	EDDC
	UL Band
	IMD
	UL Fc [MHz]
	UL BW [MHz]
	UL  [RB]
	DL Band
	IMD center [MHz]
	DL BW [MHz]
	MSD [dB]

	DC_7-40_n1
	n1
	IMD3
	|2*fB40 – fn1|
	1970
	5
	25
	B7
	2650
	5
	32.1

	
	B40
	
	
	2310
	5
	25
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<TP for TR 37.716-21-11>
5.1.x
DC_7-40_n1
5.1.x.1
Operating bands for DC

Table 5.1.x.1-1: Band combinations EN-DC (three bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_7-40_n1
	CA_7-40
	n1
	No


5.1.x.2
Configurations for DC
Table 5.1.x.2-1: Inter-band EN-DC configurations (three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_7A-40A_n1A
	DC_7A_n1A
DC_40A_n1A
	CA_7A-40A
	n1A


5.1.x.3
∆TIB and ∆RIB values
For DC_7-40_n1, the (TIB,c and (RIB,c values are given in the tables below.

Table 5.1.x.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_7-40_n1
	7
	0.8

	
	40
	0.9

	
	n1
	0.6


Table 5.1.x.3-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_7-40_n1
	7
	0.3

	
	40
	0.8

	
	n1
	0


5.1.x.4
REFSENS requirements
For UE coexistence study of Band 40 + Band n1, the 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 5.1.x.4-1.

Table 5.1.x.4-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	2300
	2400

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	4600
	4800

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	6900
	7200

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	7680
	7920
	9200
	9600

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	9600
	9900
	11500
	12000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	320
	480
	4220
	4380

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1440
	1660
	2620
	2880

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6140
	6360
	6520
	6780

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3360
	3640
	4920
	5280

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8060
	8340
	8820
	9180

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	960
	640
	8440
	8760

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	7680
	7220
	5620
	5280

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	3360
	2940
	1340
	960

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11120
	11580
	9980
	10320

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10740
	11160
	10360
	10740


For UE coexistence study of Band 7 + Band n1, the 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 5.1.x.4-2
Table 5.1.x.4-2: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	2500
	2570

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	5000
	5140

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	7500
	7710

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	7680
	7920
	10000
	10280

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	9600
	9900
	12500
	12850

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	520
	650
	4420
	4550

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1270
	1460
	3020
	3220

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6340
	6530
	6920
	7120

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3190
	3440
	5520
	5790

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8260
	8510
	9420
	9690

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1300
	1040
	8840
	9100

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8360
	8020
	5420
	5110

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	3870
	3540
	940
	620

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11920
	12260
	10180
	10490

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11340
	11670
	10760
	11080


Based on co-existence study as presented in the table 5.1.x.4-1, IMD3 of band40 and band n1 will fall into band7 Rx.
Based on co-existence study as presented in the table 5.1.x.4-2, there is no MSD issue on the own Rx impact of the 3rd band when band7 and band n1 are uplink. 
According to the analysis, the MSD value is shown below, caused by IMD3 of band40 and n1.

Table 7.3B.2.3.5.2-1: Reference sensitivity exceptions for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL

LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	DC_7A-40A_n1A
	n1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	7
	2530
	5
	25
	2650
	32.1
	FDD
	IMD3

	
	40
	2310
	5
	25
	2310
	N/A
	TDD
	N/A


<End of TP >

3GPP


