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<Start of Changes>
7.6B.4
Narrow band blocking for DC in FR1

7.6B.4.1
Intra-band contiguous EN-DC in FR1

Intra-band contiguous EN-DC narrow band blocking requirement and parameters are defined in Table 7.6B.4.1-1.

Table 7.6B.4.1-1: Narrow band blocking parameters

	EN-DC Aggregated Bandwidth, MHz
	≤100
	>100, ≤120
	>120, ≤140
	>140, ≤160

	Pw in Transmission Bandwidth Configuration, perCC, dBm
	REFSENS + Aggregated BW specific value below

	
	16

	PUW, dBm (CW)
	-55

	NOTE 1:
Jammer offset is from Table 7.6.3.1A-1[4] for NR carrier ≤20MHz, jammer offset is from Table 7.6.4-1[2] for NR carrier ≤40MHz and >20MHz and is applied from the lowest edge of the lowest carrier and the highest edge of the highest carrier
NOTE 2:
For NR carrier, the transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L,f,c as defined in subclause 6.2.4 from TS 38.101-1 [2].

NOTE 3:
For E-UTRA carrier, the transmitter shall be set to 4dB below PCMAX_L,c at the minimum uplink configuration specified in Table 7.3.1-2 [4] with PCMAX_L,c as defined in subclause 6.2B.4 for single carrier.

NOTE 4:
If NR carrier BW > 40 MHz, no narrow band blocking requirements apply when blocker is applied at the edge of the NR carrier.


<End of Change>
