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7.4.2.2	TDD
Table 7.4.2.2-1: Test parameters for PBCH
	Parameter
	Unit
	Single antenna port

	Physical Cell ID
	
	0

	Cyclic prefix
	
	Normal

	Number of SS/PBCH blocks within an SS burst set periodicity
	
	1

	SS/PBCH block index Note1
	
	0

	SS/PBCH block periodicity
	ms
	20

	TDD UL-DL pattern
	
	FR2.120-1

	Note 1:	as specified in clause 4.1 of TS 38.213 [11]
Note 2:	as specified in clause 11.1 of TS 38.213 [11]



For the parameters specified in Table 7.4.2.2-1 the average probability of a miss-detected PBCH (Pm-bch) shall be below the specified values in Table 7.4.2.2-2 in case SS/PBCH block index is not known and below the specified values in Table.7.4.2.2-3 in case SS/PBCH block index is known. The downlink physical setup is in accordance with Annex C.5.1.
Table 7.4.2.2-2: Minimum performance PBCH in case SS/PBCH block index is not known
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Reference channel
	Propagation condition
	Antenna configuration and correlation matrix
	Reference value

	
	
	
	
	
	Pm-bch (%)
	SNRBB (dB)

	1
	100 / 120
	R.PBCH.5
	[TDLA30-300]
	1 x 2 Low
	1
	-6.3

	2
	100 / 240
	R.PBCH.6
	[TDLA30-75]
	1 x 2 Low
	1
	-6.1



Table 7.4.2.2-3	Minimum performance PBCH in case SS/PBCH block index is known
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Reference channel
	Propagation condition
	Antenna configuration and correlation matrix
	Reference value

	
	
	
	
	
	Pm-bch (%)
	PBCH SNR (dB)

	1
	100 / 120
	R.PBCH.5
	TDLA30-300
	1 x 2 Low
	1
	-7.9

	2
	100 / 240
	R.PBCH.6
	TDLA30-75
	1 x 2 Low
	1
	-7.6
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