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[bookmark: _Toc468890682]

	[bookmark: _Toc518033527]  1st Modification        



8.13.3.1	E-UTRAN intra frequency measurements by UE category M1 with CE mode B
The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour cell list containing physical layer cell identities. During the RRC_CONNECTED state the UE shall continuously measure identified intra frequency cells and additionally search for and identify new intra frequency cells.
8.13.3.1.1	E-UTRAN FDD intra frequency measurements
8.13.3.1.1.1	E-UTRAN intra frequency measurements when no DRX is used
[no change until subclause 8.13.3.1.1.1.1] 

8.13.3.1.1.1.1	Measurement Reporting Requirements
8.13.3.1.1.1.1.1	Periodic Reporting
Reported RSRP measurement contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.21.39.1.17.3 and 9.1.21.4.

	  2nd Modification        



8.13.3.2	E-UTRAN E-CID Measurements Requirements for UE category M1 with CE mode B
8.13.3.2.1	E-UTRAN FDD Intra-frequency E-CID RSRP Measurements
[no change until subclause 8.13.3.2.1.3] 

8.13.3.2.1.3	Measurement Reporting Delay
This requirement assumes that that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: pusch-maxNumRepetitionCEmodeB x TTIDCCH, where pusch-maxNumRepetitionCEmodeB [2] is the maximum number of PUSCH repetitions configured for the UE in CE Mode B provided that pusch-maxNumRepetitionCEmodeB >1, otherwise uncertainty is defined as 2 x TTIDCCH. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
Reported RSRP measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.1.21.39.1.17.3 and 9.1.21.49.1.17.4 respectively.

	  3rd Modification        



8.13.3.2.2	E-UTRAN HD-FDD Intra-frequency E-CID RSRP Measurements
[no change until subclause 8.13.3.2.2.3] 

8.13.3.2.2.3	Measurement Reporting Delay
This requirement assumes that that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: pusch-maxNumRepetitionCEmodeB x TTIDCCH, where pusch-maxNumRepetitionCEmodeB [2] is the maximum number of PUSCH repetitions configured for the UE in CE Mode B provided that pusch-maxNumRepetitionCEmodeB >1, otherwise uncertainty is defined as 2 x TTIDCCH. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
Reported RSRP measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.1.21.39.1.17.3 and 9.1.21.49.1.17.4 respectively.

	  4th Modification        



8.13.3.2.3	E-UTRAN TDD Intra-frequency E-CID RSRP Measurements
[no change until subclause 8.13.3.2.3.3] 

8.13.3.2.3.3	Measurement Reporting Delay
This requirement assumes that that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: pusch-maxNumRepetitionCEmodeB x TTIDCCH, where pusch-maxNumRepetitionCEmodeB [2] is the maximum number of PUSCH repetitions configured for the UE in CE Mode B provided that pusch-maxNumRepetitionCEmodeB >1, otherwise uncertainty is defined as 2 x TTIDCCH. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
Reported RSRP measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.1.21.39.1.17.3 and 9.1.21.49.1.17.4 respectively.

	  End of Modifications        



