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***************************** Start of the CR ********************************
5.5F	Operating bands for category NB1
Category NB1 is designed to operate in the E-UTRA operating bands 1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66 which are defined in Table 5.5-1. Category NB1 system operates in HD-FDD duplex mode.

In case UE receives network signaling value NS-04 on operating band 26 then the lower limit of band 26 uplink is 814.1 MHz and lower limit of downlink is 859.1 MHz to account for the PLMR emission requirement. 



***************************** un-changed section ********************************

6.2.4F	UE maximum output power with additional requirements for category NB1 UE
Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power are specified. For the agreed E-UTRA bands for category NB1 UE an A-MPR of 0 dB shall be allowed unless specified otherwise. 
Table 6.2.4F-1: Additional Maximum Power Reduction (A-MPR) for category NB1 and NB2 UE
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	A-MPR (dB)

	[bookmark: _GoBack]NS_04
	5.5F
	26
	N/A






***************************** End of the CR ********************************

