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<Start of first modified section>

9.2.2
Requirements applicability

The requirements in clause 9.2 apply, provided:

-
The cell being identified or measured is detectable,
-
The periodicity of the SMTC is no less than the periodicity of the SSBs of the cell on the same frequency.
An intra-frequency cell shall be considered detectable when for each relevant SSB:

-
SS-RSRP related side conditions given in clauses 10.1.2 and 10.1.3 for FR1 and FR2, respectively, for a corresponding Band,

-
SS-RSRQ related side conditions given in clauses 10.1.7 and 10.1.8 for FR1 and FR2, respectively, for a corresponding Band,

-
SS-SINR related side conditions given in clauses 10.1.12 and 10.1.13 for FR1 and FR2, respectively, for a corresponding Band,

-
SSB_RP and SSB Ês/Iot according to Annex B.2.2 for a corresponding Band.
<End of first modified section>

<Start of second modified section>

9.3.2
Requirements applicability

The requirements in clause 9.3 apply, provided:

-
The cell being identified or measured is detectable,
-
The periodicity of the SMTC is no less than the periodicity of the SSBs of the cell on the same frequency.
An inter-frequency cell shall be considered detectable when for each relevant SSB:

-
SS-RSRP related side conditions given in clauses 10.1.4 and 10.1.5 for FR1 and FR2, respectively, for a corresponding Band,

-
SS-RSRQ related side conditions given in clauses 10.1.9 and 10.1.10 for FR1 and FR2, respectively, for a corresponding Band,

-
SS-SINR related side conditions given in clauses 10.1.14 and 10.1.15 for FR1 and FR2, respectively, for a corresponding Band,

-
SSB_RP and SSB Ês/Iot according to Annex B.2.3 for a corresponding Band.
<End of second modified section>
