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1. Introduction
In RAN#83 meeting, the revised WID on Rel-16 NR inter-band CA/DC for 2 bands DL with up to 2 bands UL was approved [1], in which the latest NR inter-band CA for 2 bands DL with up to 2 bands UL was attached. This contribution is a text proposal for TR 38.716-02-00 to include CA_n48A_n66A CA_n48C-66A and CA_n48(2A)-n66A.
2. Reference
[1] RP-190494, Revised WID on on Rel-16 NR inter-band CA/DC for 2 bands DL with up to 2 bands UL, ZTE Wistron Telecom AB.
3. Text Proposal

<Start of Text Proposal>
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Unchanged text omitted>
[bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]6.x			CA_n48-n66, CA_n48-n48-n66
[bookmark: _Toc520972130]6.x.1		Common for 1 band UL and 2 bands UL CA
6.x.1.1		Operating bands for CA
Table 6.x.1.1-1: CA band combination of band n48+n66
	NR CA Band
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_n48-n66
CA_n48-n48-n66
	n48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD



[bookmark: _Toc507677572][bookmark: _Toc500344698][bookmark: _Toc494295349][bookmark: _Toc512349350][bookmark: _Toc492044186][bookmark: _Toc492043932][bookmark: _Toc495923446]6.x.1.2		Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n48+n66
	CA operating / channel bandwidth [MHz]

	NR CA configuration
	NR Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100 
	Bandwidth combination set

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	CA_n48C-n66A
	CA_n48A-n66A
	n48
	See CA_n48C Bandwidth Combination in Table 5.5A.1-1 of 38.101-1
	0

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	See CA_n48(2A)Bandwidth Combination in Table 5.5A.2-1 of 38.101-1
	0

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	Note 1: This UE channel bandwidth is applicable only to DL



[bookmark: _Toc492044187][bookmark: _Toc500344699][bookmark: _Toc494295350][bookmark: _Toc507677573][bookmark: _Toc495923447][bookmark: _Toc512349351][bookmark: _Toc492043933]6.x.1.3		Co-existence studies
Table 6.x.1.3-1 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n48-n66.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	 
	 
	 
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n48
	3550
	3700
	3550
	3700
	7100
	7400
	10650
	11100
	14200
	14800
	17750
	18500

	n66
	1710
	1780
	2110
	2200
	3420
	3560
	5130
	5340
	6840
	7120
	8550
	8900



Based on Table 6.x.1.3-1, it can be seen that the 2nd harmonic interference for band n66 UL will impact the receive frequency of  n48.
[bookmark: _Toc495923448][bookmark: _Toc494295351][bookmark: _Toc512349352][bookmark: _Toc507677574][bookmark: _Toc492044188][bookmark: _Toc500344700][bookmark: _Toc492043935]6.x.1.4		∆TIB and ∆RIB values
For CA_n48-n66, the TIB,c and RIB,c values for UEs are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n48-n66
CA_n48-n48-n66
	n48
	0.8

	
	n66
	0.6


Table 6.x.1.4-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c [dB]

	[bookmark: OLE_LINK6]CA_n48-n66
CA_n48-n48-n66
	n48
	0.5

	
	n66
	0.2



6.x.1.5		REFSEN requirements
Due to identified harmonic issues, MSD for CA_n48-n66 is derived and need to be defined in 38.101-1 as below.
Table 6.x.1.5-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n66
	n481, 2
	27.1
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.94
	16.14
	14.84
	14.34
	13.84

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for CA_n48-n66.


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration



Table 6.x.1.5-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1 
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n66
	n48
	12
	25
	36
	50
	
	
	100
	128
	160
	200
	200
	200



6.x.2	Specific for 2 bands UL CA
6.x.2.1		UE co-existence studies
Table 6.x.2.1-1 lists Band n48 + Band n66 2UL bands CA 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.x.2.1-1: Band n48 and Band n66 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1780
	3550
	3700

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1990
	1770
	5260
	5480

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	280
	10
	5320
	5690

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6970
	7260
	8810
	9180

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3980
	3540
	10520
	10960

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1430
	1790
	8870
	9390

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8680
	9040
	12360
	12880

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	13090
	12420
	3570
	3140

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15910
	16580
	10390
	10820

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	7680
	7090
	1760
	2270

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14070
	14660
	12230
	12740


Based on Table 6.x.2.1-1, the 5th order IMD may also fall into Rx frequencies of band n66 and no IMD falls into its band n48 Rx frequencies since band n48 is TDD band.
Table 6.x.2.1-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.x.2.1-2: Protected bands for the 2UL bands CA configuration
	UL NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n48-n66
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 24, 25, 26, 27, 29, 30, 41, 50, 51, 66, 70, 71, 74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	



6.x.2.2		REFSENS requirements
Table 6.x.2.2-1 lists the MSD required due to 5th IMD for the dual uplink configuration.
Table 6.x.2.2-1: MSD due to IMD issue
	Operating band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	CA
Configuration
	Operating band
	UL Fc
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n48A-n66A
CA_n48C-n66A
CA_n48(2A)-n66A
	n48
	3660
	5
	25
	3660
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5



<End of Text Proposal>
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