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[bookmark: _Toc5266435]========================= First Change Request ===========================
5.3A.4	UE channel bandwidth per operating band for CA
For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5A.1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set, UE can indicate support of several bandwidth combination sets per carrier aggregation configuration. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
[bookmark: OLE_LINK22]For intra-band non-contiguous downlink carrier aggregation, a carrier aggregation configuration is a single operating band supporting two or more sub-blocks, each supporting a carrier aggregation bandwidth class. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
[bookmark: OLE_LINK21]Frequency separation class specified in Table 5.3A.4-2 indicates the maximum frequency span between lower edge of lowest component carrier and upper edge of highest component carrier that UE can support per band in downlink or uplink respectively. 
For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class.
Table 5.3A.4-1: CA bandwidth classes
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	 1,2,3,4

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz 
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz 
	4
	

	NOTE 1:	Maximum supported component carrier bandwidths for fallback groups 1, 2, 3 and 4 are 400 MHz, 200 MHz, 100 MHz and 100 MHz respectively.
NOTE 2:	It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.



Table 5.3A.4-2: Frequency separation classes
	Frequency separation class
	Frequency separation (Fs) 

	I
	Fs ≤ 800 MHz

	II
	Fs ≤ 1200 MHz

	III
	Fs ≤ 1400 MHz


[bookmark: _Toc5266448]
========================= Second Change Request ===========================
5.4A	Channel arrangement for CA
[bookmark: _Toc5266449]5.4A.1	Channel spacing for CA
For intra-band contiguous carrier aggregation with two or more component carriers, the nominal channel spacing between two adjacent NR component carriers is defined as the following unless stated otherwise:
For NR operating bands with 60kHz channel raster:


with
n = µ0 – 2n
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR component carriers according to Table 5.3.2-1 with values in MHz, o0 the largest  value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1, and GBChannel(i) the minimum guard band for channel bandwidth i according to Table 5.3.3-1 for the said  value, with  as defined in TS 38.211 [9]. 
The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of sub-carrier spacing less than the nominal channel spacing to optimize performance in a particular deployment scenario.
3
错误!文档中没有指定样式的文字。
错误!文档中没有指定样式的文字。

For intra-band non-contiguous carrier aggregation, the channel spacing between two NR component carriers in different sub-blocks shall be larger than the nominal channel spacing defined in this subclause.
3GPP

========================= Third Change Request ===========================
[bookmark: _Toc5266465]6.2.2.1	UE maximum output power reduction for power class 1
For power class 1, MPR for contiguous allocations is defined as:
MPR = max(MPRWT, MPRnarrow)
Where,
	MPRnarrow = 14.4 dB, when BWalloc,RB ≤is less than or equal to 1.44 MHz, MPRnarrow = 10 dB, when 1.44 MHz < BWalloc,RB ≤ 10.8 MHz, where BWalloc,RB is the bandwidth of the RB allocation size.
	MPRWT is the maximum power reduction due to modulation orders, transmission bandwidth configurations listed in table 5.3.2-1, and waveform types. MPRWT is defined in Tables 6.2.2.1-1 and 6.2.2.1-2.
Table 6.2.2.1-1 MPRWT for power class 1, BWchannel ≤ 200 MHz
	Modulation
	MPRWT (dB), BWchannel ≤ 200 MHz

	
	Outer RB allocations 
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.5
	0.0
	≤ 3.0

	
	QPSK
	≤ 6.5
	0.0
	≤ 3.0

	
	16 QAM
	≤ 6.5
	≤ 4.0
	≤ 4.0

	
	64 QAM
	≤ 6.5
	≤ 5.0
	≤ 5.0

	CP-OFDM
	QPSK
	≤ 7.0
	≤ 4.5
	≤ 4.5

	
	16 QAM
	≤ 7.0
	≤ 5.5
	≤ 5.5

	
	64 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5



Table 6.2.2.1-2 MPRWT for power class 1, BWchannel = 400 MHz
	Modulation
	MPRWT (dB), BWchannel = 400 MHz

	
	Outer RB allocations 
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.5
	0.0
	≤ 3.0

	
	QPSK
	≤ 6.5
	0.0
	≤ 3.5

	
	16 QAM
	≤ 6.5
	≤ 4.5
	≤ 4.5

	
	64 QAM
	≤ 6.5
	≤ 6.5
	≤ 6.5

	CP-OFDM
	QPSK
	≤ 7.0
	≤ 5.0
	≤ 5.0

	
	16 QAM
	≤ 7.0
	≤ 6.5
	≤ 6.5

	
	64 QAM
	≤ 9.0
	≤ 9.0
	≤ 9.0



Where the following parameters are defined to specify valid RB allocation ranges for the RB allocations regions in Tables 6.2.2.1-1 and 6.2.2.1-2:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1.
RBend = RBStart + LCRB - 1
RBStart,Low = Max(1, Floor(LCRB/2))
RBStart,High = NRB – RBStart,Low – LCRB
An RB allocation is an Outer RB allocation if
RBStart < RBStart,Low OR RBStart > RBStart,High OR LCRB > Ceil(NRB/2) 
An RB allocation belonging to table 6.2.2.1-1 is a Region 1 inner RB allocation if 
RBstart ≥ Ceil(1/3 NRB) AND RBend < Ceil(2/3 NRB)
An RB allocation belonging to table 6.2.2.1-2 is a Region 1 inner RB allocation if
[RBstart ≥ Ceil(1/4 NRB) AND RBend < Ceil(3/4 NRB) AND LCRB ≤ Ceil(1/4 NRB)]
An RB allocation is a Region 2 inner allocation if it is NOT an Outer allocation AND NOT a Region 1 inner allocation
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.4 apply.

[bookmark: _Toc5266466]6.2.2.2	UE maximum output power reduction for power class 2
For power class 2, MPR specified in subclause 6.2.2.3 applies. 
Table 6.2.2.2-1: Void

[bookmark: _Toc5266467]6.2.2.3	UE maximum output power reduction for power class 3
For power class 3, MPR for contiguous allocations is defined as: 
MPR = max(MPRWT, MPRnarrow)
Where,
MPRnarrow = 2.5 dB, when the allocated RB size is less than or equal toLCRB ≤ 1.44 MHz, and 0 ≤ RBstart < Ceil(1/3 NRB) or Ceil(2/3NRB) ≤ RBstart ≤ NRB-LCRB, where NRB is the maximum transmission bandwidth configuration defined in Table 5.3.2-1.
MPRWT is the maximum power reduction due to modulation orders, transmission bandwidth configurations listed in Table 5.3.2-1, and waveform types. MPRWT is defined in Table 6.2.2.3-1 and Table 6.2.2.3-2.
Table 6.2.2.3-1 MPRWT for power class 3, BWchannel ≤ 200 MHz
	Modulation
	MPRWT, BWchannel ≤ 200 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	0.0
	≤ 2.0

	
	QPSK
	0.0
	≤ 2.0

	
	16 QAM
	≤ 3.0
	≤ 3.5

	
	64 QAM
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 4.0

	
	16 QAM
	≤ 5.0
	≤ 5.0

	
	64 QAM
	≤ 7.5
	≤ 7.5



Table 6.2.2.3-2 MPRWT for power class 3, BWchannel = 400 MHz
	Modulation
	MPRWT, BWchannel = 400 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	0.0
	≤ 3.0

	
	QPSK
	0.0
	≤ 3.0

	
	16 QAM
	≤ 4.5
	≤ 4.5

	
	64 QAM
	≤ 6.5
	≤ 6.5

	CP-OFDM
	QPSK
	≤ 5.0
	≤ 5.0

	
	16 QAM
	≤ 6.5
	≤ 6.5

	
	64 QAM
	≤ 9.0
	≤ 9.0



Where the following parameters are defined to specify valid RB allocation ranges for RB allocations in Tables 6.2.2.3-1 and 6.2.2.3-2:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1.
RBend = RBStart + LCRB - 1
An RB allocation belonging to table 6.2.2.3-1 is a Region 1 inner RB allocation if 
RBstart ≥ Ceil(1/3 NRB) AND RBend < Ceil(2/3 NRB)
An RB allocation belonging to table 6.2.2.3-2 is a Region 1 inner RB allocation if
RBstart ≥ Ceil(1/4 NRB) AND RBend < Ceil(3/4 NRB) AND LCRB ≤ Ceil(1/4 NRB)
An RB allocation is an Edge allocation if it is NOT a Region 1 inner allocation

[bookmark: _Toc5266468]6.2.2.4	UE maximum output power reduction for power class 4
For power class 4, MPR specified in sub-clause 6.2.2.3 applies. 
Table 6.2.2.4-1: Void

========================= Forth Change Request ===========================
[bookmark: _Toc5266648]7.6.2	In-band blocking
In-band blocking is a measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an interferer at a given frequency offset from the centre frequency of the assigned channel.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A with one sided dynamic OCNG Pattern for the DL-signal as described in Annex A. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).
Table 7.6.2-1: In band blocking requirements
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB


	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB

	PInterferer
for band n260
	dBm
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB

	FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern as described in Annex A and set-up according to Annex C.
NOTE2:	The REFSENS power level is specified in Section 7.3.2, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.2 QPSK, R = 1/3 with one sided dynamic OCNG pattern as described in Annex A and set-up according to Annex C.
NOTE 4:	FIoffset is the frequency separation between the center of the channelaggregated CA bandwidth and the center frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FIoffset shall be further adjusted (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer center frequencies.



========================= Fifth Change Request ===========================
[bookmark: _Toc5266650]7.6A	Blocking characteristics for CA
[bookmark: _Toc5266651]7.6A.1	General
[bookmark: _Toc5266652]7.6A.2	In-band blocking
For intra-band contiguous carrier aggregation, the SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.6A.2-1 for in the presence of an interferer at a given frequency offset from the centre frequency of the assigned channel  and an interferer power shall not exceedfor an interferer power up to -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 with one sided dynamic OCNG Pattern for the DL-signal as described in Annex A. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).
Table 7.6A.2-1: In band blocking minimum requirements for intra-band contiguous CA
	Rx Parameter
	Units 
	All CA bandwidth classes

	Power in Transmission Bandwidth Configuration, per CC
	 
	REFSENS + 14 dB

	Pinterferer for band n257, n258, n261
	dBm
	Aggregated power + 21.5

	Pinterferer for band n260
	dBm
	Aggregated power + 20.5 

	BWInterferer 
	MHz
	BWChannel_CA

	FIoffset
	MHz
	
+2*BWChannel_CA / -2*BWChannel_CA

NOTE 5


	FInterferer 
	MHz
	FDL_low + 0.5*BWChannel_CA
To
FDL_high - 0.5*BWChannel_CA

	
	
	

	
	
	

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex     3.2 with one sided dynamic OCNG Pattern as described in Annex A. and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Table 7.3.2-1.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.2 QPSK, R=1/3 with one sided dynamic OCNG pattern as described in Annex A and set-up according to Annex C.
NOTE 4:	The FInterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS  MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer center frequencies.



For intra-band non-contiguous carrier aggregation with two component carriers, the requirement applies to out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier with parameters as specified in 7.6.2-1. The requirement associated to the maximum channel between across the component carriers is selected. For in-gap, the requirement shall apply if the following minimum gap condition is met:
∆fIBB ≥ 0.5(BW1 + BW2) + 2 max(BW1, BW2),
where ∆fIBB is the frequency separation between the center frequencies of the component carriers and BWk/2 are the channel bandwidths of carrier k, k = 1,2.
If the minimum gap condition is met, the UE shall meet the requirement specified in Table 7.6.2-1 for each component carrier. The respective channel bandwidth of the component carrier under test will be used in the parameter calculations of the requirement.  In case of more than two component carriers, the minimum gap condition is computed for any pair of adjacent component carriers following the same approach as the two component carriers. The in-gap requirement for the corresponding pairs shall apply if the minimum gap condition is met. For every component carrier to which the requirements apply, the UE shall meet the requirement with one active interferer signal (in-gap or out-of-gap) while all downlink carriers are active.
Table 7.6A.2-2: (Void)
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