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--------------Start of change-------------
[bookmark: _Toc5359569]6.6.1.1	Mandatory Requirements
The requirements of either subclause 6.6.1.1.1 (Category A limits) or subclause 6.6.1.1.2 (Category B limits) shall apply.  In addition, for a BS operating in Band Category 2, the requirements of 6.6.1.1.3 shall apply in case of Category B limits when GSM/EDGE is configured.
6.6.1.1	Mandatory Requirements
The requirements of either subclause 6.6.1.1.1 (Category A limits) or subclause 6.6.1.1.2 (Category B limits) shall apply.  In addition, for a BS operating in Band Category 2, the requirements of 6.6.1.1.3 shall apply in case of Category B limits when GSM/EDGE is configured.
[bookmark: _Toc5359570]6.6.1.1.1	Minimum requirement (Category A)
The power of any spurious emission shall not exceed the limits in Table 6.6.1.1.1-1
Table 6.6.1.1.1-1: BS Spurious emission limits, Category A
	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Bandwidth as in ITU-R SM.329 [2], s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.Applies only for Bands 22, 42, 43 and 48.



[bookmark: _Toc5359571]6.6.1.1.2	Minimum requirement (Category B)
The power of any spurious emission shall not exceed the limits in Table 6.6.1.1.2-1
Table 6.6.1.1.2-1: BS Spurious emissions limits, Category B
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz  150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz  30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz  1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz  12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	12.75 GHz  5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 dBm
	1 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Bandwidth as in ITU-R SM.329 [2], s4.1. Upper frequency as in ITU-R SM.329 [2], s2.5 table 1 
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.Applies only for Bands 22, 42, 43 and 48.



--------------Unchanged Omitted-------------

[bookmark: _Toc5359634]7.6.1	General minimum requirement
The power of any spurious emission shall not exceed the levels in Table 7.6.1-1:
Table 7.6.1-1: General spurious emissions requirement
	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	30MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	

	12.75 GHz - 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-47 dBm
	1 MHz
	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.Applies only for Bands 22, 42, 43 or 48.

	NOTE:	The frequency range from FBW RF,DL,low - ΔfOBUE  to FBW RF,DL,high + ΔfOBUE may be excluded from the requirement. For BS capable of multi-band operation, the exclusion applies for all supported operating bands. For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the excluded frequency range is only applicable for the operating band supported on each antenna connector.



In addition to the requirements in Table 7.6.1-1, the power of any spurious emission shall not exceed the Additional spurious emissions requirements in subclause 6.6.1.3 and in case of FDD BS (for BC1 and BC2) emission shall not exceed the levels specified for Protection of the BS receivers of own or different BS in subclause 6.6.1.2. In addition, the requirements for co-location with other base stations specified in subclause 6.6.1.4 may also be applied.

--------------End of change-------------

