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7.7.5	Test Requirement
Where Category A limits apply, Tthe TRP of any spurious emission shall not exceed the levels limits in table 7.7.5-1:
Table 7.7.5-1: Receiver spurious emission test requirement
	Frequency range
	Maximum level
(Note 2)
	Measurement bandwidth
	NOTE

	30MHz ‑ 1 GHz
	-54.5 + X dBm

	100 kHz 
	

	1 GHz - 6GHz
	-44.5 + X dBm

	1 MHz
	

	6 GHz - 12.75 GHz
	-42.8 + X dBm

	1 MHz
	

	12.75 GHz - 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-42.8 + X dBm

	1 MHz
	Applies only for Bands 22, 42, 43, 48.

	NOTE:	The frequency range between 2.5 * channel bandwidth below the first carrier frequency and 2.5 * channel bandwidth above the last carrier frequency transmitted by the AAS BS may be excluded from the requirement. However, frequencies that are more than 10 MHz below the lowest frequency of any of the AAS BS supported downlink operating band or more than 10 MHz above the highest frequency of any of the AAS BS supported downlink operating band shall not be excluded from the requirement. For a multiband RIB, the exclusion applies for all supported operating bands.
NOTE 2:	X = 9 dB, unless stated differently in regional regulation.



Where Category B limits apply, the TRP of any spurious emission shall not exceed the limits specified by the test requirements for OTA unwanted emissions (Category B) in subclause 6.7.6.2.5. The frequency range between 2.5 * channel bandwidth below the first carrier frequency and 2.5 * channel bandwidth above the last carrier frequency transmitted by the AAS BS may be excluded from the requirement. However, frequencies that are more than 10 MHz below the lowest frequency of any of the AAS BS supported downlink operating band or more than 10 MHz above the highest frequency of any of the AAS BS supported downlink operating band shall not be excluded from the requirement. For a multiband RIB, the exclusion applies for all supported operating bands.
In addition to the requirements in table 7.7.5-1above, the power of any spurious emission shall not exceed the levels specified for Protection of the E-UTRA FDD BS receiver of own or different BS in subclause 6.7.6.3 and for Co-existence with other systems in the same geographical area in subclause 6.7.6.4. In addition, the co-existence requirements for co-located base stations specified in subclause 6.7.6.5 may also be applied.
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