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Introduction
During last RAN4#91 meeting (Reno), WF on the NR BS requirement sets for the 7-24 range was agreed in [1]. In relation to the TR 38.820, there was an agreement to introduce summary tables for Tx and Rx requirements capturing potentail SI conclusions and indications on the future work for the related WI. An extract from the WF in [1] is provided for refernece: 
[image: ]
Furthermore, related contributions were already discussed in [3,4] for Tx and Rx requirements. 
In this contribution TP to TR 38.820 with the placeholder for the conducted and radiated BS RF requirements’ summary for Tx and Rx is provided for approval.
Conclusion	
Based on motivation above, it is proposed to agree on the attached TP to TR 38.820 on conducted and radiated BS RF requirements’ summary placeholders for Tx and Rx. 
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 Draft TP to TR 38.820
In this section we provide Draft TP to TR 38.820.
------------------------------ Modified section ------------------------------
[bookmark: _Toc9865817]7.4	BS RF requirements
Editor’s note: Study RF characteristics for example frequencies including both TX and RX. In particular: 
•	Study how to design TX emissions mask for these frequencies 
•	Study the spurious region and its upper frequency limit for practical measurements
•	Study how to design TDD TX switching time requirement 
•	Study need for requirement coverage; e.g. co-location related requirements (TX IMD etc.) for each example frequency 
•	Study how to design requirements where approach differs between FR1 and FR2; e.g. RX sensitivity requirement, RX ACS, blocking, RX IMD requirements
[bookmark: _Toc5938266][bookmark: _Toc9865818]7.4.1			Transmitter requirements
[bookmark: _Toc5938267][bookmark: _Toc9865819]7.4.1.1			Tx requirements overview
Summary of the conducted and radiated Tx requirements for the NR BS operating in 7 – 24 GHz range is presented in this subclause. More detailed elaboration on the motivation on selected requirements is provided in dedicated subclauses below. 
All conducted Tx requirements in table 7.4.1.1-1 apply to BS type –C and BS type –H. Additionally, radiated transmit power requirement apply to BS type –H. All radiated Tx Editor’s note: placeholder for requirements overview, e.g. tablerequirements in table 7.4.1.1-2 apply to BS type -O. 
Table 7.4.1.1-1: Overview of conducted Tx requirements for NR BS in 7 – 24 GHz range
	Tx requirement
	Conclusions from SI
	Items to be completed in related WI

	Base station output power
	
	

	Output power dynamics
	RE power control dynamic range
	
	

	
	Total power dynamic range
	
	

	Transmit ON/OFF power
	Transmitter OFF power
	
	

	
	Transmitter transient period
	
	

	Transmitted signal quality
	Frequency error
	
	

	
	Modulation quality
	
	

	
	Time alignment error
	
	

	Occupied bandwidth
	
	

	ACLR
	
	

	Operating band unwanted emissions
	
	

	Transmitter spurious emissions
	General transmitter spurious emissions
	
	

	
	Protection of the BS receiver of own or different BS
	
	

	
	Additional spurious emissions requirements
	
	

	
	Co-location with other base stations
	
	

	Transmitter intermodulation
	
	



Table 7.4.1.1-2: Overview of radiated Tx requirements for NR BS in 7 – 24 GHz range
	OTA Tx requirement
	Conclusions from SI
	Items to be completed in related WI

	Radiated transmit power
	
	

	OTA base station output power
	
	

	OTA output power dynamics
	RE power control dynamic range
	
	

	
	Total power dynamic range
	
	

	OTA transmit ON/OFF power
	Transmitter OFF power
	
	

	
	Transmitter transient period
	
	

	OTA transmitted signal quality
	Frequency error
	
	

	
	Modulation quality
	
	

	
	Time alignment error
	
	

	OTA occupied bandwidth
	
	

	OTA ACLR
	
	

	OTA operating band unwanted emissions
	
	

	OTA transmitter spurious emissions
	General transmitter spurious emissions
	
	

	
	Protection of the BS receiver of own or different BS
	
	

	
	Additional spurious emissions requirements
	
	

	
	Co-location with other base stations
	
	

	OTA transmitter intermodulation
	
	



[bookmark: _Toc5938268][bookmark: _Toc9865820]7.4.1.x2			Co-location requirements
[bookmark: _Toc5938269][bookmark: _Toc9865821]7.4.2			Receiver requirements
[bookmark: _Toc5938270][bookmark: _Toc9865822]7.4.2.1			Rx requirements overview
Summary of the conducted and radiated Rx requirements for the NR BS operating in 7 – 24 GHz range is presented in this subclause. More detailed elaboration on the motivation on selected requirements is provided in dedicated subclauses below. 
All conducted Rx requirements in table 7.4.2.1-1 apply to BS type –C and BS type –H. Additionally, OTA sensitivity requirement apply to BS type –H. All radiated Rx requirements in table 7.4.2.1-2 apply to BS type -O. 
Table 7.4.2.1-1: Overview of conducted Rx requirements for NR BS in 7 – 24 GHz range
	Rx requirement
	Conclusions from SI
	Items to be completed in related WI

	Reference sensitivity level
	
	

	Dynamic range
	
	

	In-band selectivity and blocking
	ACS
	
	

	
	In-band blocking
	
	

	Out-of-band blocking
	General out-of-band blocking
	
	

	
	Co-location
	
	

	Receiver spurious emissions
	
	

	Receiver intermodulation
	
	

	In-channel selectivity
	
	



Table 7.4.2.1-2: Overview of radiated Rx requirements for NR BS in 7 – 24 GHz range
	OTA Rx requirement
	Conclusions from SI
	Items to be completed in related WI

	OTA sensitivity
	
	

	OTA reference sensitivity level
	
	

	OTA dynamic range
	
	

	OTA in-band selectivity and blocking
	OTA ACS
	
	

	
	OTA in-band blocking
	
	

	OTA out-of-band blocking
	General out-of-band blocking
	
	

	
	Co-location
	
	

	OTA receiver spurious emissions
	
	

	OTA receiver intermodulation
	
	

	OTA in-channel selectivity
	
	



Editor’s note: placeholder for requirements overview, e.g. table
------------------------------ End of modified section ------------------------------
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« For the NR BS requirements section, summary tables will be created for Tx
and Rx requirements capturing at least:
+ A summary of the conclusion relating to the requirement during the SI
+ An indication of what further work is expected during a W1

+ Requirement specific sub-clauses might need to be introduced to capture
the observations and the motivation for modifications in 7-24GHz,
comparing to FR1 and FR2 requirements in case the motivation is not clear
from the technology sections.

* Technology related considerations should be captured elsewhere inthe
report. The conclusions for individual requirements may refer to the
technology considerations

* The exact format of the table will be decided once further progress on
conclusions has been made.




