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	Reason for change:
	Rel-15 only supports synchronus NR-DC for FR1- FR2 scenarios however this is not reflected in TS 38.101-3.

	
	

	Summary of change:
	Clause 6.2B.5.1.1 has been modified as follows:
For synchronous inter-band NR-DC [11] with PCell in FR1 and PSCell in FR2 combined with one uplink serving cell per CG, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2 as specified in clause 6.2.4 of TS 38.101-1 [2] and clause 6.2.4 TS 38.101-2 [3] independently.


	
	

	Consequences if not approved:
	Rel-15 only supports synchronous NR-DC. The term synchronous is missing in the current version which incorrectly implies Rel-15 supports asynchronous NR-DC.
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[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone”
[3]	3GPP TS 38.101-2: “NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone”
[4]	3GPP TS 36.101: “Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception”
[5]	3GPP TS 38.521-3: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios"
[6]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[7]	3GPP TS 36.211: "E-UTRA; Physical channels and modulation"
[8]	3GPP TS 36.331: " Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification"
[9]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[10]	3GPP TS 38.213: “NR; Physical layer procedures for control”
[11]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
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6.2B.5	Configured output power for NR-DC
[bookmark: _Toc13131619]6.2B.5.1	Configured output power level
[bookmark: _Toc13131620]6.2B.5.1.1	Inter-band NR-DC between FR1 and FR2
For synchronous inter-band NR-DC [11] with PCell in between FR1 and PSCell in FR2 combined with one uplink serving cell per CG, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2 as specified in clause 6.2.4 of TS 38.101-1 [2] and clause 6.2.4 TS 38.101-2 [3] independently.
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