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Introduction
This contribution is a text proposal for TR 38.716-01-01 for CA_n41C and CA_n41(2A) to add BCS1. 
Text Proposal





[bookmark: _Toc443593769][bookmark: _Toc460338147][bookmark: _Toc527979872]<Start of Changes>
5.3	CA_2DL_n41C_1UL_n41A
[bookmark: _Toc431474606][bookmark: _Toc443593770][bookmark: _Toc460338148]5.3.1	Channel bandwidths per operating band for CA 


Table 5.3.1-1: Bandwidth combination sets for Intra band contiguous CA configurations FR1
	
	
	E-UTRA CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n41C
	-
	50
	60
	
	
	
	110
	0

	
	
	40
	80
	
	
	
	120
	

	
	
	60
	60
	
	
	
	
	

	
	
	50
	80
	
	
	
	130
	

	
	
	40
	100
	
	
	
	140
	

	
	
	60
	80
	
	
	
	
	

	
	
	50
	100
	
	
	
	150
	

	
	
	60
	100
	
	
	
	160
	

	
	
	80
	80
	
	
	
	
	

	[bookmark: _Hlk525914585]
	
	80
	100
	
	
	
	180
	

	
	
	60
	50
	
	
	
	110
	

	
	
	80
	40
	
	
	
	120
	

	
	
	80
	50
	
	
	
	130
	

	
	
	100
	40
	
	
	
	140
	

	
	
	80
	60
	
	
	
	
	

	
	
	100
	50
	
	
	
	150
	

	
	
	100
	60
	
	
	
	160
	

	
	
	100
	80
	
	
	
	180
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90 
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1




[bookmark: _Toc492044181][bookmark: _Toc492043927]5.3.2	Co-existence studies
There are no co-existence issues for this combination.
[bookmark: historyclause]<Unchanged sections omitted>

[bookmark: _Toc6298952][bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877]6.2	CA_2DL_n41(2A)_1UL_n41A
6.2.1 Operating band for CA
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n41(2A)
	n41



[bookmark: _Toc6298953]6.2.2	Channel bandwidths per operating band for CA
Table 6.2.2-1: Supported bandwidth combinations for CA_2DL_n41(2A)_1UL _n41A
	
	
	E-UTRA CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n41(2A)
	-
	40
	40
	
	
	
	80
	0

	
	
	40
	50
	
	
	
	90
	

	
	
	40
	60
	
	
	
	100
	

	
	
	50
	50
	
	
	
	
	

	
	
	50
	60
	
	
	
	110
	

	
	
	40
	80
	
	
	
	120
	

	
	
	60
	60
	
	
	
	
	

	
	
	50
	80
	
	
	
	130
	

	
	
	40
	100
	
	
	
	140
	

	
	
	60
	80
	
	
	
	
	

	
	
	50
	100
	
	
	
	150
	

	
	
	60
	100
	
	
	
	160
	

	
	
	80
	80
	
	
	
	
	

	
	
	50
	40
	
	
	
	90
	

	
	
	60
	40
	
	
	
	100
	

	
	
	60
	50
	
	
	
	110
	

	
	
	80
	40
	
	
	
	120
	

	
	
	80
	50
	
	
	
	130
	

	
	
	100
	40
	
	
	
	140
	

	
	
	80
	60
	
	
	
	
	

	
	
	100
	50
	
	
	
	150
	

	
	
	100
	60
	
	
	
	160
	

	
	
	100
	80
	
	
	
	180
	

	
	
	80
	100
	
	
	
	180
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100 
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1
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