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1	Issues
Period (slots) and Offset are TBD in CSI-RS.1.1 FDD (SCS=15kHz), CSI-RS.1.1 TDD (SCS=15kHz), CSI-RS.2.1 TDD (SCS=30kHz), and CSI-RS.3.1 TDD (SCS=120kHz).

Table A.3.14.1-1: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1 FDD
	CSI-RS.1.2 FDD
	CSI-RS.1.3 FDD
	CSI-RS.1.4 FDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on

	aperiodicTriggeringOffset
	n.a.
	n.a.
	6
	6

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	10 for resource #0
	20 for resource #0
	30 for resource #0

	
	
	
	
	31 for resource #1

	
	
	
	
	32 for resource #2

	
	
	
	
	33 for resource #3

	
	
	11 for resource #1
	21 for resource #1
	34 for resource #4

	
	
	
	
	35 for resource #5

	
	
	
	
	36 for resource #6

	
	
	
	
	37 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	TBD
	slot10
	n.a.
	n.a.

	Offset
	TBD
	1
	n.a.
	n.a.

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	n.a.
	n.a.

	
	
	TCI.State.1
	
	

	frequencyDomainAllocation
	000001
	000001
	000001
	000001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0
	6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1
	10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



2	Discussion

Discussion: 
It is confirmed that CSI-RS configurations ‘CSI-RS.1.1 FDD’, ‘CSI-RS.1.1 TDD’, ‘CSI-RS.2.1 TDD’, and ‘CSI-RS.3.1 TDD’ are used not only for non-contention based random access test but also used for other tests such as RLM test cases. 
Companies agreed to set the periodicity CSI-RS should be 5 ms in order to use this configuration for RLM tests.
[bookmark: _GoBack]Consensus from the offline discussion:
· For CSI-RS.1.1 FDD and CSI-RS.1.1 TDD (SCS=15kHz), period set to ‘slot5’ and offset set to ‘1’. 
· For CSI-RS.2.1 TDD (SCS=30kHz), period set to ‘slot10’ and offset set to ‘2’. 
· For CSI-RS.3.1 TDD (SCS=120kHz), period set to ‘slot40’ and offset set to ‘8’.
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