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[bookmark: _Toc13127613]<< Start of changes #1>>
5.5B.4	Inter-band EN-DC within FR1
[bookmark: _Toc13127614]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_1A_n28A
	DC_1A_n28A
	No

	DC_1A_n40A
	DC_1A_n40A
	No

	DC_1A_n51A
	DC_1A_n51A
	No

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No

	DC_2A_n5A
	DC_2A_n5A
	No

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66

	DC_2A_n71A
	DC_2A_n71A
	No

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78

	DC_3A_n7A
	DC_3A_n7A
	No

	DC_3A_n28A
	DC_3A_n28A
	No

	DC_3A_n40A
	DC_3A_n40A
	No

	DC_3A_n51A
	DC_3A_n51A
	No

	DC_3A_n77A7
DC_3A_n77C7
	DC_3A_n77A
	DC_3_n77

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No

	DC_5A_n40A
	DC_5A_n40A
	No

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66

	DC_5A_n78A7
	DC_5A_n78A
	No

	DC_7A-7A_n78A7
	DC_7A_n78A
	No

	DC_7A_n28A
	DC_7A_n28A
	No

	DC_7A_n51A
	DC_7A_n51A
	No

	DC_7A_n78A7
	DC_7A_n78A
	No

	DC_7C_n78A7
	DC_7A_n78A
	No

	DC_8A_n40A
	DC_8A_n40A
	No

	DC_8A_n77A7
	DC_8A_n77A
	No

	DC_8A_n78A7
	DC_8A_n78A
	No

	DC_8A_n79A7
	DC_8A_n79A
	No

	DC_11A_n77A7
	DC_11A_n77A
	No

	DC_11A_n78A7
	DC_11A_n78A
	No

	DC_11A_n79A7
	DC_11A_n79A
	No

	DC_12A_n5A
	DC_12A_n5A
	No

	DC_12A_n66A
	DC_12A_n66A
	No

	DC_18A_n77A7
	DC_18A_n77A
	No

	DC_18A_n78A7
	DC_18A_n78A
	No

	DC_18A_n79A7
	DC_18A_n79A
	No

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8

	DC_20A_n28A8,10
	DC_20A_n28A
	No

	DC_20A_n51A
	DC_20A_n51A
	No

	DC_20A_n77A7
	DC_20A_n77A
	No

	DC_20A_n78A7
	DC_20A_n78A
	No

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No

	DC_25A_n41A
	DC_25A_n41A
	No

	DC_26A_n41A
	DC_26A_n41A
	No

	DC_26A_n77A7
	DC_26A_n77A
	No

	DC_26A_n78A7
	DC_26A_n78A
	No

	DC_26A_n79A7
	DC_26A_n79A
	No

	DC_28A n51A
	DC_28A_n51A
	No

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No

	DC_30A_n5A
	DC_30A_n5A
	No

	DC_30A_n66A
	DC_30A_n66A
	No

	DC_38A_n78A7
	N/A
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No

	DC_39A_n79A7
	DC_39A_n79A
	No

	DC_40A_n77A
	N/A
	No

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A

	No

	DC_41A_n78A
DC_41C_n78A
	DC_41A_n78A

	No

	DC_41A_n79A6,7
DC_41C_n79A6,7
	DC_41A_n79A

	No

	DC_42A_n51A
	DC_42A_n51A
	No

	DC_42A_n77A3,4,9
DC_42A_n77C3,4,9
DC_42C_n77A3,4,9
DC_42C_n77C3,4,9
DC_42D_n77A3,4,9
DC_42E_n77A3,4,9
	N/A
	N/A

	DC_42A_n78A3,4,9
DC_42A_n78C3,4,9
DC_42C_n78A3,4,9
DC_42C_n78C3,4,9
DC_42D_n78A3,4,9
DC_42E_n78A3,4,9
	N/A
	N/A

	DC_42A_n79A9
DC_42A_n79C9
DC_42C_n79A9
DC_42C_n79C9
DC_42D_n79A9
DC_42E_n79A9
	N/A
	N/A

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5

	DC_66A_n71A
	DC_66A_n71A
	No

	DC_66A_n78A
	DC_66A_n78A
	No

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: 	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC cong\figuration is part of a higher order EN-DC configuration.
NOTE 4: 	The minimum requirements for intra-band contiguous or non-contiguous EN-DC apply. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:		The maximum power spectral density imbalance between downlink carriers is within [6] dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.



<< End of changes #1>>

<< Start of changes #2>>

[bookmark: _Toc13131718]7.3B.2.3.4	Reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same EN-DC configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3B.2.3.4-1 with uplink configuration of the agressor band specified in Table 7.3B.2.3.4-2.
Table 7.3B.2.3.4-1: Reference sensitivity exceptions (MSD) due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	3
	n41
	
	[4.3]
	[4.0]
	[3.9]
	
	
	[3.5]
	[3.3]
	[3.2]
	[3.1]
	[3.0]

	3, n80
	412
	
	[-90.3]
	[-88.8]
	[-87.7]
	
	[-84.5]
	[-83.5]
	
	
	
	

	n38
	1
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	

	n41
	2
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	

	n41
	3
	0.6
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	

	n41
	3
	[-93.8]
	[-90.6]
	[-88.8]
	[-87.5]
	[-86.5]
	[-85.7]
	
	
	
	
	

	n41
	661
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	

	n41
	25
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	

	n77
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	

	n78
	38
	3.3
	3.3
	3.3
	3.3
	
	
	
	
	
	
	

	n78
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	

	NOTE 1:	 Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2515 – 2690 MHz.



Table 7.3B.2.3.4-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	3
	n41
	15
	50
	502
	502
	502
	
	
	502
	502
	502
	502
	
	502

	n38
	1
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	

	3, n80
	41
	25
	50
	50
	50
	50
	50
	
	N/A
	N/A
	N/A
	N/A
	N/A
	

	n41
	2
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n41
	3
	30
	160
	160
	160
	160
	160
	160
	
	
	
	
	
	

	n41
	3
	
	50
	75 
	100 
	N/A
	216
	270
	N/A
	N/A
	N/A
	N/A
	
	

	n41
	25
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n41
	66
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	

	n77
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	[bookmark: _GoBack]n78
	38
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	n78
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 2:	The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth.



<< End of changes #2>>



