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1. Overall Description:
According to the current signalling in TS38.331 and applicability rules for gap pattern configurations in Table 9.1.2-2 and Table 9.1.2-3 of TS38.133, if UE indicates supporting short MGL GP#2, #3, #4, #6, #7, #8, #10 in LTE SA, EN-DC, NE-DC, NR SA, and NR-DC mode, it means the UE can do both NR and LTE measurements with those gap patterns. However, RAN4 sees the need for new signalling for UE who can do NR-only measurement. Hence RAN4 recommends RAN2 to introduce new UE capabilities in Rel-16 to indicate if UE can support GP#2-11 for NR-only measurements in LTE SA, EN-DC, NE-DC, NR SA, and NR-DC mode.
 
RAN4 would also like to inform RAN2 about the RAN4 conclusion on mandatory gap patterns for NR-only measurement:
· GP#2, GP#3, GP#5-11 are mandatory for Rel-16 UE who supports 
· per-UE gap or per-FR gap in LTE SA, EN-DC, NE-DC, NR SA, and NR-DC mode.
· GP#15, GP#16, GP#17, GP#18, and GP#19 are mandatory for Rel-16 UE who supports
· per-FR gap in LTE SA, EN-DC and NE-DC mode, 
· per-UE gap or per-FR gap in NR SA, and NR-DC mode
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2. Actions:
To RAN WG1
ACTION: RAN4 respectfully asks RAN2 to handle the required RRC spec change and add corresponding signalling according to the above conclusions.

3. Date of Next RAN4 Meetings:
RAN4#93	18th – 22th November 2019 	Reno, Nevada
RAN4#94	24th – 28th February 2020 	Athens, Greece


