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A.3.2.1.4	Reference measurement channels for E-UTRA
Table A.3.2.1.4-1: PDSCH Reference Channel for sustained data-rate test (64QAM, 2 MIMO layers)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.4-1.1 FDD
	R.PDSCH.4-1.2 FDD
	R.PDSCH.4-1.3 FDD
	R.PDSCH.4-1.4 FDD

	Channel bandwidth
	MHz
	5
	10
	15
	20

	Allocated resource blocks
	
	Note 6
	Note 7
	Note 8
	Note 9

	Allocated subframes per Radio Frame
	
	9
	10
	10
	10

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9,
	
	0.85
	0.85
	0.85
	0.88

	  For Sub-Frame 5
	
	N/A
	0.89
	0.91
	0.87

	  For Sub-Frame 0
	
	0.83
	0.90
	0.88
	0.90

	Information Bit Payload (Note 3)
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	18336
	36696
	55056
	75376

	  For Sub-Frame 5
	Bits
	N/A
	35160
	52752
	71112

	  For Sub-Frame 0
	Bits
	15840
	36696
	55056
	75376

	Number of Code Blocks
(Notes 3 and 4)
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	3
	6
	9
	13

	  For Sub-Frame 5
	Bits
	N/A
	6
	9
	12

	  For Sub-Frame 0
	Bits
	3
	6
	9
	13

	Binary Channel Bits (Note 3)
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	21600
	43200
	64800
	86400

	  For Sub-Frame 5
	Bits
	N/A
	39744
	60480
	82080

	  For Sub-Frame 0
	Bits
	19152
	40752
	62352
	83952

	Number of layers
	
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame (Note 3)
	Mbps
	[bookmark: _GoBack]17.83716.253
	36.542
	54.826
	74.950

	Note 1:	1 symbol allocated to PDCCH for all tests.
Note 2:	Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [15].
Note 3:	Given per component carrier per codeword.
Note 4:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 5:	Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.
Note 6:	Resource blocks nPRB = 0..24 in sub-frames 0,1,2,3,4,6,7,8,9.
Note 7:	Resource blocks nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9.
Note 8:	Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.
Note 9:	Resource blocks nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9.
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A.3.2.2.2	Reference measurement channels for SCS 30 kHz FR1
Table A.3.2.2.2-2: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-2.1 TDD
	R.PDSCH.2-2.2 TDD
	R.PDSCH.2-2.3 TDD
	R.PDSCH.2-2.4 TDD
	

	Channel bandwidth
	MHz
	40
	40
	40
	40
	

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	

	Allocated resource blocks
	PRBs
	106
	106
	106
	106
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6})for i from {1,…,39}
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	13
	13
	13
	13
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	

	Number of MIMO layers
	
	1
	2
	3
	4
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	12
	12
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	24
	24
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	8456
	16896
	22032
	29192
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	26632
	53288
	73776
	98376
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	24
	24
	24
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6}for i from {1,…,39}
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	2
	3
	3
	4
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	4
	7
	9
	12
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 20, 21
	Bits
	53424
	106848
	144008
	193344
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	17808
	35616
	45792
	61056
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	55968
	111936
	152640
	203520
	

	Max. Throughput averaged over 2 frames
	Mbps
	37.644
	75.318
	104.719104.004
	138.646
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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A.3.2.2.4	Reference measurement channels for SCS 60 kHz FR2
Table A.3.2.2.4-1: PDSCH Reference Channel for TDD UL-DL pattern FR2.60-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.4-1.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	50
	
	
	
	

	Subcarrier spacing
	kHz
	60
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	
	10
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	
	13
	
	
	
	

	Allocated slots per 2 frames
	
	59
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	Bits
	25608
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1}) for i from {1,…,79}
	Bits
	34816
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	CBs
	4
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	CBs
	5
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i = 40, 41
	Bits
	69960
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {4,…, 79}
	Bits
	54912
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,39,42,…,79}
	Bits
	73128
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	93.499
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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[bookmark: _Toc13090913]A.3.2.2.5	Reference measurement channels for SCS 120 kHz FR2
Table A.3.2.2.5-2: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-2.1 TDD
	R.PDSCH.5-2.2 TDD
	R.PDSCH.5-2.3 TDD
	
	

	Channel bandwidth
	MHz
	100
	100
	200
	
	

	Subcarrier spacing
	kHz
	120
	120
	120
	
	

	Allocated resource blocks
	PRBs
	66
	66
	132
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	9
	9
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	13
	13
	
	

	Allocated slots per 2 frames
	
	127
	127
	127
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	13
	13
	13
	
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	
	

	Number of MIMO layers
	
	1
	2
	2
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	12
	12
	12
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	12
	12
	12
	
	

	Overhead for TBS determination
	
	6
	6
	6
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	11272
	22536
	45096
	
	

	  For Slot i, if mod(i, 5) = {0,1, 2}) for i from {1,…,159}
	Bits
	17424
	34816
	69672
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24
	24
	24
	
	

	  For Slot i, if mod(i, 5) = {0,1,2}) for i from {1,…,159}
	Bits
	24
	24
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	2
	3
	6
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	3
	5
	9
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slots i = 80, 81
	Bits
	36564
	69960
	139920
	
	

	  For Slots i = 82, 83
	Bits
	34980
	73128
	146256
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24420
	48840
	97680
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79,84,…,159}
	Bits
	36564
	73128
	146256
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	100.799
	201.434
	403.096
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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A.3.2.2.6	Reference measurement channels for E-UTRA
Table A.3.2.2.6-5: PDSCH Reference Channel for sustained data-rate test (1024QAM, 2 MIMO layers)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.6-5.1 TDD
	R.PDSCH.6-5.2 TDD
	R.PDSCH.6-5.3 TDD
	

	Channel bandwidth
	MHz
	10
	15
	20
	

	Allocated resource blocks
	
	Note 7
	Note 8
	Note 9
	

	Uplink-Downlink Configuration (Note 3)
	
	2
	2
	2
	

	Number of HARQ Processes per component carrier
	
	10
	10
	10
	

	Allocated subframes per Radio Frame (D+S)
	
	6
	6
	6
	

	Modulation
	
	1024QAM
	1024QAM
	1024QAM
	

	Coding Rate
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	
	0.76 
	0.75 
	0.76
	

	  For Sub-Frames 8,9
	
	0.76 
	0.75 
	0.76
	

	  For Sub-Frame 5
	
	0.76
	0.78
	0.77
	

	  For Sub-Frame 0
	
	0.80
	0.78 
	0.78 
	

	Information Bit Payload (Note 4)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	55056
	81176
	110136
	

	  For Sub-Frames 8,9
	Bits
	55056
	81176
	110136
	

	  For Sub-Frame 5
	Bits
	51024
	78704
	105528
	

	  For Sub-Frame 0
	Bits
	55056
	81176
	110136
	

	Number of Code Blocks
(Notes 4 and 5)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	9
	14
	18
	

	  For Sub-Frames 8,9
	Bits
	9
	14
	18
	

	  For Sub-Frame 5
	Bits
	9
	13
	18
	

	  For Sub-Frame 0
	Bits
	9
	14
	18
	

	Binary Channel Bits (Note 4)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	72000
	108000
	144000
	

	  For Sub-Frames 8,9
	Bits
	72000
	108000
	144000
	

	  For Sub-Frame 5
	Bits
	66960
	101520
	137520
	

	  For Sub-Frame 0
	Bits
	68640
	104640
	140640
	

	Number of layers
	
	2
	2
	2
	

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	20.92832.630
	32.223248.458
	43.593665.621
	

	Note 1:	1 symbol allocated to PDCCH for all tests.
Note 2:	Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [15].
Note 3:	As per Table 4.2-2 in TS 36.211 [15].
Note 4:	Given per component carrier per codeword.
Note 5:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 6:	Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.
Note 7:	Resource blocks nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,3,4,8,9.
Note 8:	Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,3,4,8,9.
Note 9:	Resource blocks nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,8,9.



Table A.3.2.2.6-6: PDSCH Reference Channel for sustained data-rate test (1024QAM, 4 MIMO layers)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.6-6.1 TDD
	R.PDSCH.6-6.2 TDD
	R.PDSCH.6-6.3 TDD
	

	Channel bandwidth
	MHz
	10
	15
	20
	

	Allocated resource blocks
	
	Note 7
	Note 8
	Note 9
	

	Uplink-Downlink Configuration (Note 3)
	
	2
	2
	2
	

	Number of HARQ Processes per component carrier
	
	10
	10
	10
	

	Allocated subframes per Radio Frame (D+S)
	
	6
	6
	6
	

	Modulation
	
	1024QAM
	1024QAM
	1024QAM
	

	Coding Rate
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	
	0.81 
	0.79 
	0.81 
	

	  For Sub-Frames 8,9
	
	0.81 
	0.79 
	0.81 
	

	  For Sub-Frame 5
	
	0.81 
	0.82 
	0.82 
	

	  For Sub-Frame 0
	
	0.85 
	0.82 
	0.83 
	

	Information Bit Payload (Note 4)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	110136
	161760
	220296
	

	  For Sub-Frames 8,9
	Bits
	110136
	161760
	220296
	

	  For Sub-Frame 5
	Bits
	101840
	157432
	211936
	

	  For Sub-Frame 0
	Bits
	110136
	161760
	220296
	

	Number of Code Blocks
(Notes 4 and 5)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	18
	27
	36
	

	  For Sub-Frames 8,9
	Bits
	18
	27
	36
	

	  For Sub-Frame 5
	Bits
	17
	26
	35
	

	  For Sub-Frame 0
	Bits
	18
	27
	36
	

	Binary Channel Bits (Note 4)
	
	
	
	
	

	  For Sub-Frames 1,2,6,7
	Bits
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3,4
	Bits
	136000
	204000
	272000
	

	  For Sub-Frames 8,9
	Bits
	136000
	204000
	272000
	

	  For Sub-Frame 5
	Bits
	126400
	191680
	259680
	

	  For Sub-Frame 0
	Bits
	129760
	197760
	265760
	

	Number of layers
	
	2
	2
	2
	

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	43.224865.252
	64.271296.623
	87.2824131.342
	

	Note 1:	1 symbol allocated to PDCCH for all tests.
Note 2:	Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [15].
Note 3:	As per Table 4.2-2 in TS 36.211 [15].
Note 4:	Given per component carrier per codeword.
Note 5:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 6:	Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.
Note 7:	Resource blocks nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,3,4,8,9.
Note 8:	Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,3,4,8,9.
Note 9:	Resource blocks nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,8,9.





