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1 Introduction
In last RAN4 meeting, WF [1] on CLI RRM was agreed, and the reporting range of SRS-RSRP was discussed, and that of CLI-RSSI was agreed. In this contribution, we propose the reporting range for SRS-RSRP.
2 CLI measurement reporting 

Based on the WF [1], there are two options for SRS-RSRP reporting range according to the resolution of measured quantity value.

· Option 1: 1dB resolution 
	Reported value
	Measured quantity value
	Unit

	SRS_RSRP_0
	SRS-RSRP<-140
	dBm

	SRS_RSRP_1
	-140≤ SRS-RSRP<-139
	dBm

	SRS_RSRP_2
	-139≤ SRS-RSRP<-138
	dBm

	SRS_RSRP_3
	-138≤ SRS-RSRP<-137
	dBm

	SRS_RSRP_4
	-137≤ SRS-RSRP<-136
	dBm

	···
	···
	…

	SRS_RSRP_95
	-46≤ SRS-RSRP<-45
	dBm

	SRS_RSRP_96
	-45≤ SRS-RSRP<-44
	dBm

	SRS_RSRP_97
	-44≤ SRS-RSRP
	dBm

	SRS_RSRP_98Note1
	Infinity
	

	Note1 : ‘Infinity’ means that UE cannot detect SRS due to too strong signal to measure.


· Option 2: 2dB resolution

	Reported value
	Measured quantity value
	Unit

	SRS_RSRP_0
	SRS-RSRP<-140
	dBm

	SRS_RSRP_1
	-140≤ SRS-RSRP<-138
	dBm

	SRS_RSRP_2
	-138≤ SRS-RSRP<-136
	dBm

	SRS_RSRP_3
	-136≤ SRS-RSRP<-134
	dBm

	SRS_RSRP_4
	-134≤ SRS-RSRP<-132
	dBm

	···
	···
	…

	SRS_RSRP_47
	-48≤ SRS-RSRP<-46
	dBm

	SRS_RSRP_48
	-46≤ SRS-RSRP<-44
	dBm

	SRS_RSRP_49
	-44≤ SRS-RSRP
	dBm

	SRS_RSRP_50Note1
	Infinity
	

	Note1 : ‘Infinity’ means that UE cannot detect SRS due to too strong signal to measure.


Basically, option 2 could reduce the number of bit in comparison with option 1. However, 1 bit reduction does not significantly affect the overall overhead, and 1dB resolution of CLI measured value would be useful for the network to operate different UL/DL configuration among cells. 
· Proposal 1: Define option 1 for SRS-RSRP reporting range
CLI-RSSI reporting range was already agreed as following:

	Reported value
	Measured quantity value
	Unit

	CLI_RSSI_00
	CLI-RSSI ( -100
	dBm

	CLI_RSSI_01
	-100 ( CLI-RSSI < -99
	dBm

	CLI_RSSI_02
	-99 ( CLI-RSSI < -98
	dBm

	···
	···
	…

	CLI_RSSI_74
	-27 ( CLI-RSSI < -26
	dBm

	CLI_RSSI_75
	-26 ( CLI-RSSI < -25
	dBm

	CLI_RSSI_76
	-25( CLI-RSSI
	dBm


· Proposal 2: Send LS to RAN2 with agreed reporting range for CLI measurement
3 Conclusion 
In this contribution, we propose reporting range for SRS-RSRP, and we propose
· Proposal 1: Define option 1 for SRS-RSRP reporting range.
· Proposal 2: Send LS to RAN2 with agreed reporting range for CLI measurement
4 Reference

[1] R4-1909991, “WF on CLI RRM,” LG Electronics
