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<Start of Changes>
[bookmark: _Toc13080138]5.3.2	Transmission bandwidth configuration
The transmission bandwidth configuration NRB for each BS channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1 and table 5.3.2-2 for FR2.
[bookmark: _Hlk497144372]Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS (kHz)
	5
MHz
	10
MHz
	15
MHz
	20 MHz
	25 MHz
	30
MHz
	35
MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90
MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	160
	188
	216
	270
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	78
	92
	106
	133
	162
	189
	217
	245
	273

	60
	N/A
	11
	18
	24
	31
	38
	45
	51
	65
	79
	93
	107
	121
	135



Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N/A

	120
	32
	66
	132
	264



NOTE:	All Tx and Rx requirements are defined based on transmission bandwidth configuration specified in table 5.3.2-1 for FR1 and table 5.3.2-2 for FR2.
[bookmark: _Toc13080139]5.3.3	Minimum guardband and transmission bandwidth configuration
The minimum guardband for each BS channel bandwidth and SCS is specified in table 5.3.3-1 for FR1 and in table 5.3.3-2 for FR2.
Table 5.3.3-1: Minimum guardband (kHz) (FR1)
	SCS (kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	35
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	592.5
	572.5
	552.5
	692.5
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	505
	665
	645
	805
	785
	945
	925
	905
	1045
	825
	965
	925
	885
	845

	60
	N/A
	1010
	990
	1330
	1310
	1290
	1270
	1610
	1570
	1530
	1490
	1450
	1410
	1370



<Next Changes>
[bookmark: _Toc13080141]5.3.5	BS channel bandwidth per operating band
The requirements in this specification apply to the combination of BS channel bandwidths, SCS and operating bands shown in table 5.3.5-1 for FR1 and in table 5.3.5-2 for FR2. The transmission bandwidth configuration in table 5.3.2-1 and table 5.3.2-2 shall be supported for each of the BS channel bandwidths within the BS capability. The BS channel bandwidths are specified for both the Tx and Rx path.
[bookmark: _Hlk500256944]Table 5.3.5-1: BS channel bandwidths and SCS per operating band in FR1
	
	NR band / SCS / BS channel bandwidth

	NR Band
	SCS
kHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	35 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	
	
	
	

	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	n41
	15
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n48
	15
	Yes2
	Yes
	Yes
	Yes
	
	
	
	Yes
	Yes1
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	
	Yes
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	
	Yes
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes 
	Yes
	
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	
	60
	
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	Yes
	
	
	
	
	
	

	n89
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	[n90]
	15
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	NOTE 1:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration
NOTE 2:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration



[bookmark: _Hlk500499395][bookmark: _Hlk497658293]<Next Changes>
[bookmark: _Toc13080169]6.3.3	Total power dynamic range
[bookmark: _Toc13080170]6.3.3.1	General
The BS total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.
For BS type 1-C this requirement shall apply at the antenna connector supporting transmission in the operating band.
For BS type 1-H this requirement shall apply at each TAB connector supporting transmission in the operating band.
NOTE:	The upper limit of the dynamic range is the OFDM symbol power for a BS when transmitting on all RBs at maximum output power. The lower limit of the total power dynamic range is the average power for single RB transmission. The OFDM symbol shall carry PDSCH and not contain RS or SSB.
[bookmark: _Toc13080171]6.3.3.2	Minimum requirement for BS type 1-C and BS type 1-H
The downlink (DL) total power dynamic range for each NR carrier shall be larger than or equal to the level in table 6.3.3.2-1.
Table 6.3.3.2-1: Total power dynamic range
	BS channel bandwidth (MHz)
	Total power dynamic range
(dB)

	
	15 kHz SCS
	30 kHz SCS
	60 kHz SCS

	5
	13.9
	10.4
	N/A

	10
	17.1
	13.8
	10.4

	15
	18.9
	15.7
	12.5

	20
	20.2
	17
	13.8

	25
	21.2
	18.1
	14.9

	30
	22
	18.9
	15.7

	35
	22.7
	19.6
	16.5

	40
	23.3
	20.2
	17

	50
	24.3
	21.2
	18.1

	60
	N/A
	22
	18.9

	70
	N/A
	22.7
	19.6

	80
	N/A
	23.3
	20.2

	90
	N/A
	23.8
	20.8

	100
	N/A
	24.3
	21.3



<Next Changes>
[bookmark: _Toc13080197]6.6.3	Adjacent Channel Leakage Power Ratio
[bookmark: _Toc13080198]6.6.3.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
The requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
[bookmark: _Hlk508123083]For a BS operating in non-contiguous spectrum, the ACLR requirement in subclause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in subclause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3.
[bookmark: _Hlk508123095]For a multi-band connector, the ACLR requirement in subclause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in subclause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
The requirement shall apply during the transmitter ON period.
[bookmark: _Toc13080199]6.6.3.2	Limits and Basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.2‑1.
Table 6.6.3.2-1: Base station ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 50, 60, 70, 80, 90,100 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



[bookmark: _Hlk508123340]The ACLR absolute basic limit is specified in table 6.6.3.2‑2.
Table 6.6.3.2-2: Base station ACLR absolute basic limit
	BS category / BS class
	ACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



[bookmark: _Hlk508123610]For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in Table 6.6.3.2‑2a.
Table 6.6.3.2-2a: Base Station ACLR limit in non-contiguous spectrum or multiple bands
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 35, 40, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.6.3.2-3 and the filters on the assigned channels are defined in table 6.6.3.2-4.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.2-3.
Table 6.6.3.2-3: Base Station CACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	5, 10, 15, 20
	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	10 < Wgap< 20  (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 35, 40, 50, 60, 70, 80,90, 100
	20 ≤Wgap< 60  (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	40 < Wgap< 80  (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



<Next Changes>
[bookmark: _Toc13080237]7.2	Reference sensitivity level
[bookmark: _Toc13080238]7.2.1	General
[bookmark: _Hlk508114944]The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector for BS type 1-C or TAB connector for BS type 1-H at which a throughput requirement shall be met for a specified reference measurement channel.
[bookmark: _Toc13080239]7.2.2	Minimum requirements for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-1 for Wide Area BS, in table 7.2.2-2 for Medium Range BS and in table 7.2.2-3 for Local Area BS.
Table 7.2.2-1: NR Wide Area BS reference sensitivity levels
	BS channel bandwidth (MHz) 
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15 
	15
	G-FR1-A1-1
	 -101.7

	10, 15 
	30
	G-FR1-A1-2
	 -101.8

	10, 15
	60
	G-FR1-A1-3
	 -98.9

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	 -95.3

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	 -95.6

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	 -95.7

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.2.2-2: NR Medium Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1
	 -96.7

	10, 15 
	30
	G-FR1-A1-2
	 -96.8

	10, 15
	60
	G-FR1-A1-3
	 -93.9

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	 -90.3

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	 -90.6

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	 -90.7

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.2.2-3: NR Local Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1
	 -93.7

	10, 15 
	30
	G-FR1-A1-2
	 -93.8

	10, 15
	60
	G-FR1-A1-3
	 -90.9

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	 -87.3

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	 -87.6

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	 -87.7

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



[bookmark: _Toc13080240]7.3	Dynamic range
[bookmark: _Toc13080241]7.3.1	General
[bookmark: _Hlk508114964]The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal at the antenna connector for BS type 1-C or TAB connector for BS type 1-H inside the received BS channel bandwidth. In this condition, a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.
[bookmark: _Toc13080242]7.3.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-1 for Wide Area BS, in table 7.3.2-2 for Medium Range BS and in table 7.3.2-3 for Local Area BS.
Table 7.3.2-1: Wide Area BS dynamic range
	
BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-70.7
	-82.5
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	10
	15
	G-FR1-A2-1
	-70.7
	-79.3
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	
	60
	G-FR1-A2-3 
	-68.4
	
	

	15
	15
	G-FR1-A2-1
	-70.7
	-77.5
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	
	60
	G-FR1-A2-3
	-68.4
	
	

	20
	15
	G-FR1-A2-4
	-64.5
	-76.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	25
	15
	G-FR1-A2-4
	-64.5
	-75.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	30
	15
	G-FR1-A2-4
	-64.5
	-74.4
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	35
	15
	G- FR1-A2-4
	-64.5
	-73.7
	AWGN

	
	30
	G- FR1-A2-5
	-64.5
	
	

	
	60
	G- FR1-A2-6
	-64.8
	
	

	40
	15
	G-FR1-A2-4
	-64.5
	-73.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	50
	15
	G-FR1-A2-4
	-64.5
	-72.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	60
	30
	G-FR1-A2-5
	-64.5
	-71.4
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	70
	30
	G-FR1-A2-5
	-64.5
	-70.8
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	80
	30
	G-FR1-A2-5
	-64.5
	-70.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	90
	30
	G-FR1-A2-5
	-64.5
	-69.6
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	100
	30
	G-FR1-A2-5
	-64.5
	-69.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.2-2: Medium Range BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-65.7
	-77.5
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	10
	15
	G-FR1-A2-1
	-65.7
	-74.3
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	
	60
	G-FR1-A2-3 
	-63.4
	
	

	15
	15
	G-FR1-A2-1
	-65.7
	-72.5
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	
	60
	G-FR1-A2-3
	-63.4
	
	

	20
	15
	G-FR1-A2-4
	-59.5
	-71.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	25
	15
	G-FR1-A2-4
	-59.5
	-70.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	30
	15
	G-FR1-A2-4
	-59.5
	-69.4
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	35
	15
	G- FR1-A2-4
	-59.5
	-68.7
	AWGN

	
	30
	G- FR1-A2-5
	-59.5
	
	

	
	60
	G- FR1-A2-6
	-59.8
	
	

	40
	15
	G-FR1-A2-4
	-59.5
	-68.1
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	50
	15
	G-FR1-A2-4
	-59.5
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	--59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	60
	30
	G-FR1-A2-5
	-59.5
	-66.4
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	70
	30
	G-FR1-A2-5
	-59.5
	-65.8
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	80
	30
	G-FR1-A2-5
	-59.5
	-65.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	90
	30
	G-FR1-A2-5
	-59.5
	-64.6
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	100
	30
	G-FR1-A2-5
	-59.5
	-64.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.2-3: Local Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-62.7
	-74.5
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	10
	15
	G-FR1-A2-1
	-62.7
	-71.3
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	
	60
	G-FR1-A2-3 
	-60.4
	
	

	15
	15
	G-FR1-A2-1
	-62.7
	-69.5
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	
	60
	G-FR1-A2-3
	-60.4
	
	

	20
	15
	G-FR1-A2-4
	-56.5
	-68.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	25
	15
	G-FR1-A2-4
	-56.5
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	30
	15
	G-FR1-A2-4
	-56.5
	-66.4
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	35
	15
	G- FR1-A2-4
	-56.5
	-65.7
	AWGN

	
	30
	G- FR1-A2-5
	-56.5
	
	

	
	60
	G- FR1-A2-6
	-56.8
	
	

	40
	15
	G-FR1-A2-4
	-56.5
	-65.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	50
	15
	G-FR1-A2-4
	-56.5
	-64.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	60
	30
	G-FR1-A2-5
	-56.5
	-63.4
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	70
	30
	G-FR1-A2-5
	-56.5
	-62.8

	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	80
	30
	G-FR1-A2-5
	-56.5
	-62.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	90
	30
	G-FR1-A2-5
	-56.5
	-61.6
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	100
	30
	G-FR1-A2-5
	-56.5
	-61.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



[bookmark: _Toc13080243]7.4	In-band selectivity and blocking
[bookmark: _Toc13080244]7.4.1	Adjacent Channel Selectivity (ACS)
[bookmark: _Toc13080245]7.4.1.1	General
Adjacent channel selectivity (ACS) is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system.
[bookmark: _Toc13080246]7.4.1.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.2-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.2-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.2‑2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.1.2-1: Base station ACS requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 
25, 30, 35, 40, 50, 60, 70, 80, 90, 100  
(Note 1)
	PREFSENS + 6 dB
	Wide Area: -52
Medium Range: -47
Local Area: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2, 7.2.2-3



Table 7.4.1.2-2: Base Station ACS interferer frequency offset values
	[bookmark: _Hlk499878305]BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz DFT-s-OFDM NR signal
15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675
	20 MHz DFT-s-OFDM NR signal
15 kHz SCS, 100 RBs

	30
	±9.4725
	

	35
	±9.4625
	

	40
	±9.4675
	

	50
	±9.4625
	

	60
	±9.4725
	

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
	



[bookmark: _Toc13080247]7.4.1.3	Void
[bookmark: _Toc13080248]7.4.1.4	Void
[bookmark: _Toc13080249]7.4.2	In-band blocking
[bookmark: _Toc13080250]7.4.2.1	General
The in-band blocking characteristics is a measure of the receiver’s ability to receive a wanted signal at its assigned channel at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an unwanted interferer, which is an NR signal for general blocking or an NR signal with one resource block for narrowband blocking.
[bookmark: _Toc13080251]7.4.2.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2 and 7.4.2.2-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in subclause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
The in-band blocking requirement shall apply from FUL,low - ΔfOOB to FUL,high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.2-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.2.2-0: ΔfOOB offset for NR operating bands
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 1-C
	FUL,high – FUL,low ≤ 200 MHz
	20

	
	200 MHz < FUL,high – FUL,low ≤ 900 MHz
	60

	BS type 1-H
	FUL,high – FUL,low < 100 MHz
	20

	
	100 MHz ≤ FUL,high – FUL,low ≤ 900 MHz 
	60



For a BS operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in tables 7.4.2.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in tables 7.4.2.2-1.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in Table 7.4.2.2-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in Table 7.4.2.2-3. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.2-1: Base station general blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5, 10, 15, 20
	PREFSENS + 6 dB
	Wide Area: -43
Medium Range: -38
Local Area: -35
	±7.5
	5 MHz DFT-s-OFDM NR signal
15 kHz SCS, 25 RBs

	25, 30, 35, 40, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area: -43
Medium Range: -38
Local Area: -35
	±30
	20 MHz DFT-s-OFDM NR signal
15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the BS channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3.



Table 7.4.2.2-2: Base Station narrowband blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 35, 40, 50, 60, 70, 80,90, 100 (Note 1)
	PREFSENS + 6 dB
	Wide Area: -49
Medium Range: -44
Local Area: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that BS channel bandwidth
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3. 
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.



Table 7.4.2.2-3: Base Station narrowband blocking interferer frequency offsets
	[bookmark: _Hlk499878362]BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 2)
	Type of interfering signal

	5
	±([350]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±([355]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±([360]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±([350]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	35
	±([560]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±([560]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±([560]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap. 
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.



<Next Changes>
[bookmark: _Toc13080264][bookmark: _Hlk497680045]7.7	Receiver intermodulation
[bookmark: _Toc13080265]7.7.1	General
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of two interfering signals which have a specific frequency relationship to the wanted signal.
[bookmark: _Toc13080266]7.7.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.2-1 and 7.7.2-2 for intermodulation performance and in tables 7.7.2-3, and 7.7.2-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal shall be 30 kHz.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement shall apply in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.2-2 or 7.7.2-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.
For a multi-band connector, the narrowband intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.2-2 and 7.7.2-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.7.2-1: General intermodulation requirement
	Base Station Type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signal

	Wide Area BS
	PREFSENS +6 dB 
	-52
	See Table 7.7.2-2

	Medium Range BS
	PREFSENS +6 dB 
	-47
	

	Local Area BS
	PREFSENS +6 dB 
	-44
	

	NOTE 1:	PREFSENS depends on the BS class and on the BS channel bandwidth, see subclause 7.2.




Table 7.7.2-2: Interfering signals for intermodulation requirement
	
BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	10
	±7.45
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	20
	±7.38
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	25
	±7.45
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	35
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	[bookmark: _Hlk515811830]90
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	100
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	NOTE 1:	Number of RBs is 25 for 15 kHz subcarrier spacing and 10 for 30 kHz subcarrier spacing.
NOTE 2:	Number of RBs is 100 for 15 kHz subcarrier spacing, 50 for 30 kHz subcarrier spacing and 24 for 60 kHz subcarrier spacing.



Table 7.7.2-3: Narrowband intermodulation performance requirement in FR1
	BS type
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB 
(Note 1)
	-52
	See Table 7.7.2-4

	Medium Range BS
	PREFSENS + 6dB 
(Note 2)
	-47
	

	Local Area BS
	PREFSENS + 6dB 
(Note 3)
	-44
	

	NOTE 1:	PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-1.
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-2.
NOTE 3:	PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-3.



Table 7.7.2-4: Interfering signals for narrowband intermodulation requirement in FR1
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
	Type of interfering signal

	5
	±360
	CW

	
	±1420
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	10
	±325
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1600
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±345
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±320
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	35 (Note 2)
	±345
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±310
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±330
	CW

	
	±3250
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±350
	CW

	
	±3790
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±400
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±390
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.



[bookmark: _Toc13080267][bookmark: _Hlk497680119]7.8	In-channel selectivity
[bookmark: _Toc13080268]7.8.1	General
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an NR signal which is time aligned with the wanted signal.
[bookmark: _Toc13080269]7.8.2	Minimum requirement for BS type 1-C and BS type 1-H
For BS type 1-C and BS type 1-H, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.8.2-1 for Wide Area BS, in table 7.8.2-2 for Medium Range BS and in table 7.8.2-3 for Local Area BS. The characteristics of the interfering signal is further specified in annex D.
Table 7.8.2-1: Wide Area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-100.6
	-81.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-98.7
	-77.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-92.3
	-71.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 
100 RBs

	5
	30
	G-FR1-A1-8
	-101.3
	-81.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-98.8
	-78.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-92.6
	-71.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-98.2
	-78.4
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-92.7
	-71.6
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 7.8.2-2: Medium Range BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-95.6
	-76.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-93.7
	-72.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-87.3
	-66.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
100 RBs

	5
	30
	G-FR1-A1-8
	-96.3
	-76.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-93.8
	-73.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-87.6
	-66.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-93.2
	-73.4
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-87.7
	-66.6
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 7.8.2-3: Local area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-92.6
	-73.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-90.7
	-69.4
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-84.3
	-63.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 
100 RBs

	5
	30
	G-FR1-A1-8
	-93.3
	-73.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-90.8
	-70.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-84.6
	-63.4
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-90.2
	-70.4
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-84.7
	-63.6
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



<Next Changes>
[bookmark: _Toc13080414]10.3	OTA reference sensitivity level
[bookmark: _Toc13080415][bookmark: _Hlk500365921]10.3.1	General
The OTA REFSENS requirement is a directional requirement and is intended to ensure the minimum OTA reference sensitivity level for a declared OTA REFSENS RoAoA. The OTA reference sensitivity power level EISREFSENS is the minimum mean power received at the RIB at which a reference performance requirement shall be met for a specified reference measurement channel.
The OTA REFSENS requirement shall apply to each supported polarization, under the assumption of polarization match.
[bookmark: _Toc13080416]10.3.2	Minimum requirement for BS type 1-O
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in the corresponding table and annex A.1 when the OTA test signal is at the corresponding EISREFSENS level and arrives from any direction within the OTA REFSENS RoAoA.
Table 10.3.2-1: Wide Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 OTA Reference sensitivity level, EISREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1
	-101.7 - ΔOTAREFSENS

	10, 15 
	30
	G-FR1-A1-2
	-101.8 - ΔOTAREFSENS

	10, 15
	60
	G-FR1-A1-3
	-98.9 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	-95.3 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-95.6 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-95.7 - ΔOTAREFSENS

	NOTE:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 10.3.2-2: Medium Range BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	OTA Reference sensitivity level, EISREFSENS
 (dBm)

	5, 10, 15
	15
	G- R1-A1-1
	-96.7 - ΔOTAREFSENS

	10, 15 
	30
	G-FR1-A1-2
	-96.8 - ΔOTAREFSENS

	10, 15
	60
	G-FR1-A1-3
	-93.9 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	-90.3 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-90.6 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-90.7 - ΔOTAREFSENS

	NOTE:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 10.3.2-3: Local Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 OTA Reference sensitivity level, EISREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1
	-93.7 - ΔOTAREFSENS

	10, 15 
	30
	G-FR1-A1-2
	-93.8 - ΔOTAREFSENS

	10, 15
	60
	G-FR1-A1-3
	-90.9 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50 
	15
	G-FR1-A1-4
	-87.3 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-87.6 - ΔOTAREFSENS

	20, 25, 30, 35, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-87.7 - ΔOTAREFSENS

	NOTE:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



<Next Changes>

[bookmark: _Toc13080418]10.4	OTA Dynamic range
[bookmark: _Toc13080419]10.4.1	General
The OTA dynamic range is a measure of the capability of the receiver unit to receive a wanted signal in the presence of an interfering signal inside the received BS channel bandwidth.
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
[bookmark: _Toc13080420]10.4.2	Minimum requirement for BS type 1-O
For NR, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
Table 10.4.2-1: Wide Area BS OTA dynamic range for NR carrier
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	[bookmark: RANGE!E9]-70.7- ΔOTAREFSENS 
	-82.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.4- ΔOTAREFSENS 
	
	

	10
	15
	G-FR1-A2-1
	-70.7- ΔOTAREFSENS 
	-79.3- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-68.4- ΔOTAREFSENS 
	
	

	15
	15
	G-FR1-A2-1
	-70.7- ΔOTAREFSENS 
	-77.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-68.4- ΔOTAREFSENS 
	
	

	[bookmark: _Hlk499767232]20
	15
	G-FR1-A2-4
	[bookmark: RANGE!E17]-64.5- ΔOTAREFSENS 
	-76.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	25
	15
	G-FR1-A2-4
	-64.5- ΔOTAREFSENS 
	-75.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	30
	15
	G-FR1-A2-4
	-64.5- ΔOTAREFSENS 
	-74.4- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	35
	15
	G- FR1-A2-4
	-64.5- ΔOTAREFSENS 
	-73.7- ΔOTAREFSENS
	AWGN

	
	30
	G- FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G- FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	40
	15
	G-FR1-A2-4
	-64.5- ΔOTAREFSENS 
	-73.1- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	50
	15
	G-FR1-A2-4
	-64.5- ΔOTAREFSENS 
	-72.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	60
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	-71.4- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	70
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	-70.8- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	80
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	-70.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	90
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	-69.6- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	100
	30
	G-FR1-A2-5
	-64.5- ΔOTAREFSENS 
	-69.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.8- ΔOTAREFSENS 
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 10.4.2-2: Medium Area BS OTA dynamic range for NR carrier
	[bookmark: OLE_LINK9][bookmark: OLE_LINK10]BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-65.7- ΔOTAREFSENS 
	[bookmark: OLE_LINK29][bookmark: OLE_LINK30]-77.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.4- ΔOTAREFSENS 
	
	

	10
	15
	G-FR1-A2-1
	-65.7- ΔOTAREFSENS 
	-74.3- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-63.4- ΔOTAREFSENS 
	
	

	15
	15
	G-FR1-A2-1
	-65.7- ΔOTAREFSENS 
	-72.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-63.4- ΔOTAREFSENS 
	
	

	20
	15
	G-FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-71.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	[bookmark: RANGE!M19]-59.8- ΔOTAREFSENS 
	
	

	25
	15
	G-FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-70.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	30
	15
	G-FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-69.4- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	35
	15
	G- FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-68.7- ΔOTAREFSENS
	AWGN

	
	30
	G- FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G- FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	40
	15
	G-FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-68.1- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	50
	15
	G-FR1-A2-4
	-59.5- ΔOTAREFSENS 
	-67.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	60
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	-66.4- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	70
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	-65.8- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	80
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	-65.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	90
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	-64.6- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	100
	30
	G-FR1-A2-5
	-59.5- ΔOTAREFSENS 
	-64.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.8- ΔOTAREFSENS 
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 10.4.2-3: Local Area BS OTA dynamic range for NR carrier
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-62.7- ΔOTAREFSENS 
	-74.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-64.4- ΔOTAREFSENS 
	
	

	10
	15
	G-FR1-A2-1
	-62.7- ΔOTAREFSENS 
	-71.3- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-64.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-60.4- ΔOTAREFSENS 
	
	

	15
	15
	G-FR1-A2-1
	-62.7- ΔOTAREFSENS 
	-69.5- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-64.4- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-3
	-60.4- ΔOTAREFSENS 
	
	

	[bookmark: _Hlk499767944]20
	15
	G-FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-68.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	25
	15
	G-FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-67.2- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	30
	15
	G-FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-66.4- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	35
	15
	G- FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-65.7- ΔOTAREFSENS
	AWGN

	
	30
	G- FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G- FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	40
	15
	G-FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-65.1- ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	50
	15
	G-FR1-A2-4
	-56.5- ΔOTAREFSENS 
	-64.2- ΔOTAREFSENS
	AWGN

	[bookmark: _Hlk499767992]
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	
	

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	60
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	-63.4- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	70
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	-62.8- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	80
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	-62.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	90
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	-61.6- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	100
	30
	G-FR1-A2-5
	-56.5- ΔOTAREFSENS 
	-61.1- ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.8- ΔOTAREFSENS 
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



[bookmark: _Toc13080421]10.5	OTA in-band selectivity and blocking
[bookmark: _Toc13080422]10.5.1	OTA adjacent channel selectivity
[bookmark: _Toc13080423]10.5.1.1	General
OTA Adjacent channel selectivity (ACS) is a measure of the receiver’s ability to receive an OTA wanted signal at its assigned channel frequency in the presence of an OTA adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system.
[bookmark: _Toc13080424]10.5.1.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR1, the OTA wanted and the interfering signal are specified in table 10.5.1.2-1 and table 10.5.1.2-2 for ACS. The reference measurement channel for the OTA wanted signal is further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The OTA ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The OTA interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 10.5.1.2-2. The OTA interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 10.5.1.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 10.5.1.2-1: OTA ACS requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 35, 40, 50, 60, 70, 80,90, 100 (Note 1)
	EISminSENS + 6 dB
	Wide Area: -52 – ΔminSENS
Medium Range: -47– ΔminSENS
Local Area: -44– ΔminSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth
NOTE 2:	EISminSENS depends on the BS channel bandwidth



Table 10.5.1.2-2: OTA ACS interferer frequency offset for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	30
	±9.4725
	

	35
	±9.4625
	

	40
	±9.4675
	

	50
	±9.4625
	

	60
	±9.4725
	

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
	



<Next Changes>
[bookmark: _Toc13080426]10.5.2	OTA in-band blocking
[bookmark: _Toc13080427]10.5.2.1	General
The OTA in-band blocking characteristics is a measure of the receiver’s ability to receive a OTA wanted signal at its assigned channel in the presence of an unwanted OTA interferer, which is an NR signal for general blocking or an NR signal with one RB for narrowband blocking.
[bookmark: _Toc13080428]10.5.2.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted and OTA interfering signal specified in tables 10.5.2.2-1, table 10.5.2.2-2 and table 10.5.2.2-3 for general OTA and narrowband OTA blocking requirements. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 and are further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The OTA in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For BS type 1-O the OTA in-band blocking requirement shall apply in the in-band blocking frequency range, which is from FUL,low - ΔfOOB to FUL,high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The ΔfOOB for BS type 1-O is defined in table 10.5.2.2-0.
Table 10.5.2.2-0: ΔfOOB offset for NR operating bands in FR1
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 1-O
	FUL,high – FUL,low < 100 MHz
	20

	
	100 MHz ≤ FUL,high – FUL,low ≤ 900 MHz 
	60



For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 10.5.2.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA in-band blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in tables 10.5.2.2-1 and 10.5.2.2-3.
For a RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA narrowband blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the interfering signal minimum offset in table 10.5.2.2-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band RIBs, the OTA narrowband blocking requirements apply in the narrowband blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the interfering signal minimum offset in table 10.5.2.2-3.
Table 10.5.2.2-1: General OTA blocking requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5, 10, 15, 20
	EISREFSENS + 6 dB
	Wide Area: -43 - ΔOTAREFSENS
Medium Range: -38 - ΔOTAREFSENS
Local Area: -35 - ΔOTAREFSENS
	±7.5
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	
	EISminSENS + 6 dB
	Wide Area: -43  – ΔminSENS
Medium Range: -38  – ΔminSENS
Local Area: -35  – ΔminSENS
	±7.5
	

	25 ,30, 35, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB
	Wide Area: -43 - ΔOTAREFSENS
Medium Range: -38 - ΔOTAREFSENS
Local Area: -35 - ΔOTAREFSENS
	±30
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	
	EISminSENS + 6 dB
	Wide Area: -43  – ΔminSENS
Medium Range: -38  – ΔminSENS
Local Area: -35  – ΔminSENS
	±30
	



Table 10.5.2.2-2: OTA narrowband blocking requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	OTA Wanted signal mean power (dBm)
	OTA Interfering signal mean power (dBm)

	5, 10, 15, 20
	EISREFSENS + 6 dB
	Wide Area: -49 - ΔOTAREFSENS
Medium Range: -44 - ΔOTAREFSENS
Local Area: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB
	Wide Area: -49  – ΔminSENS
Medium Range: -44  – ΔminSENS
Local Area: -41  – ΔminSENS

	25, 30, 35, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB
	Wide Area: -49 - ΔOTAREFSENS
Medium Range: -44 - ΔOTAREFSENS
Local Area: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB
	Wide Area: -49  – ΔminSENS
Medium Range: -44  – ΔminSENS
Local Area: -41  – ΔminSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth. 
NOTE 2:	7.5 kHz shift is not applied to the wanted signal.



Table 10.5.2.2-3: OTA narrowband blocking interferer frequency offsets for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to  the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 2)
	Type of interfering signal

	5
	±([350] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±([355] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±([360] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±([350] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±([565] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±([570] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	35
	±([560] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±([565] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±([560] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±([570] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±([565] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±([560] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±([570] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±([565] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block is positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap. 
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.



<Next Changes>

[bookmark: _Toc13080441]10.8	OTA receiver intermodulation
[bookmark: _Toc13080442]10.8.1	General
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver unit to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. The requirement is defined as a directional requirement at the RIB.
[bookmark: _Toc13080443]10.8.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals at the RIB with the conditions specified in tables 10.8.2-1 and 10.8.2-2 for intermodulation performance and in tables 10.8.2-3 and 10.8.2-4 for narrowband intermodulation performance.
The reference measurement channel for the wanted signal is identified in table 10.3.2-1, table 10.3.2-2 and table 10.3.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The subcarrier spacing for the modulated interfering signal shall be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal shall be 30kHz.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a RIBs supporting operation in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement shall apply in addition inside any sub-block gap in case the sub-block gap is at least as wide as the BS channel bandwidth of the NR interfering signal in tables 10.8.2-2 and 10.8.2-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.
For multi-band RIBs, the narrowband intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 10.8.2-2 and 10.8.2-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 10.8.2-1: General intermodulation requirement
	BS class
	Wanted Signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	Wide Area BS
	EISREFSENS + 6 dB 
	-52 - ΔOTAREFSENS
	See Table 10.8.2-2

	
	EISminSENS + 6 dB 
	-52 - ΔminSENS
	

	Medium Range BS
	EISREFSENS + 6 dB
	-47 - ΔOTAREFSENS
	

	
	EISminSENS + 6 dB
	-47 - ΔminSENS
	

	Local Area BS
	EISREFSENS + 6 dB
	-44 - ΔOTAREFSENS
	

	
	EISminSENS + 6 dB
	-44 - ΔminSENS
	

	NOTE 1:	EISREFSENS and EISminSENS depend on the BS class and on the BS channel bandwidth, see subclause 10.3 and 10.2.




Table 10.8.2-2: Interfering signals for intermodulation requirement
	[bookmark: _Hlk499831516]BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper base station RF Bandwidth edge (MHz)
	Type of interfering signal

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	10
	±7.45
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	20
	±7.38
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal (Note 1)

	25
	[bookmark: _Hlk499831507]±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	35
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	90
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	100
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 2)

	NOTE 1:	Number of RBs is 25 for 15 kHz subcarrier spacing and 10 for 30 kHz subcarrier spacing.
NOTE 2:	Number of RBs is 100 for 15 kHz subcarrier spacing, 50 for 30 kHz subcarrier spacing and 24 for 60 kHz subcarrier spacing.



Table 10.8.2-3: Narrowband intermodulation performance requirement in FR1
	BS class
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	Wide Area BS
	EISREFSENS + 6 dB (Note 1)
	-52 - ΔOTAREFSENS
	See Table 10.8.2-4

	
	EISminSENS + 6 dB (Note 1)
	-52 - ΔminSENS
	

	Medium Range BS
	EISREFSENS + 6 dB (Note 1)
	-47 - ΔOTAREFSENS
	

	
	EISminSENS + 6 dB (Note 1)
	-47 - ΔminSENS
	

	Local Area BS
	EISREFSENS + 6 dB (Note 1)
	-44 - ΔOTAREFSENS
	

	
	EISminSENS + 6 dB (Note 1)
	-44 - ΔminSENS
	

	NOTE 1:	EISREFSENS / EISminSENS depends on the BS channel bandwidth, see subclause 10.3 and 10.2.



Table 10.8.2-4: Interfering signals for narrowband intermodulation requirement in FR1
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
	Type of interfering signal

	5
	±360
	CW

	
	±1420
	5 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	10
	±325
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	15 (NOTE 2)
	±380
	CW

	
	±1600
	5 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	20 (NOTE 2)
	±345
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	25 (NOTE 2)
	±325
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	30 (NOTE 2)
	±320
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	35 (NOTE 2)
	±345
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	40 (NOTE 2)
	±310
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	50 (NOTE 2)
	±330
	CW

	
	±3250
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	60 (NOTE 2)
	±350
	CW

	
	±3790
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	70 (NOTE 2)
	±400
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	80 (NOTE 2)
	±390
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	90 (NOTE 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	100 (NOTE 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (NOTE 1)

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.



<Next Changes>

[bookmark: _Toc13080445]10.9	OTA in-channel selectivity
[bookmark: _Toc13080446]10.9.1	General
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an NR signal as specified in annex A.1 and shall be time aligned with the wanted signal.
[bookmark: _Toc13080447]10.9.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are the same direction and are within the minSENS RoAoA
The wanted and interfering signals applies to each supported polarization, under the assumption of polarization match.
For a wanted and an interfering signal coupled to the RIB, the following requirements shall be met:
-	For BS type 1-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 10.9.2-1 for Wide Area BS, in table 10.9.2-2 for Medium Range BS and in table 10.9.2-3 for Local Area BS. The characteristics of the interfering signal is further specified in annex D.
Table 10.9.2-1: Wide Area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-100.6-ΔminSENS 
	-81.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-98.7-ΔminSENS 
	-77.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-92.3-ΔminSENS 
	-71.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS, 
100 RBs

	5
	30
	G-FR1-A1-8
	-101.3-ΔminSENS 
	-81.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-98.8-ΔminSENS 
	-78.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-92.6-ΔminSENS 
	-71.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-98.2-ΔminSENS 
	-78.4 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-92.7-ΔminSENS 
	-71.6 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 . The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 10.9.2-2:  Medium Range BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-95.6-ΔminSENS 
	-76.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-93.7-ΔminSENS 
	-72.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-87.3-ΔminSENS 
	-66.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS, 
100 RBs

	5
	30
	G-FR1-A1-8
	-96.3-ΔminSENS 
	-76.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-93.8-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-87.6-ΔminSENS 
	-66.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-93.2-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-87.7-ΔminSENS 
	-66.6 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 10.9.2-3: Local area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	5
	15
	G-FR1-A1-7
	-92.6-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
10 RBs

	10,15,20,25,30,35
	15
	G-FR1-A1-1
	-90.7-ΔminSENS 
	-69.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS,
25 RBs

	40,50
	15
	G-FR1-A1-4
	-84.3-ΔminSENS 
	-63.4 - ΔminSENS
	DFT-s-OFDM NR signal, 15 kHz SCS, 
100 RBs

	5
	30
	G-FR1-A1-8
	-93.3-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
5 RBs

	10,15,20,25,30,35
	30
	G-FR1-A1-2
	-90.8-ΔminSENS 
	-70.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
10 RBs

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-84.6-ΔminSENS 
	-63.4 - ΔminSENS
	DFT-s-OFDM NR signal, 30 kHz SCS,
50 RBs

	10,15,20,25,30,35
	60
	G-FR1-A1-9
	-90.2-ΔminSENS 
	-70.4 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
5 RBs

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-84.7-ΔminSENS 
	-63.6 - ΔminSENS
	DFT-s-OFDM NR signal, 60 kHz SCS,
24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



<Next Changes>
[bookmark: _Toc13080525]B.5	Estimation of time offset
[bookmark: _Toc13080526]B.5.1	General

The observation period for determining the sample timing difference shall be 1 slot.

In the following  represents the middle sample of the EVM window of length W (defined in annex B.5.2) or the last sample of the first window half if W is even.

is estimated so that the EVM window of length W is centred on the measured cyclic prefix of the considered OFDM symbol. To minimize the estimation error the timing shall be based on demodulation reference signals. To limit time distortion of any transmit filter the reference signals in the 1 outer RBs are not taken into account in the timing estimation

Two values for  are determined:

 and



 where  if W is odd and  if W is even.
When the cyclic prefix length varies from symbol to symbol then T shall be further restricted to the subset of symbols with the considered modulation scheme being active and with the considered cyclic prefix length type.
[bookmark: _Toc13080527]B.5.2	Window length
[bookmark: _Hlk515783581]Table B.5.2-1, B.5.2-2, B.5.2-3 specify the EVM window length (W) for normal CP.
Table B.5.2-1: EVM window length for normal CP, FR1, 15 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	CP length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13 (Note) (%)

	5
	512
	36
	14
	40

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	35
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	NOTE:	These percentages are informative and apply to a slot’s symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table B.5.2-2: EVM window length for normal CP, FR1, 30 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	CP length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (Note) (%)

	5
	256
	18
	8
	40

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	35
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	NOTE:	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table B.5.2-3: EVM window length for normal CP, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	CP length in FFT samples
	EVM window length W
	Ratio of W to total CP length (Note) (%)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	35
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	NOTE:	These percentages are informative and apply to all OFDM symbols within subframe except for symbol 0 of slot 0 and slot 2. Symbol 0 of slot 0 and slot 2 may have a longer CP and therefore a lower percentage.



Table B.5.2-4 below specifies the EVM window length (W) for extended CP. The number of CP samples excluded from the EVM window is the same as for normal CP length.
Table B.5.2-4: EVM window length for extended CP, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	CP length in FFT samples
	EVM window length W
	Ratio of W to total CP length (Note) (%)

	10
	256
	64
	54
	84

	15
	384
	96
	80
	83

	20
	512
	128
	106
	83

	25
	512
	128
	110
	85.9

	30
	768
	192
	164
	85.9

	35
	768
	192
	164
	85.9

	40
	1024
	256
	220
	85.9

	50
	1024
	256
	220
	85.9

	60
	1536
	384
	340
	88.6

	70
	1536
	384
	340
	88.7

	80
	2048
	512
	454
	88.7

	90
	2048
	512
	454
	88.7

	100
	2048
	512
	454
	88.7

	NOTE:	These percentages are informative.



<End of Changes>
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