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	Reason for change:
	Upper limit of 60GHz shall be mentioned in the definition and applicability subclause.
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	Summary of change:
	Text on upper limit of 60GHz is added in the definition and applicability subclause.
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	Test requirement for BS type 2-O is incomplete.
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[bookmark: _Toc510694056]--------------Start of change-------------
[bookmark: _Toc13082050]6.7.5	OTA transmitter spurious emissions
[bookmark: _Toc13082051]6.7.5.1	General	
Unless otherwise stated, all requirements are measured as mean power.
The OTA transmitter spurious emissions limits are specified as TRP per RIB, unless otherwise stated.
The OTA transmitter spurious emission limits for FR1 shall apply from 30 MHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in subclause 6.7.1. For some operating bands, the upper limit of the spurious range might be higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [5].
For multi-band RIB each supported operating band and the ΔfOBUE MHz around each band are excluded from the OTA transmitter spurious emissionsrequirements.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer’s specification.
BS type 1-O requirements consists of OTA transmitter spurious emission requirements based on TRP and co-location requirements not based on TRP.
The OTA transmitter spurious emission limits for FR2 shall apply from 30 MHz to 2nd harmonic of the upper frequency edge of the downlink operating band, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in subclause 6.7.1. For some operating bands, the upper limit of the spurious range might be limited by to 60 GHz.
--------------Next change-------------
[bookmark: _Toc13082061]6.7.5.2.5.2	Test requirement for BS type 2-O
[bookmark: _Toc13082062]6.7.5.2.5.2.1	General
The requirements of either subclause 6.7.5.2.5.2.2 (Category A limits) or subclause 6.7.5.2.5.2.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.7.1.
Table 6.7.5.2.5.2-1: Void 
NOTE:	Table 6.7.5.2.5.2-1 is moved to subclause 6.7.5.2.5.2.2 as table 6.7.5.2.5.2.2-1.
[bookmark: _Toc13082063]6.7.5.2.5.2.2	OTA transmitter spurious emissions (Category A)
The power of any spurious emission shall not exceed the limits in table 6.7.5.2.5.2-1.
Table 6.7.5.2.5.2.2-1: General OTA BS transmitter spurious emission limits for BS type 2-O
	Spurious frequency range
	Test limit
	Measurement bandwidth
	Notes

	30 MHz – 1 GHz
	-13 dBm
	100 kHz
	Note 1

	1 GHz – min(2nd harmonic of the upper frequency edge of the DL operating band in GHz; [60] GHz)
	
	1 MHz
	Note 1, Note 2

	NOTE 1:	Measurement bandwidth as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.



[bookmark: _Toc13082064]6.7.5.2.5.2.3	OTA transmitter spurious emissions (Category B)
The power of any spurious emission shall not exceed the limits in table 6.7.5.2.5.2.3-1.
Table 6.7.5.2.5.2.3-1: BS radiated Tx spurious emission limits in FR2 (Category B)
	Frequency range 
(Note 4)
	Test limit
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    min(2nd harmonic of the upper frequency edge of the DL operating band in GHz; [60] GHz)
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [5], s4.1
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [26], annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in table 6.7.5.2.5.2.3-2. 
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