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<<Start of Changes>>
8.6	Active BWP switch delay
[bookmark: _Toc535475992]8.6.1	Introduction
The requirements in this section apply for a UE configured with more than one BWP on PCell or any activated SCell in standalone NR or NE-DC, PCell, PSCell or any activated SCell in MCG or SCG in NR-DC, or PSCell or any activated SCell in SCG in EN-DC. UE shall complete the switch of active DL and/or UL BWP within the delay defined in this section.
[bookmark: _Toc535475993]8.6.2	DCI and timer based BWP switch delay
The requirements in this section only apply to the case that the BWP switch is performed on a single CC.
For DCI-based BWP switch, after the UE receives BWP switching request at DL slot n on a serving cell, UE shall be able to receive PDSCH (for DL active BWP switch) or transmit PUSCH (for UL active BWP switch) on the new BWP on the serving cell on which BWP switch on the first DL or UL slot occurs right after the beginning of DL slot n+ TBWPswitchDelay.
The UE is not required to transmit UL signals or receive DL signals during time duration TBWPswitchDelay on the cell where DCI-based BWP switch occurs. The UE is not required to follow the requirements defined in this section when performing a DCI-based BWP switch between the BWPs in disjoint channel bandwidths or in partially overlapping channel bandwidths.
For timer-based BWP switch, the UE shall start BWP switch at DL slot n, where n is the beginning of a DL subframe (FR1) or DL half-subframe (FR2) immediately after a BWP-inactivity timer bwp-InactivityTimer [2] expires on a serving cell, and the UE shall be able to receive PDSCH (for DL active BWP switch) or transmit PUSCH (for UL active BWP switch) on the new BWP on the serving cell on which BWP switch on the first DL or UL slot occurs right after the beginning of DL slot n+ TBWPswitchDelay.
The UE is not required to transmit UL signals or receive DL signals after bwp-InactivityTimer [2] expires on the cell where timer-based BWP switch occurs.
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
Table 8.6.2-1: BWP switch delay
	[image: ]
	NR Slot length (ms)
	BWP switch delay TBWPswitchDelay (slots)

	
	
	Type 1Note 1
	Type 2Note 1

	0
	1
	1
	3

	1
	0.5
	2
	5

	2
	0.25
	3
	9

	3
	0.125
	6
	18

	Note 1:	Depends on UE capability.
Note 2:	If the BWP switch involves changing of SCS, the BWP switch delay is determined by the larger one between the SCS before BWP switch and the SCS after BWP switch.



Provided the UE does not have the required TCI-state information to receive PDCCH and PDSCH in the new BWP, the UE shall use old TCI-states before the BWP switch until a new MAC CE updating the required TCI-state information for PDCCH and PDSCH is received after the BWP switch. 
For DCI based BWP switch, after the BWP switch and before the MAC CE activation of the new TCI states on the new BWP, the UE assumes that the DMRS of PDCCH/PDSCH is QCL’ed with the PDCCH of DCI, that triggers the BWP switch.
For timer based BWP switch, after the BWP switch and before the MAC CE activation of the new TCI states on the new BWP, 
-	If the timer is shorter than Tthreshold, the UE assumes that the DMRS of PDCCH/PDSCH is QCL’ed with the PDSCH right before the BWP switch;
-	If the timer is longer than Tthreshold, the UE needs to perform L1-RSRP measurement and report the ID of the reference signal, towards which the UE assumes the DMRS of PDCCH/PDSCH TCI states are QCL’ed.
Editor’s Note: the value of Tthreshold is FFS.
If UE has the information on the required TCI-state information to receive PDCCH and PDSCH in the new BWP, 
· UE shall be able to receive PDCCH and PDSCH with old TCI-states before the delay as specified in Section 8.10 in the new BWP.
· UE shall be able to receive PDCCH and PDSCH with new TCI-states after the delay as specified in Section 8.10 in the new BWP.

[bookmark: _Toc535475994]8.6.3	RRC based BWP switch delay
For RRC-based BWP switch, after the UE receives RRC reconfiguration involving active BWP switching or parameter change of its active BWP, UE shall be able to receive PDSCH/PDCCH (for DL active BWP switch) or transmit PUSCH (for UL active BWP switch) on the new BWP on the serving cell on which BWP switch occurs on the first DL or UL slot right after the beginning of DL slot , where 
DL slot n is the last slot containing the RRC command, and 
 is the length of the RRC procedure delay in  millisecond as defined in clause 12 in TS 38.331 [2], and
 is the time used by the UE to perform BWP switch.
The UE is not required to transmit UL signals or receive DL signals during the time defined by  on the cell where RRC-based BWP switch occurs.
For RRC based BWP switch, after the BWP switch and before the MAC CE activation of the new TCI states on the new BWP, the UE assumes that the DMRS of PDCCH/PDSCH is QCL’ed with the PDSCH of RRC signaling that triggers the BWP switch.
<<End of Changes>>
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