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1. Overall Description
RAN2 sent LS to RAN4 in [1] ‘LS on second SMTC periodicity in idle mode’ in which RAN2 ask RAN4 2 questions related to the introduction of a second SMTC in Idle mode. RAN4 has discussed the questions raised in the LS and would like to inform RAN2 about the outcome of the discussion.

Question1: Does the introduction of a second SMTC for idle mode measurements have any impact to RAN4 core requirements?
Reply 1: Yes. RAN4 idle mode requirements are already accounting different SMTC periodicity in the UE measurement and performance requirements. Introducing a 2nd SMTC and which UE requirements apply for a UE supporting a 2nd SMTC in idle, in a cell broadcasting the 2nd SMTC would need to be defined. Additionally, the requirements for legacy would need to be defined.  

Question 2: Can it be addressed in Rel-16 both for intra and inter-frequency scenarios?
Reply 2: RAN4 would need to know more details related to SMTC2 before RAN4 can estimate the full impact from introducing a 2nd SMTC in idle mode. However, the workload in RAN4 is already very high.

RAN4 would like to understand if the additional SMTC is only for Idle mode or also for Inactive mode?

2. Actions
To RAN2 group:
Action: RAN4 respectfully asks RAN2 to take the above into consideration in its further work. 
3. Date of Next TSG-RAN WG4 Meetings:

RAN4 Meeting #93
18 – 22 November 2019
Reno, USA
RAN4 Meeting #94
24 – 28 February 2020
Athens, Greece
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