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1. Overall Description: 
RAN4 would like to thank RAN1 and RAN2 for the LSs on SFTD measurements. Since both LSs concern the applicability of SFTD measurement, we here provide a joint reply on RAN4’s view.
RAN1 LS (R1-1909819)
Q1: For UEs configured with EN-DC, NE-DC and NR-DC, is the target cell of a SFTD measurement an intra-frequency or inter-frequency cell? 
· Any carrier with a serving cell is to be classified as an intra-frequency carrier. Consequently, the target in SFTD towards an EN-DC, NE-DC or NR-DC PSCell is an intra-frequency cell.
Q2: For UEs configured with NR PCell but no LTE/NR PSCell, is the target NR cell of a SFTD measurement an intra-frequency or inter-frequency NR cell?
· When configured with a NR PCell but no PSCell, the target when conducting SFTD measurements towards a NR neighbour cell is an inter-frequency cell. There are currently no requirements in RAN4 specifications on SFTD measurements towards intra-frequency neighbour cells.
Q3: For UEs configured with LTE PCell but no NR PSCell, is the target NR cell of a SFTD measurement an inter-RAT or inter-frequency NR cell?
· When configured with E-UTRA PCell but no PSCell, the target when conducting SFTD measurements towards a NR neighbour cell is an inter-RAT cell.
Q4: Is there any definition in RAN2 or RAN4 specification that could be a reference in SFTD definition?
· The RAN4 specifications TS 36.133 and TS 38.133 are explicit about the supported SFTD cases, following the system outlined above, and might therefor not be good sources for concise definitions of applicability.
RAN2 LS (R2-1911700)
Question: Is it necessary and feasible to introduce SFTD measurement between NR PCell and intra-frequency NR neighbour cells for NR SA in Rel-15?
· Necessity of SFTD measurements towards intra-frequency NR neighbour cell has not been indicated in any RAN4 discussions with Rel-15 scope. Feasibility may additionally be questioned since it would jeopardize completion of Rel-15.
2. Actions:
To RAN WG1 group.
ACTION: 
RAN4 kindly asks RAN1 to take the above information into account in specification maintenance for NR Rel-15.

To RAN WG2 group.
ACTION: 
RAN4 kindly asks RAN2 to take the above information into account in further discussions on SFTD measurements in NR Rel-15.
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