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	Reason for change:
	Currently the interruption for dormant SCell measurement is only defined for CQI measurement, but RRM measurement could also cause interruption. In addition, the length of interruption is not specified.

	
	

	Summary of change:
	Update interruption requirements due to measurement on dormant SCell to include both RRM and CQI measurement. The length of interruption is also specified by re-using the interruption length from dormant SCell activation. 

	
	

	Consequences if not approved:
	The interruption requirements due to measurement on dormant SCell are incomplete.
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<Start of Change 1>
7.8.2.17	Interruptions during CQI measurement on dormant SCell
For a UE capable of supporting dormantSCellState [2] and configured with one or more number of dormant SCell(s), an interruption on PCell or any activated SCell(s) due to the periodic CQI measurements of the dormant SCell(s) is allowed with up to 0.5% probability of missed ACK/NACK.
Each interruption shall not exceed 
-	1 subframe, if the PCell or the activated SCell is not in the same band as any of the dormant SCells, or
-	2 subframes, if the PCell or the activated SCell is in the same band as any of the FDD dormant SCells, and the PCell or the activated SCell is not configured with the MBSFN subframes;
-	5 subframes, otherwise.
The interruption is for both uplink and downlink of PCell and activated SCell(s).

<End of Change 1>
