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<START OF  CHANGE>
[bookmark: _Toc13084312]4.3	Base station classes
[bookmark: _Hlk487019015][bookmark: _Hlk497643052]The requirements in this specification apply to Wide Area Base Stations, Medium Range Base Stations and Local Area Base Stations unless otherwise stated.
BS classes for BS type 1-C and 1-H are defined as indicated below:
-	Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equal to 70 dB.
-	Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum coupling loss equals to 53 dB.
-	Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equal to 45 dB.
<END OF CHANGE>

<START OF CHANGE>
[bookmark: _Toc13084326]4.5.2.1	Transmit configurations
Unless otherwise stated, the conducted transmitter characteristics in clause 6 are specified at the transceiver array boundary at the TAB connector(s) antenna connector with a full complement of transceiver units for the configuration in normal operating conditions.


Figure 4.5.2.1-1: Transmitter test ports
Unless otherwise stated, for the tests in clause 6 of the present document, the requirement applies for each transmit TAB connector.
<END OF CHANGE>
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