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1. Overall Description:
RAN4 would like to thank RAN2 for the reply LS on SFTD measurements (R2-1911700). After discussion in RAN4, we have the following response:
To RAN2’s statement:
RAN2 understands that current 38.133 only supports inter-frequency SFTD measurement in NR SA. 
[RAN4] RAN4 would like to clarify that we have intra-frequency SFTD for NR DC: SFTD measurement between PCell and PSCell. 

To RAN2’s question:
Question: Is it necessary and feasible to introduce SFTD measurement between NR PCell and intra-frequency NR neighbour cells for NR SA in Rel-15?
[RAN4] deriveSSB-IndexFromCell is always enabled for FR2 and FR1 TDD mode. Hence intra-frequency SFTD measurements in NR single link, NR-DC or NR-CA between NR Pcell and intra-frequency neighbour cells, might not be necessary when deriveSSB-IndexFromCell is enabled. For FR1 FDD mode, it might be feasible to introduce SFTD measurement, but Rel-15 there has been no discussion on such SFTD measurements with measurement gap or interruption. Hence, given the time lines for Rel-15, we prefer to discuss this in Rel-16.

2. Actions:
To RAN WG2 group.
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account in their future work. 

3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN4 #93			18th – 22nd Nov 2019   Reno, Nevada, US
[bookmark: _GoBack]TSG-RAN4 #94			24th – 28th Feb 2020    Athens, GR
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