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1 Introduction
This TP introduces a missing fall back CA, CA_1A-1A-3A-7A-28A, for the already approved higher order CAs in R4-1909843.
**************************** Start of changes ********************************************
[bookmark: _Toc20468174][bookmark: _Toc449192176][bookmark: _Toc449197525][bookmark: _Toc449197960][bookmark: _Toc449198445][bookmark: _Toc457313505][bookmark: _Toc457313859][bookmark: _Toc462238345][bookmark: _Toc462239499][bookmark: _Toc462305179][bookmark: _Toc465262591][bookmark: _Toc465263566][bookmark: _Toc473108058][bookmark: _Toc477862297][bookmark: _Toc480650495][bookmark: _Toc480651476]5.20.1	Channel bandwidths per operating band for CA
Table 5.20.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-1A-3A-7A-28A
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A-7C-28A
	CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	[bookmark: _GoBack]120
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1 
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3C-7A-28A
	CA_3C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	120
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3C-7C-28A
	CA_3C
CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	140
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	



[bookmark: _Toc20468175]5.20.2		ΔTIB,c and ΔRIB,c values
The ΔTIB,c and ΔRIB,c values for three band CA_1-3-7-28 are covered in TS 36.101 Table 6.2.5-4 (four bands) for ΔTIB,c  and Table 7.3.1-1C (four bands) for ΔRIB,c.
[bookmark: _Toc20468176]5.20.3	REFSENS requirements
Reference sensitivity requirements follow those already specified for CA_1A-3A-7A-28A in TS 36.101.
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