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1. Overall Description:
In R4-1910176, RAN4 has provided information on the number of thresholds for serving cell RSRP change based TA validation in PUR. In RAN4#92bis, RAN4 has further discussed the range and resolution of the threshold(s), and reached the following agreements.

· For K = 1 (UE compares the magnitude of the difference in measurement change with a single threshold to validate the TA for PUR transmission): 

· 34dB to 10dB with 4dB resolution, and from 10dB to 2dB with 2dB resolution
· For K = 2 and assuming UE moving away from eNB (UE compares the difference in measurement change with a positive threshold)
· Same as K = 1

· For K = 2 and assuming UE moving towards eNB (UE compares the difference in measurement change with a negative threshold)
· From -22dB to -10dB with 4dB resolution, and from -10dB to -2dB with 2dB resolution
RAN4 kindly asks RAN2 to take above agreements into account when defining signalling for configuration of thresholds for serving cell RSRP change based TA validation in PUR.
2. Actions:

To RAN2:

RAN4 kindly asks RAN2 to take above agreements into account when defining signalling for configuration of thresholds for serving cell RSRP change based TA validation in PUR.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting #93


18 - 22 Nov 2019, Reno, US
TSG-RAN4 Meeting #94


24 - 28 Feb 2020, Athens, Greece

