[bookmark: _Hlk18309590][bookmark: _Hlk491845607][bookmark: _Toc436619014][bookmark: _Toc436619251][bookmark: _Toc451844181][bookmark: _Toc466346620][bookmark: _Toc466348853]3GPP TSG-RAN WG4 Meeting #92bis	R4-1912254
[bookmark: _GoBack]Chongqing, China, 14 October – 18 October 2019
Source:	Ericsson, Swisscom
Title:	TP for TR 38.716-03-01: CA_n1-n3-n8
Agenda item:			9.10.2
Document for:	Approval
1. Introduction
This contribution is a text proposal for TR 38.716-03-01 to include CA_n1-n3-n8 as defined in WID [1].
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc9441588][bookmark: _Toc527641601]6.x	CA_n1A-n3A-n8A
6.x.1	Operating bands for CA
Table 6.x.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n1-n3-n8
	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD



6.x.2	Channel bandwidths per operating band for CA
Table 6.x.2-1: Supported channel bandwidths per CA configuration for 3DL inter-band CA
	NR CA Configuration
	UL Config
	NR Band
	SCS [kHz]
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	Bandwidth combination set

	CA_n1A-n3A-n8A
	-
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	



6.x.3	Co-existence studies
Table 6.x.3-1 summarizes frequency ranges where harmonics occur due to 3DL bands CA with 1 UL. It can be seen that the 2nd order harmonic of Band n8 will fall into Band n3.
Table 6.x.3-1: Harmonic Interference for 3DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940
	7680
	7920

	n3
	1710
	1785
	1805
	1880
	3420
	3570
	5130
	5355
	6840
	7140

	n8
	880
	915
	925
	960
	1760
	1830
	2640
	2745
	3520
	3660



Table 6.x.3-2 gives harmonic mixing issue for the 3DL bands CA with 1 UL. It can be seen that Band n1 Tx frequency coincides with Band n8x2.
Table 6.x.3-2 Harmonic mixing for 3DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n1
	1920
	1980
	2110
	2170
	4220
	4340
	6330
	6510
	8440
	8680

	n3
	1710
	1785
	1805
	1880
	3610
	3760
	5415
	5640
	7220
	7520

	n8
	880
	915
	925
	960
	1850
	1920
	2775
	2880
	3700
	3840



For single uplink, the UE coexistence is already considered for these bands in TS 38.101-1 [3].
6.x.4	∆TIB,c and ∆RIB,c values
For three simultaneous DLs and one UL of Band n1, n3 and n8, the TIB,c and RIB,c  values are shown in table 6.x.4-1 and  table 6.x.4-2, respectively. Values are derived from LTE CA_1-3-8.
Table 6.x.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔTIB,c  [dB]

	CA_n1-n3-n8
	n1
	0.3

	
	n3
	0.3

	
	n8
	0.3



Table 6.x.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔRIB,c  [dB]

	CA_n1-n3-n8
	n1
	0

	
	n3
	0

	
	n8
	0



6.x.5	REFSENS requirements
MSD requirements are captured in lower order combinations.
---End of changes---
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NR   CA Band  NR   Band  Uplink (UL) operating band  Downlink (DL) operating band  Duplex  Mode  

BS receive / UE transmit  BS transmit / UE receive   

F UL_low    –    F UL_high  F DL_low    –    F DL_high  

CA _ n 1 - n 3 - n8  n 1  1 920   MHz  –  198 0   MHz  2110   MHz  –  2170   MHz  FDD  

n3  1710   MHz  –  178 5   MHz  1805   MHz  –  1880   MHz  FDD  

n8  88 0   MHz  –  915  MHz  925  MHz  –  96 0   MHz  F DD  

  6.x.2   Channel bandwidths per operating band for CA   Table 6.x.2 - 1: Supported  channel   bandwidths per CA configuration for 3DL inter - band CA  

NR  CA   Configuration  UL  Config  NR   Band  SCS  [kHz]  5  10  15  20  25  30  40  50  60  80  9 0  100  Bandwidth  combination  set  

CA _ n 1 A - n 3 A - n8 A  -  n 1  15  Yes  Yes  Yes  Yes          0  

30   Yes  Yes  Yes          

60   Yes  Yes  Yes          

n 3  15  Yes  Yes  Yes  Yes  Yes  Yes        

30   Yes  Yes  Yes  Yes  Yes        

60   Yes  Yes  Yes  Yes  Yes        

n8  15  Yes  Yes  Yes  Yes          

30   Yes  Yes  Yes          

60              

  6.x.3   Co - existence studies   Table  6.x. 3 - 1   summarizes frequency ranges where harmonics occur due to  3DL bands   CA with 1 UL.   It can be seen that  the  2 n d   order harmonic of Band n 8   will fall into  Band  n 3 .  

