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Background

This contribution provides text proposal for CA configurations for DL_1A-1A-3A-3A-28A, DL_1A-1A-3A-3A-7C and DL_1A-1A-3A-3A-7C_UL_7C
Text Proposal
----- Unchanged sections omitted -----

5.X
1A-1A-3A-3A-28A
5.X.1
Channel bandwidths per operating band for CA

Table 5.X.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-1A-3A-3A-28A
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	


5.X.2

ΔTIB,c and ΔRIB,c values
The ΔTIB,c and ΔRIB,c values for three band CA_1-3-28 are covered in TS 36.101 Table 6.2.5-3 (three bands) for ΔTIB,c  and Table 7.3.1-1B (three bands) for ΔRIB,c.

5.X.3
REFSENS requirements
Reference sensitivity requirements follow those already specified for CA_1A-3A-28A in TS 36.101.

5.Y
1A-1A-3A-3A-7C
1A-1A-3A-3A-7C_UL_7C
5.Y.1
Channel bandwidths per operating band for CA

Table 5.Y.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-1A-3A-3A-7C
	CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	120
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1 of 36.101
	
	


5.Y.2

ΔTIB,c and ΔRIB,c values
The ΔTIB,c and ΔRIB,c values for three band CA_1-3-7 are covered in TS 36.101 Table 6.2.5-3 (three bands) for ΔTIB,c  and Table 7.3.1-1B (three bands) for ΔRIB,c.

5.Y.3
REFSENS requirements
Reference sensitivity requirements follow those already specified for CA_1A-3A-7A in TS 36.101.

----- Unchanged sections omitted -----
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