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[bookmark: _Toc13079690]7.2.2	Minimum requirements for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-1 for Wide Area BS, in table 7.2.2-2 for Medium Range BS and in table 7.2.2-3 for Local Area BS.
Table 7.2.2-1: NR Wide Area BS reference sensitivity levels
	BS channel bandwidth (MHz) 
	Sub-carrier spacing (kHz)
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15 
	15
	G-FR1-A1-1G-FR1-A1-2
	 -101.7

	10, 15 
	30
	G-FR1-A1-2G-FR1-A1-3
	 -101.8

	10, 15
	60
	G-FR1-A1-3G-FR1-A1-4
	 -98.9

	20, 25, 30, 40, 50 
	15
	G-FR1-A1-4G-FR1-A1-5
	 -95.3

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5G-FR1-A1-6
	 -95.6

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6G-FR1-A1-2
	 -95.7

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc13079697]7.4.1.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.2-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.2-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.2‑2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.1.2-1: Base station ACS requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 
25, 30, 40, 50, 60, 70, 80, 90, 100  
(Note 1)
	PREFSENS + 6 dB
	Wide Area: -52
Medium Range: -47
Local Area: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2, 7.2.2-3



Table 7.4.1.2-2: Base Station ACS interferer frequency offset values
	[bookmark: _Hlk499878305]BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz DFT-s-OFDM NR signal
15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675±9.46759.535
	20 MHz DFT-s-OFDM NR signal
15 kHz SCS, 100 RBs

	30
	±9.4725±9.47259.585
	

	40
	±9.4675±9.46759.535
	

	50
	±9.4625±9.46259.485
	

	60
	±9.4725±9.47259.585
	

	70
	±9.4675±9.46759.535
	

	80
	±9.4625±9.46259.485
	

	90
	±9.4725±9.47259.585
	

	100
	±9.4675±9.46759.535
	



[bookmark: _Toc13079698]*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc13079875]10.5.1.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR1, the OTA wanted and the interfering signal are specified in table 10.5.1.2-1 and table 10.5.1.2-2 for ACS. The reference measurement channel for the OTA wanted signal is further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The OTA ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The OTA interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 10.5.1.2-2. The OTA interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 10.5.1.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 10.5.1.2-1: OTA ACS requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90, 100 (Note 1)
	EISminSENS + 6 dB
	Wide Area: -52 – ΔminSENS
Medium Range: -47– ΔminSENS
Local Area: -44– ΔminSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth
NOTE 2:	EISminSENS depends on the BS channel bandwidth



Table 10.5.1.2-2: OTA ACS interferer frequency offset for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675±9.46759.535
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	30
	±9.4725±9.47259.585
	

	40
	±9.4675±9.46759.535
	

	50
	±9.4625±9.46259.485
	

	60
	±9.4725±9.47259.585
	

	70
	±9.4675±9.46759.535
	

	80
	±9.4625±9.46259.485
	

	90
	±9.4725±9.47259.585
	

	100
	±9.4675±9.46759.535
	



[bookmark: _Toc13079876]*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc13079950]11.3.2.6	Performance requirements for PUCCH format 4
[bookmark: _Toc13079951]11.3.2.6.1	General
The performance is measured by the required SNR at UCI block error probability not exceeding 1%.
The UCI block error probability is defined as the conditional probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2. 
The transient period as specified in TS 38.101-2 [18] subclause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
Table 11.3.2.6.1-1: Test parameters
	Parameter
	Value

	Modulation order
	QPSK

	First PRB prior to frequency hoppingstartingPRB
	0

	Number of PRBs
	1

	Intra-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index – (Number of PRBs – 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Number of symbols
	14

	The number of UCI information bits
	22

	First symbol
	0

	Length of the orthogonal cover code
	n2

	Index of the orthogonal cover code 
	n0
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