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1
Introduction
Environmental requirements of NR MIMO OTA in TR38.827 [1] is empty and it refers to the TR38.810, however, in TR38.810 there is no description of temperature conditions and only include the voltage requirements. The information of temperature need to be specified in NR MIMO OTA as LTE MIMO OTA, i.e. normal temperature condition. 
Also about the voltage requirements, it is not proper to directly refer to the TR38.810 because NR MIMO OTA only test UE performance under normal condition rather than extreme condition. 
Therefore, introduce normal temperature and voltage condition to NR MIMO OTA rather than refer to TR38.810.
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References

[1] TR 38.827 v1.0.1
3
Text Proposal

The following text changes are proposed.
========================== Start of change==========================
Annex C:
Environmental requirements
C.1
Scope
 The requirements in this clause apply to all types of UE(s) in FR1 and FR2.
C.2
Ambient temperature
 All the MIMO OTA requirements are applicable in room temperature e.g. 25(C.

C.3
Operating voltage

For FR1 MIMO OTA, all nominal voltage test cases shall be performed with the DUT operated in stand-alone battery powered mode. 

For FR2 MIMO OTA, all nominal voltage test cases shall be performed with the DUT operated in stand-alone battery powered mode or external power source. It shall be demonstrated that the impact of external power source to device performance is negligible comparing to stand-alone battery powered mode.
========================== End of change ==========================

