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1. Overall Description:

During RAN4 #92bis meeting, RAN4 discussed the UE requirements to allow switching between case 1 and case 2 as below for two uplink carriers case inter-band EN-DC without SUL, inter-band UL CA and standalone SUL for UE supporting maximum two concurrent transmission.
	Case 1 
	1 Tx on carrier 1 and 1 Tx on carrier 2

	Case 2 
	0 Tx on carrier 1 and 2 Tx on carrier 2 


As a result of the discussion, RAN4 reached the following consensus:
· RAN4 recommendation on the length of UL switching period for defining UE RF requirements and capability reporting:
· [0]us, 35us, 140 us, [250]us
· RAN4 will decide whether 250us will be defined based on UE implementation in RAN4 #93 meeting.
· 0us cannot be achieved with the UE implementation of 2 Tx chains in total. RAN4 will decide whether 0us will be defined from RF requirements and/or capability reporting perspective for forward compatibility in RAN4 #93 meeting.
· The same length of switching period for switching from case 1 to case 2 and from case 2 to case 1.
· RAN4 does not preclude the possibility of down-selecting to the single value (e.g., one non-zero value) due to BS complexity issue and system performance.
· RAN4 does not preclude the possibility of introducing UE capability bit to allow different UE implementation. 
· Existing RAN4 requirements will be not impact by introducing of the length of UL switching period
· RAN4 agreement on the location of the switching period
· For EN-DC: in NR carrier
· For UL CA and SUL: semi-statically configured by RRC on one specific carrier of the two uplink carriers
· RAN4 agreement on the transient period
· Define transient period in addition to the switching period
· Length of transient period: 10 us for NR, 20 us for E-UTRA
· Additional time for PUSCH preparation procedure
· A potential issue was raised in RAN4 that UL switching period may impact PUSCH preparation procedure time.
· RAN4 can continue discussing on whether the PUSCH preparation time can happen in parallel with the switching time, based on the UE implementation.
2. Actions:

To RAN WG1:
ACTION: 
RAN4 would like to kindly ask RAN1 to provide feedback by Dec 2019 if RAN1 find there is any issue with the above RAN4 recommendation and agreement. 
3. Date of Next RAN WG4 Meetings:

TSG RAN WG4 Meeting #93               18 - 22 Nov, 2019                    Reno, Nevada, US
TSG RAN WG4 Meeting #94               24 - 28 Feb, 2020                    Athens, GR
